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Preface 



This volume is the postproceedings of the Workshop on Multiagent for Mass 
User Support 2003 (MAMUS 2003). It consists of revised papers presented at the 
meeting and invited ones based on the program committee’s recommendation. 
The workshop was organized in association with the 18th International Joint 
Conference on Artificial Intelligence (IJCAI 2003), August 10, 2003, Acapulco, 
Mexico. The aim of the workshop was to investigate new directions of multiagent 
technology and its applications to support mass users and society by using social 
coordination mechanisms in both the artificial intelligence and social science 
senses. 

Multiagent and agent-based simulations have been providing new methodolo- 
gies and viewpoints for studying societies. They are becoming effective tools for 
modeling and simulating social systems. On the other hand, the rapid progress of 
IT (information technology) such as ubiquitous or pervasive computing is bring- 
ing changes to communications, decision-making processes, and even possibly to 
how people conduct themselves in their daily lives. People in a ubiquitous com- 
puting environment would be able to access information networks, communicate 
with each other, exchange information, and obtain sensing data on an every- 
where, anytime basis. Such an information environment is expected to open up 
a new application field where each user’s utility is increased and the efficiency of 
the whole system (society) is also improved. This is the objective of mass user 
support. In order to realize mass user support systems, we need to investigate the 
problem from the two viewpoints of social systems and information technology. 
By social coordination we mean analysis of social systems from the viewpoint of 
balancing the utilities provided to individuals and the whole system. 

Papers included in this volume are categorized as follows. The theoretical 
background section includes two papers that characterize mass user support and 
social coordination. Kurumatani discusses the characteristics of the problem 
and gives its formalization and analysis. Chen proposes GE Lab, a platform 
where both human and software agents work together, especially to integrate 
experimental economics, behavioral economics, and agent-based computational 
economics. 

The resource allocation algorithms section has three papers. Cheng proposes 
a market-based resource allocation algorithm for information collection in emer- 
gency scenario. Kawamura discusses the Theme Park Problem, in which he ana- 
lyzes the effect of information provision on many users. Matsuo proposes story- 
based planning that generates visiting plans according to users’ intentions and 
preferences. 

Traffic systems is an important area of applications for mass user support. 
In the Mass User Support in Traffic Systems section, Yamashita proposes an 
algorithm for large numbers of users to exchange their driving plans in order to 
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increase the utilities for individuals and the whole system. Shinoda analyzes the 
usability of dial-a-ride buses, especially their efficiency in large-scale towns. 

Because mass user support essentially requires resource allocation among 
users, the problem can be formalized in the game theoretic sense as the simplest 
edge problem. The game theoretic analysis section includes two papers: Suzuki 
discusses role changes in the social dilemma game to manage limited common 
resources; Yamashita formalizes the d}mamics of group formation mechanisms 
from the game theoretic viewpoint. 

Prom the engineering viewpoint, it is crucial that we design large-scale sys- 
tems that handle many communication and computation tasks in order to real- 
ize mass user support. In the section titled Architectures for Social Coordination 
Mechanisms, Amamiya and Pitt propose a multiagent system called KODAMA 
for managing individual digital rights for information trading. Murakami pro- 
poses Fairy Wing, which is a user profile accumulation system that works with 
RF-ID tags. Sashima proposes a multiagent architecture called CONSORTS for 
service coordination in a ubiquitous computing environment. 

As the editors of this volume, we would like to thank the members of the pro- 
gram committee and the anonymous reviewers for their important contributions. 
We would also like to thank Akio Sashima for his typesetting of this volume. 



Tokyo, February 2004 



Koichi Kurumatani 
Shu-Heng Chen 
Azurna Ohuchi 
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Abstract. We propose the concept of mass user support realized by social 
coordination among citizens in a real environment. By real environment, we 
mean an environment integrating a world of abstract information such as the 
Internet with the physical world. Rapid progress in IT, especially ubiquitous or 
pervasive computing, is helping to bring about an environment where direct 
communication among citizens and realtime delivery of sensory information 
becomes possible not only within buildings but also in cities or in a driving 
environment. In the real environment, we can expect a new information service 
called mass user support that can be achieved by social coordination among 
users. An example of social coordination is dynamic resource allocation of 
spatio-temporal resources, i.e., traffic control for vehicles and pedestrians, by 
which the utility provided to both individuals and the whole system can be 
increased. In this paper, we first illustrate the concept of mass user support by 
giving several examples and then introduce a new kind of multiagent 
architecture called CONSORTS that is expected to be an infrastructure for 
social coordination. We analyze the characteristics of social coordination, 
compared with the conventional methods, and propose a course of software 
implementation to realize mass user support by coordinating users' intentions 
and preferences. 



1 Introduction 

We propose the eoneept of mass user support realized by soeial eoordination among 
users in a real environment. By real environment, we mean an environment 
integrating an abstraet information world sued as the Internet with the real physieal 
and spatio-temporal world where humans and physieal objeets exist. Rapid progress 
in IT, espeeially ubiquitous eomputing [I] or pervasive eomputing [2], is helping to 
bring about an environment where direet eommunieation and delivery of sensory 
information ean be done over wide areas, i.e., in buildings, eities, on roads, or nation- 
wide, rather than in a proximate environment shared by individuals. 

In a real environment, we ean expeet a new kind of information serviee ealled 
mass user support that eannot be aehieved by a simple eombination of separate 
personal information serviees. For instanee, let us eonsider a serviee to 
simultaneously help many vehieles and pedestrians to navigate. These days, many 
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vehicles are equipped with car navigation systems that automatically make driving 
plans for the driver by using the current position of a vehicle and road maps in the car 
navigation system, and the system provides navigation service such as telling tuning 
direction at crossings to drivers during the trip. Some car navigation systems provide 
more sophisticated planning by using congestion information provided by VlCS 
(Vehicle Information and Communication System) [3], i.e., these make plans to avoid 
congestion and to save total trip time. 

We have, however, a question on the utility of such sophisticated services. What 
would happen when all drivers use such a congestion-avoiding planning strategy 
simultaneously? The answer is likely that many drivers would select roads that seem 
to be less crowded but in doing so make the roads crowded, which would in turn 
cause an oscillation in road traffic congestion that never converges. We can imagine 
the same situation in navigating many pedestrians in a building, theme park, or cities. 
It is quite possible that oscillation of congestion might occur if information about the 
current status of congestion were to be provided directly to pedestrians via 
information devices such as cellular phones or PDAs and then letting them choose the 
shortest path independently. 

We need, therefore, some kind of coordination mechanism among users in order to 
provide good services under such situations, that is, we need to coordinate users' 
intentions and preferences socially. Mass user support is an information service that 
realizes such social coordination among users in daily lives by using cooperating 
software agents in a real environment. By social coordination, we mean automatic 
negotiation by software agents that work as proxies for users rather than explicit and 
verbal communication directly done by the human users themselves. The rapid 
progress of information network technology is expected to bring about a ubiquitous 
or pervasive network that will provide anytime, everywhere connectivity to 
information networks. In addition, we expect that mass user support will become one 
of the key services of the ubiquitous or pervasive network, besides the conventional 
information service images. 

We have to pay attention to the difference between social coordination and 
collaboration. Collaboration is a highly organized activity done by human users in 
order to achieve goals, which usually needs long time before obtaining a solution. In 
contrast, social coordination requires realtime responses, e.g., drivers have to react 
rapidly to give a traffic lane to others. On the other hand, the best solution is not 
necessary in social coordination. If the best solution is unobtainable, the benefit may 
still be obvious; e.g., if we could reduce by only one percent of the total losses caused 
by a traffic jam in a city or in a country, it would bring much benefit to the economy 
and natural environment. Reflecting on the nature of the problem, social coordination 
requires different approaches from the ones developed for collaboration, e.g., CSCW 
(Computer- Supported Cooperative Work) [4], Collaborative Multiagent [5], 
conventional web-based meeting, and so on. 

From the engineering viewpoint, we also introduce a multiagent architecture called 
CONSORTS, which is an infrastructure for electronic social coordination in a 
ubiquitous computing environment, by which software agents can trace users' 
movement histories, understand their intentions and preferences, construct user 
models, and negotiate with each other while protecting the users' privacy by using 
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temporal identifiers. The fiinetionality of mass user support is realized as a serviee 
agent in the arehiteeture. The key funetionality is realized by eoordination of 
software agents, i.e., personal agents that serve as proxies for users, a serviee agent as 
the soeial eoordinator, and a spatio-temporal reasoner. 

After deseribing examples of mass user support and the CONSORTS arehiteeture, 
we will analyze the eharaeteristies of mass user support that eannot be formalized as a 
simple eombination of personal serviees for individual users, and whieh eonsequently 
require eoordination among users. We then eompare various eomputational methods 
to realize the eoordination. It seems useful to prepare some kind of standard problem 
in order to eompare the methods in different environments. 

2 Examples of Mass User Support 

We ean find many situations where soeial eoordination is essential and a mass user 
support serviee would improve the effieieney and utility. In partieular, mass user 
support is effeetive when we need to eoordinate resourees in a realtime manner, that 
is, realtime resouree alloeation is required. The aim of mass user support is to 
inerease the effieieney of both individual users and the whole system simultaneously. 
Examples of applieation areas where soeial eoordination is effeetive and mass user 
support is useful are as follows (Fig. 1): 

1 . Faeility Usage and Layout Design: 

For pedestrian users, soeial eoordination is expeeted to reduee waiting time in 
private or publie faeilities (e.g., at theme park attraetions, or in stores, 
government offiees, ete.), and also to inerease the utility that eaeh user may be 
seeking, e.g., fun, interest, or edueation. This kind of problem is ealled the 
Theme Park Problem [6] [7]. 

2. Road Traffie: 

In the road traffie eontext, soeial eoordination is expeeted to reduee traffie 
eongestion and to shorten eaeh driver's trip time, by eoordinating users' driving 
plans aeeording to their destinations and road eonstraints. The aim is not only to 
reduee eongestion but also to inerease eaeh user's eonvenienee and eomfort. 
The problem is ealled the Car Navigation Problem [8]. Soeial eoordination 
would also be effeetive to dynamieally eontrol driving plans of publie 
transportation vehieles sueh as dial-a-ride buses [9]. 

3. Global Traffie Control: 

In addition to serviees for eaeh driver and passenger, soeial eoordination is also 
expeeted to eontrol the global traffie system, e.g., to dynamieally eontrol 
intervals and durations of traffie signals, to ehange the direetion of one-way 
streets, and to temporarily stop inflow to streets. 

4. Supply Chain: 

Soeial eoordination is useful to inerease the effieieney of the supply ehain by 
adapting it in a realtime manner to dynamieally ehanging environments sueh as 
road traffie and whether, in eontrast with eonventional off-line seheduling. 
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Mass user support has different eharaeteristies from eonventional information 
serviees. The main differenee is that mass user support is not just a eombination of 
personal serviees for individual users. For instanee, individually minimizing the 
waiting time for attraetions in a theme park ean result in an oseillation in queue length 
and waiting time, which consequently decreases total utility provided to each user. 
We should notice that utility means not only time efficiency but also convenience, 
comfort, fun, and so on. Methods to generate plans with several evaluation functions 
such as story -based planning [10] can be combined with dynamic resource allocation 
to generate several kinds of user utility for theme park, road traffic, and so on. 

An example of mass user support for the Theme Park Problem is shown in Fig. 2 
[6]. People tend to make reservations to a popular attraction regardless of the crowd 
in front of it, and they might forget attractions that are not crowded and yet ones that 
they are fairly interested in. By coordinating users' intentions and preferences about 
attractions, there is a possibility of controlling resource coordination while keeping 
user satisfaction. 



3 CONSORTS - Architecture for Ubiquitous Agents 

CONSORTS (Coordination System of Realworld Transaction Service) is a multiagent 
architecture for a ubiquitous computing environment, which is designed to 1) 
coordinate several kinds of services and 2) support social coordination by introducing 
mass user support services. The key concepts of CONSORTS are semantic 
grounding and cognitive resources. By using sensory information brought by the 
ubiquitous computing environment, agents have a grounding in the physical world 
and are conscious of physical resources (especially spatio-temporal resources) in a 
cognitive way, i.e., they can recognize, reorganize, and operate raw physical 
resources as cognitive resources. The services made possible by CONSORTS 
include 1) extension of conventional personal services using information about the 
physical world such as position and 2) forms of information provision and social 
coordination that go beyond personal support. 




Building 
Layout Design 



Theme Park Problem 
{Facility Usage) 



Traffic Control 
(Car Navigation, 
Dial-a-Ride Bus, 
Supply Chain) 



Global Traffic 
Control 



Economy 
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Fig. 1. Examples of Mass User Support 
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Realtime Resource Allocation 




Information Providing 
and Navigation 

Reservation 



Entrance Gate 



Reservation Merry-go-round 




Exit Gate 



Fig. 2. Theme Park Problem 

In the architecture, we assume that users have mobile information devices such as 
PDAs, cellular phones, and so on. We also assume that the users' positions are 
captured by sensors such as GPS, RF-ID tags, or wireless LAN and their tracks of 
moving history are also sensed and registered in the spatio-temporal reasoner. 
Service agents provide situation-based services that use information about a user's 
position and movement history. One such situation-based service is information 
provision according to the user's position. For instance, when a user is near an 
attraction that s/he might be interested in, a navigation agent tells the user about the 
way to get there (Fig. 3) [11, 12, 13, 14]. In version 1 of the architecture [14], all 
modules are designed and implemented as FIP A- Agents [15]. 

As an example of mass user support, let us again consider user navigation in a 
theme park, this time, one which coordinates many users' intentions and preferences 
about attractions. The service is implemented as follows. The first part is a personal 
service, which navigates users to their favorite places according to their intentions 
and preferences, i.e., maximizing the number of places they want to visit and 
minimizing moving distance and time, while obtaining the needed guidance 
information. The second one is a social coordination service, which tries to decrease 
the congestion degree and total movement distance and time of all users, by making 
plans for all the users while coordinating their intentions and preferences. 

Another important part of this architecture is the model for describing the user, i.e., 
1) intentions: goals that the user should be achieved during a period such as a day, 2) 
preferences: goals that the user expects achieve during the period, and 3) attributes: a 
static description about the user that can be used to retrieve suitable information. 
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Fig. 3. Museum Scenario in CONSORTS [14] 



We are now designing CONSORTS version 3 (Fig. 4). To summarize the 
funetionality of CONSORTS ver.3, it works as an infrastrueture to provide the 
following meehanisms (Fig. 5): 

1 . Serviee Adaptation: 

It provides suitable serviees by adjusting and invoking related software 
aeeording to the situation where users exist. Providing information aeeording to 
user's position as illustrated in the museum seenario is an example of serviee 
adaptation. 

2. Serviee Combination: 

it provides eommon languages for serviees that are implemented in different 
eontexts. This ean be done by introdueing an ontology for the semantie web 
[16], espeeially a semantie gateway or WebSLIT [14]. 

3. Serviee Composition: 

it eomposes new serviees from available ones. Typieally, it is a solution to 
eonneet the output of an available serviee with the input of another serviee, and 
so on, i.e., to eonstruet a pipeline of serviees. This funetionality requires a 
serviee eombination in order to eonneet an output with an input. One example is 
a navigation serviee for drivers or pedestrians that refleets situation (weather, 
and the aim of driving), preferenee (redueing time, or enjoying the landseape), 
and eongestion degree obtained from other serviees (e.g., by VICS). 
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4. Social Coordination: 

It achieves social coordination and provides mass user support, including 
dynamic resource allocation (especially, spatio-temporal resources) to many 
users simultaneously. The functionality is realized as a social coordinator 
service and information provision service for each user. A simple mass user 
support is an appointment service to mass users such as groups, which 
coordinates users' plans, determines meeting points, and shows the meeting 
points and the directions on how to get there. 

5. Agent Security: 

It provides a basic framework to ensure the order of agent society and security 
of agents in the architecture. The order is mainly assured by dynamic allocation 
of computational resources to the software agents (not for users). Security is 
mainly kept by introducing a mechanism for eliminating agents that act 
strangely, i.e., the architecture prevents agents that show strange or illegal 
behaviors from using computational resources. 

As an example of service images, the design of the vehicle navigation system on 
CONSORTS is shown in Fig. 6. There are two main functionalities in the system. 
One is a scenario generator for the future, and the other is an experience archive for 
the past. 



^ Agent Communication DW: Device Wrapper 
Legacy IP, API, etc. 




Fig. 4. CONSORTS Version 3 - Architecture for Ubiquitous Agents 
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5. Agent Security 



Fig. 5. Service Coordination Mechanism in CONSORTS 

Regarding the scenario generation, by referring to the user's personal goal and 
driving preferences and by using dynamic resource allocation, the system provides a 
route-plaiming functionality. The route plaimer generates drive plans that are 
customized to the user, e.g., a scenic route is generated if the user's aim is leisure, and 
timesaving plan is generated if the aim is work. Along with personalized planning, 
the system communicates with the dynamic resource allocater that is executed on an 
external server. The dynamic resource allocater produces plans that better fit the 
user's aim and preferences yet also increase the whole traffic system's efficiency. 

The experience archiver stores realtime sensing data, camera images, domestic 
information, and personal impressions as the record of driving history that is called 
transforming panoramic experience. The archived data becomes a travel memory or 
realtime diary that can be used for planning in the future. The experience archive can 
be exchanged with others via P2P or an external archive server. This exchange 
mechanism provides other kinds of services, such as generating graphical road maps, 
detecting the possibility of natural disasters (disaster prediction), and so on. 

4 Formalization of Social Coordination 

In this section, we analyze the characteristics of mass user support as an engineering 
problem and also formalize social coordination as a general problem. 

4.1 Decentralization of Coordination Mechanism 

As an engineering problem, mass user support can be regarded as a problem for 
information technology to provide suitable information to many users simultaneously, 
by analyzing the status of the whole system, by coordinating users' intentions and 
preferences, and by generating messages specific to each user. It can be designed and 
implemented as plug-in modules to conventional services that assume no coordination 



Mass User Support by Social Coordination among Citizens in a Real Environment 9 



among users. In the no coordination situation, users make their own decisions 
independently. If there are enough and to spare of resources, they do not need mass 
user support. However, because there are conflicts among resources in many real 
situations, some kind of coordination and mass user support would be of benefit. We 
seek such criteria to characterize and analyze social coordination in this section. 



Vehicle Modules External Servers 




Fig. 6. Design of Vehicle Navigation System on CONSORTS 

One should notice the necessity of decentralizing the coordination mechanism, 
which cannot be handled by conventional centralized algorithms. In other words, 
social coordination requires approaches beyond the conventional ones to ensure 
suitable resource allocation. The differences between centralized and decentralized 
coordination are as follows. 

1 . Centralized Coordination 

Full plans and schedules for all users are determined at a central server with 
realtime responses given in an open environment. Although such full 
coordination can be solved by realtime planning or scheduling, it is unrealistic in 
large-scale systems such as road traffic or whole city, because we cannot expect 
to receive or send the entire realtime information because of communication 
restrictions and the need to ensure the users' privacy. In small-scale systems, 
e.g. in a supply chain system that might exist in a company, full coordination 
could be achieved by gathering all relevant information. 

2. Decentralized Coordination 

Rough plans and outline of schedules are detemiined by the server and are 
delivered to users. The recipient users (or their agents) determine the details. 
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As mentioned above, we do not have enough communieation eapacity or 
computation power to draw up complete plans at the server in many real 
situations. Although such decentralized coordination can be seem as a 
distributed version of centrally controlled planning, decentralized coordination 
cannot be achieved by conventional planning or scheduling because of 
communication and computational restrictions. 

4.2 Category of Information Provision 

It is useful to categorize infomiation types that are provided to users from the 
viewpoint of 1) how the provided information should be handled by the users and 2) 
for what time-span the infomiation is generated. 

1 . Obligation or Reference 

Information provided to users is categorized as either obligation type or 
reference type. An example of the obligation type is a traffic signal. Drivers 
should obey traffic lamps at a crossing, or they will be legally punished. An 
example of the reference type is the information provided by car navigation 
systems. Drivers do not necessarily follow the information, i.e., they have 
options to accept or neglect the recommendations provided by the system. 

2. Current or Forecast Data 

Basically, users are provided with raw data about current status, e.g., VICS 
could provide a bulletin board showing infomiation about traffic congestion [3]. 
We can expect, however, short-time forecasts about the relatively near future 
will become possible by 1) gathering users' intentions (e.g., destinations) and by 
2) mining data about the past status of the whole system. Information provided 
to users should be associated with this kind of time-span information (current or 
forecast). 

Even when we design a simple service of providing reference infomiation with a 
short-term forecast, we need to pay attention to social coordination. The reason is 
that the utility (effectiveness) of reference-type information depends on other users' 
utilities. For instance, imagine a situation where you are mnning infomiation services 
of 1) realtime on-line car navigation, or 2) short-time traffic forecasting. When the 
percentage of your customers (users) is relatively small, you don't have to consider 
the influence of your customers' behaviors on the whole system. However, as the 
number of customers increases, their behaviors begin to influence the whole system, 
which means that you need to take the effect into consideration and you need some 
kind of mass user support to coordinate their intentions and preferences. 

4.3 Resource Space, Plan, Utility 

In this section, we fomialize the theme park problem as an example of social 
coordination in order to use computational methods to deal with it. The formalization 
is as follows. The symbol U denotes the set of all users, while u denotes each user, 
i.e.: 



Mass User Support by Social Coordination among Citizens in a Real Environment 1 1 



(7 = ^. I /G [!,«„]}, n^,=\U\. r = {/,. |/G[l,nJ}, n,=\T\. 

S = {s, I / G [1,« J} , n, =1 I ■ R = TxS = {ry= {t„ Sj)} . 

The set T is given as temporal segments in the form of a simple diserete 
representation of time, and the set S is given as spatial segments in the form of 
qualitative representations of space [17, 18], e.g., a region corresponding to 
neighborhood of an attraction in a theme park or a region in which users can access a 
specific wireless LAN access point. The social resource set R is defined as the direct 
product of the temporal segments and spatial segments, and the resource capacity is 
represented as a numeric function: cap{r) : i? ^ 9t . 

A plan for a certain user is a sequence of points in the resource set R in time, 
where there is no identical spatial segment at any temporal segment in any plan, 
which means that the user cannot consume two or more spatial segments at a time. 
More than one plan can be connected to become a longer one when there is no 
common temporal segment that belongs to a pair of plans selected from the original 
ones, i.e.: 

plan = connect{plan . ..,plan^) = u plan . , i g [l,n] , 
if V plan- (V planj (— 13 (plan. = (7^,*) a plan. = (7^,*)))), i ^ j, 

* is any of spatialsegments. 

This connection process is mainly used to generate a new candidate plan from 
simple short ones. From the viewpoint of searching or planning in artificial 
intelligence, the search space has the complexity of the number of S to the number of 

T\ Oi^Plan) = I iS* I where Plan is the set of all possible plans. 

The resource space where plans are generated and verified is shown in Fig. 7. The 
vertical axis shows the time flow represented by temporal segments, and the 
horizontal axis shows the spatial segments. A plan for an individual user is shown as 
a broken line, and congestion (resource conflict) occurs on the places indicated by the 
circles. If the resource capacity is less than the number of total plans crossing at these 
places, congestion occurs. 

Another important element in the formalization is the utility of plans, which is used 
to measure their effectiveness for individual users and society. Basically, both of the 
utilities can be defined arbitrarily to control the coordination process. As a utility for 
individuals, it is a way to use 1) the sum of the evaluation of each resource and 2) the 
evaluation of special sequences appearing in the plan. The problem of how a utility is 
evaluated is related with intention, preference, interest, fun, etc., of users. Planning 
methods that put an emphasis on personal aspects can be also used in this process, 
e.g., story-based planning [10]. 

As utility for society, we use macro-attributes of the society, e.g., degree of 
congestion, usage ratio of resource, environment pollution, and so on. Another 
problem is to balance the individual and society utilities. The criteria for balance are 
related with the policy of what kind of social coordination is required. 
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Fig. 7. Plans and Congestion in Resource Space 



5 Algorithms for Mass User Support 

5.1 Comparison of Conventional Methods 

We can take various approaches to the social coordination problem. At first sight, it 
seems to be a kind of planning or scheduling problem in the artificial intelligence 
sense. Although a plan can be drawn up for an individual user, conventional 
planning and scheduling techniques cannot handle social coordination very well, 
because they are incapable of realtime response and they cannot handle mass user 
interaction. 

Combinatorial optimization methods such as the genetic algorithm (GA) or 
reinforcement learning work well because of their ability of generating a range of 
solution candidates, but they are also incapable of realtime response. Stochastic 
distribution, e.g., CSMA/CD used in Ethernet (IEEE802.3) for packet collision 
avoidance, works quickly, but it caimot generate good plans because it doesn't take 
the user's intention or preferences into consideration. 

Another approach is to introduce some kind of market or auction mechanism, e.g., 
preparing a bulletin board where a part of plans linked to users' intentions and 
preferences can be exchanged among users. The market and auction mechanisms 
reflect individual intentions and preferences well and can generate good plans quicker 
than planning, GA, or reinforcement learning, but they are slower than stochastic 
distribution. 

In summary, the candidate mechanisms for social coordination have the following 
merits and demerits. 

1 . Combinatorial Optimization 

In many cases, the coordination problem can be formalized as a combinatorial 
optimization problem [19], which can be generally solved by using the genetic 
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algorithm [20]. This approach can give the most optimal solution, but realtime 
response is nearly impossible. 

2. Stochastic Distribution 

Stochastically distributing resources among users is time efficient (e.g., [21]) 
and can be analyzed by a queueing network (e.g., [22]). The solution obtained 
by this approach usually lacks accuracy, i.e., its solutions are far from optimal 
ones. 

3. Market Mechanism 

Methods based on a market mechanism [23, 24] can reflect users' motivations 
and intentions, and they work faster than planning or scheduling. Basically 
though, fluctuations are observed in market mechanisms, by which the behavior 
of the whole system becomes unstable. 

4. Planning and Scheduling 

Conventional AI planning and scheduling (e.g., [25]) can control spatial and/or 
temporal complexity and the accuracy of the solution by using heuristics. 
Unfortunately, preparing good heuristics valid for any kind of problem is nearly 
impossible. 

5.2 Approaches to Social Coordination Algorithm 

We are designing social coordination algorithms for mass user support, especially for 
dealing with the theme park problem and car navigation problem. In the following 
sections, we use the phrases user agent and (dynamic resource) allocater. A user 
agent is a software agent that works as proxy for a user. An allocater is a software 
agent that dynamically allocates resources to users. Usually resource allocaters exit 
their controlling area and are executed at servers embedded in the infrastructure. The 
basic design policy of the social coordination algorithms is as follows: 

1. Micro-Macro Flow: 

Although planning for each user is made at the micro-level independently, social 
coordination is made at the macro-level. The basic idea of the algorithms is that 
1) each user agent carries out planning independently, 2) the resource allocater 
analyzes the whole system at the macro-level, and 3) each user agent modifies its 
original plan (Fig. 8). 

2. Decentralized Coordination: 

We assume decentralized coordination. There exist of several user agents and a 
couple of resource allocaters. The allocaters detemiine the rough coordination 
policy, and each user agent detemiines the detailed plan. 

3. Coordination with Distance-based Focus: 

We can exploit the locality of the spatio-temporal space, i.e., we can bundle the 
influence from far regions when coordinating in local regions. This kind of 
distance-based focus can reduce the complexity of the coordination algorithms. 

The first algorithm is called stochastic planning. In this method, the temporal 
complexity for the plan search is estimated in a realtime manner, and the accuracy of 
the solution (plans) is dynamically changed according to time restrictions. When 
there is no coordination service, each user agent makes plan independently. This 
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status of no coordination gives the worst output, and the algorithm tries to improve 
the status within a given computation time. The process of stochastic planning is as 
follows. 

1. Micro Planning: 

Each user agent generates a micro-level plan and forwards it to the responsible 
dynamic resource allocater. Even if the social coordination service is down, each 
user can use the plan generated by his/her agent; i.e., the design is fault tolerant. 

2. Resource Distribution (1): 

The resource allocater receives the micro-plans from the user agents, analyzes the 
status of the whole system, and sends revised plans or a revision policy back to 
the user agents. When the number of user agents is relatively low, there is a 
possibility that the allocater can determine the detailed revisions for all user 
agents. However, when the number of user agent is large, the allocater can 
generate only a revision policy for each agent, i.e., that the original plan has no 
problem, or other candidates should be searched, and so on. 

3. Resource Distribution (2): 

The process of generating a revised plan and revision policy is carried out by the 
combination of planning and stochastic distribution. Resource allocater carries 
out planning from the rough distribution for the whole system and gradually 
refines the plans as long as computation time remains. When the computation 
deadline reaches, the allocater terminates the planning and determines the 
revision policy by using stochastic distribution. 

4. Micro Plan Revision: 

The user agent receives revised plans and uses them, or when it receives only a 
revision policy, the user agent revises its original plans according to the revision 
policy. 

To put it simply, stochastic planning can be regarded as planning with a stochastic 
distribution. 

The second method is called plan exchange market. In a plan exchange market, 
user agents can exchange resources directly. User agents are given virtual currency at 
fixed intervals of running time. Spatio-temporal resources and virtual currency are 
exchanged in a market by using a single or double auction mechanism. The user 
agent can exchange resources not only at the present but also in the future; i.e., 
exchanges can be made in the direction of the temporal axis. To stabilize the market 
mechanism, intervention by neutral agents can be introduced into the market. The 
plan exchange market can be linked to real currency, for example, a road pricing 
system in which road traffic is charged per passage of vehicle. To summarize the 
plan exchange market, introducing a market mechanism gives the incentive for 
resource distribution to each user and brings load balance to the whole system. 

In order for social coordination algorithms to be accepted in real society, they can 
be evaluated by the following criteria. 

From the viewpoint of equality, there should be an upper limit of variance on 
user utility (efficiency, effectiveness). 

The average utility of each user should increase with repeated use of the service. 
The efficiency of the total system (community, society) should increase. 
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In addition, we have to pay attention to the scalability of the system. The social 
coordination service can be designed as a plug-in extension to conventional services, 
which preserves the scalability of the conventional infomiation devices and 
communications infrastructure such as cellular phone and car navigation system. 

6 Conclusion 

We proposed the concept of mass user support realized by social coordination among 
users in daily life. It is a mutual concession mechanism of social resources, e.g., 
space, time, reservations, and so on, that works by automatic negotiation among 
software agents rather than explicit and verbal communications exchanged by human 
users. We have also proposed a multiagent architecture CONSORTS in which mass 
user support services are provided in addition to conventional personal support. 

As an example of social coordination, we outlined, formalized, and analyzed mass 
user navigation in a theme park. Although at first glance, the navigation seems to be 
a planning or scheduling problem, we showed that conventional problem-solving 
mechanisms such as planning, scheduling, GA, reinforcement learning, or stochastic 
distribution itself do not work well. To solve the problem, we proposed two ideas for 
social coordination. One is called stochastic planning, which estimates computational 
complexity in a realtime manner and switches two mechanisms of planning and 
stochastic distribution according to remained time. The other one is called plan 
exchange market, where plans are exchanged in a market with virtual currency. 

Social coordination is not a part of social collaboration or computer-supported 
collaborative work. Social coordination requires a realtime response capability, 
although it does not necessarily generate the best solutions. Realtime response does 
not seem to be cmcial in the theme park problem, but it is very important in other 
applications, such as social coordination in traffic control, because, for example, 
drivers do not have much time to make mutual concessions in traffic or to wait for 
navigation guidance. Moreover, even a one percent reduction in losses due to traffic 
problems in a city or country would be of great benefit to the economy and 
environment. 




Micro Level Plans Macro Level Analysis Revised Micro Level Plans 



Fig. 8. Micro Plan Revision through Macro Analysis 
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We analyzed the characteristies of mass user support, which is not simply the sum 
of services provided to individual users, and compared key technologies to realize 
mass user support. There are two issues that need to be resolved before putting mass 
user support in a real society. The first one is to develop coordination mechanisms 
that have a realtime response capability in an open environment. As analyzed in the 
previous section, each method has its merits and drawbacks. We think that it is useful 
to prepare some kind of standard problem to compare various approaches. The 
second one is to design the whole coordination system, i.e., mobile devices for users, 
communications and sensing methods between users and the environment, and 
coordination services that work in real situations. 

Social coordination is an underlying mechanism in our daily lives. The intention 
of this research is to enhance mutual concession mechanisms in a sophisticated way 
by using software technologies embedded in a real environment. We will examine 
and refine the definition of the problems and the algorithms, first by multiagent 
simulation and later by applying them to real situations where agents are implemented 
in the CONSORTS architecture. 
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Abstract. Agent-based Methodology (ABM) is becoming indispensable 
for the inter-disciplinary stndy of social and economic complex adaptive 
systems. The essence of ABM lies in the notion of antonomous agents 
whose behavior may evolve endogenously and can generate and mimic 
the corresponding complex system dynamics that the ABM is studying. 
Over the past decade, many compntational intelligence (Cl) methods 
have been applied to the design of antonomous agents, in particular, 
their adaptive scheme. This design issue is non-trivial since the chosen 
adaptive schemes usually have great impact on the generated system dy- 
namics. Robert Lucas, one of the most influential modern economic the- 
orists, has suggested using laboratories with human agents, also known 
as Experimental Economics, to help solving the design issue. While this 
is a promising approach, laboratories used in the current experimental 
economics is not computationally equipped to meet the demands of the 
task. This paper attempts to materialize Lucas’ suggestion by establish- 
ing a laboratory where human subjects are equipped with the computa- 
tional power that satisfies the computational equivalence conditions. 



1 Introduction 

The use of agent-based simulation to study complex adaptive systems has be- 
come increasingly popular. Its significance has been well demonstrated by a series 
of recent conferences and journals exclusively devoted to this subject. One of the 
major issues in agent-based simulation is agent engineering. In the agents litera- 
ture, many have reported that the simulation results are highly dependent upon 
how agents are designed and how agents learn and adapt, i.e. agent engineer- 
ing does matter. Hence, many work have been devoted to the research of agent 
engineering. 

One important topic that agent engineering addresses is the robustness of 
agent-based simulation results. This is normally done by evaluating whether dif- 
ferent learning algorithms used in the simulation would lead to different impli- 
cations. While the famous KISS principle^ has provided a simple approach, e.g. 

^ The KISS principle was first proposed in [4]. It stands for “Keep it simple, stupid.’' 
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reinforcement learning, for agent engineering, other sophisticated approaches, 
e.g., genetic algorithms, are also very popular in the agents literature. In fact, 
many techniques within the field of computational intelligence have been used for 
agent engineering. Given such a wide variety of techniques, there is a great need 
for a guideline on how to select an appropriate technique for agent engineering. 

Recently, there is a guideline for techniques selection based on empirical 
observations. This guideline gives two possibilities. The first one uses data from 
field studies, surveys or census, while the second one uses data from laboratories 
with human subjects. In economics, laboratories data are becoming increasingly 
available from the study of Experimental Economics and Behavioral Economics. 
Since data from field studies, surveys or census are becoming difficult to obtain, 
it is inevitable for economists to use the second type of data to conduct research. 
This approach is known as Lucas criterion ([21, 5]). Lucas’s criterion suggests 
that a comparison of the behavior of adaptive schemes with behavior observed 
in laboratory experiments involving human subjects can facilitate the choice of 
a particular adaptive scheme. 

There are already many studies that grounded their agent engineering in 
the spirit of Lucas’s criterion. For example, [1] used two versions of genetic 
algorithm {basic GA and augmented GA) to implement agent engineering [1]. 
She reported that the simulation results from basic GA give individual quantities 
and prices exhibited fluctuations over the entire duration and did not result in 
convergence to the rational expected equilibrium values, which was inconsistent 
with the experimental results involving human subjects. In contrast, the results 
of the augmented GA showed convergence to the rational expected equilibrium 
values, and were able to capture several features of the experimental behavior 
of human subjects better than other simple learning algorithms. According to 
Lucas criterion, the augmented GA was justified as an appropriate adaptive 
scheme. For more application of the Lucas criterion to justify the use of the GA 
or some of its specific versions, please refer to [2] and [3]. 

In addition to Lucas criterion, empirical evidence from experiments has been 
used to examine if reinforcement learning adequately describes the way people 
behave. For example, [13] gives an evaluation of reinforcement learning versus 
some of its competitive alternatives, such as direction learning and belief learning, 
in experimental asymmetric-information games. 

The purpose of this paper is to answer the following question: 

To what extent experimental economics or behavioral economics can help build 
agent engineering? Does the proposed guideline really have a solid foundation? 

Our hypothesis is that experimental economics and behavioral economics 
have their limits and can not solve the foundation issue of agent engineering. 
The published guideline therefore requires revision. In this paper, we shall argue 
that computational equivalence is the direction to go. 
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2 Computational Equivalence 

Our hypothesis is based on the rationale that different learning algorithm re- 
quires different computational resources and that difference, to the best of our 
knowledge, has not been addressed in the experimental design including human 
subjects. As a result, the claim that an adaptive scheme (generated by one type of 
learning algorithm) is superior over others (generated by other types of learning 
algorithm), based on their simulation results, is not always valid. One scenario 
can be that the adaptive schemes become unavailable to human subjects due 
to the lack of high-performance computing facilities required by the adaptive 
schemes. Another scenario is for on-line transaction experiments where a very 
limited amount of time is allocated to the agents (human subjects) to process 
the data before making a decision. Such constraint makes it impossible for the 
human agents to carry out computationally-intensive adaptive schemes, such as 
genetic programming or fuzzy neural networks. Without considering the issue of 
computational resources, any comparative study based on experimental results 
is meaningless. 

Let’s take the double- auction experiment as an example. In this auction, both 
sellers and buyers submit bids which are then ranked from the highest to lowest 
to generate demand and supply profiles. Based on the profiles, the maximum 
quantity exchanged can be determined by matching selling offers (starting with 
the lowest price and moving up) with demand bids (starting with the highest 
price and moving down). Experiments based on double auction have a long 
history in experimental economics ([29]). While the experiments involving human 
subjects started 40 years ago, serious work on agent engineering is only just 
beginning. The zero-intelligence (ZI) trader was introduced by [15]. It was then 
extended into the zero-intelligence plus (ZIP) trader by [10]. More sophisticated 
agents based on human- written programs were considered by [26] and [27], which 
also motivated [7] to use genetic programming to make traders autonomous. 
Another related study is that by [12] who used the genetic algorithm to evolve 
traders. Given such a variety, can we answer which one provides better agent 
engineering in light of the experiments conducted by [29]? Can the experimental 
economics of the 1970s and 1980s resolve the selection issue? 

Clearly not. ZIP, GA and GP differ in their required computational resources. 
Consequently, as mentioned above, in a computationally-poor environment, it 
is not surprising to see that the behavior of human subjects is quite similar to 
the agent-based simulation using simple heuristics, such as the ZIP Plus scheme, 
and may be quite distinctive from the one using genetic programming. However, 
that result alone cannot effectively lend support to the superiority of ZIP Plus 
over GP. Without knowing this critical relation, experiments involving human 
subjects would simply be too arbitrary to be a foundation of agent engineering. 
Unfortunately, this subtle point has not received sufficient attention on the part 
of either experimental economists or agent-based computational economists. 

Experimental economics was developed in an age where decision supports 
provided by intensive computation was not available, whereas agent-based com- 
putational economics was cultivated in an era accompanied by increasing effi- 
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CE Lab 




Fig. 1. A Web of the CE Lab 

In the CE laboratory, each human participant will be connected to the “society” 
through a personal computer (client) and the server. The interactive dynamics of all 
participants then takes place through the web. 



ciency in terms of both software and hardware. This sharp difference in compu- 
tational background does not make the use of the former as the foundation of 
the latter as obvious as one might have thought initially. To address the pivotal 
questions, such as whether genetic algorithms (or any other Cl tools) represent 
an essential learning process on the past of humans, the laboratory involving 
human subjects must be upgraded to such a degree that GA (or any other Cl 
tool) can be effectively executed for human subjects. We shall call this condition 
computational equivalence. In other words, unless the condition of computational 
equivalence is satisfied, experimental economics cannot serve as a way of defining 
a principle of agent engineering. It is misleading to claim the superiority of one 
adaptive scheme over another simply by citing the experimental results observed 
in the laboratory which are not computationally equivalent. 

Given this discussion, we propose a computer laboratory which is built in line 
with the condition of computational equivalence. In this laboratory, all human 
subjects can choose to follow any adaptive scheme (Cl tool) which is already 
installed in the lab and is made available to the end users. Of course, they 
can also choose their own preferable ways of making decisions, e.g., relying on 
their simple heuristics, if they fail to see the benefits of using the sophisticated 
adaptive schemes. The whole idea is depicted in Figures 1 to 3. 

The whole laboratory is webbed by a network as shown in Figure 1. This web 
provides the basic platform for running experiments involving human subjects. 
Each human subject (real agent) is connected to at least one computer (client). 
The participation of the real agents in the experiments, e.g., through submitting 



22 



Shu-Heng Chen and Chung-Ching Tai 




Fig. 2. Menu of Adaptive Schemes (Cl Tools) 

Cl tools are made available for each human agent. From the computer screen, each 
human agent can choose his/her favorite adaptive scheme to learn from and adapt 
to the surrounding environment. The screen is presented to them in a very friendly 
manner. In this case, different classes of Cl tools are grouped in an organization chart. 



a limit order in a stock market experiment ([.30]), proceeds via the client to the 
server and further to the whole web. Figure 2 is an expanding picture of what the 
human subject can see from his/her computer screen. Via this client machine, 
the real agent can acquire all the information pertinent to the experiment. The 
real agent may not have direct eye contact with other real agents since these 
clients are not necessarily located in the same room. Nonetheless, in the case 
where these clients are distributed in different places, real agents may still have 
eye contact with other participants via the attached camera.^ 

The idea of computational equivalence is exemplified in Figures 2 and 3. 
In addition to the basic information providing by the experiment, the client 
also provides real agents with a computationally-rich environment such that the 
agents are able to perform some non-trivial computation before they finalize 
their decision. Here, real agents can make their choice of the adaptation scheme 
that they would like to follow. For example, in the context of the double auction 
experiment, they can follow the GA to submit a bid or ask. If they all make such 
a choice, then the market dynamics will be pretty much similar to what [12] 
predicted. They can also follow the GP to learn a trading strategy first, and 
based on that strategy submit a bid or ask. Again, if they all make such a choice, 
then the market dynamics will be close to what [7] predicted. Of course, there 

^ To the best of our knowledge, experiments relying on eye contact are very limited. 

One of the examples is the famous ultimatum game. 
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Fig. 3. Advanced Menu of Adaptive Schemes (Cl Tools) 

A human agent may combine several different Cl tools into a hybrid system to learn 
and adapt. For example, a genetic neural fuzzy system is shown here. 



is no reason why they should all choose the same adaptive scheme, as each can 
make a choice independently from the menu shown in Figure 2. 

One recent research trend in computational intelligence involves the exten- 
sive use of hybrid systems, in which many tools work synergetically together 
as a multi-agent system. The CE lab also allows participants to organize their 
own hybrid systems from a set of Cl tools. For example, a genetic neural fuzzy 
system ([24]) is shown in Figure 3. 

Now, we can define what computational equivalence means. For an agent- 
based computational model, if each of the human agents behaves by choosing 
exactly the same form of agent engineering as the model suggests, then the 
experimental results, either individual or aggregate, will be the same as the 
agent-based simulation results, at least in a statistical sense. In other words, in 
a way quite different from the current directional relationship between exper- 
imental economics and agent-based computational economics, we are not only 
interested in replicating experimental results based on agent-based simulations, 
but what we have also said here is that agent-based simulation results can also 
be replicated by experiments if the “right” form of agent engineering is chosen 
by the human subjects in the experiment. This is the essence of computational 
equivalence. 

The contributions of computational equivalence to complex adaptive eco- 
nomic systems are two-fold. First , it provides a competing explanation for the 
failure of some adaptive schemes to replicate the experimental results. In the 
past, such failures would usually be largely attributed to the irrelevancy of the 
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chosen adaptive schemes. However, a competing explanation nowadays is that 
the laboratory is not well designed to satisfy the CE condition. Had it been 
so, those adaptive schemes might have proved their relevance in describing how 
humans behave. Second , through the CE lab, we can see that the agent-based 
computational economic model is no longer just a theoretical representation of 
the reality, but it can also serve as a blueprint for an economic system to be 
realized in the future. For example, [18] is not just an agent-based simulation of 
the fish market. If the fish market somehow becomes automated one day in the 
future and all market participants can get access to a computationally-rich en- 
vironment to form their decisions, then [18] can be considered to be a blueprint 
of the real fish market. 

Let us elaborate on the first point above using the example of genetic pro- 
gramming, one of the very popular Cl tools. The following is a list of criticisms 
voiced by the journal referees on several of the authors’ submissions. For the 
convenience of discussion, they are numbered as follows: 

1 . One can see why genetic programming (an extension of genetic algorithms) 
might work for computer problem-solving. However, genetic programming is 
not well grounded in considerations of human behavior. 

2. There just isn’t sufficient justification in the paper to support the view that 
what we have is a model for a population of agents learning over time (if 
they seriously wanted to push this view they would, for instance, need to 
tell readers how to interpret the cross-over operation) . 

3. The regular CP representation and presence of operators often lead to overly 
complex and unreliable solutions. Such solutions, comprised of complex com- 
binations of functions and indicators, have often been difficult to understand 
and interpret. Deciphering the winning programs might be an impossible task 
in many applications. It might be impossible to use these rules in order to 
understand the process by which humans behave. The usefulness of the GP 
method for fundamental research thus seems quite restricted a priori. 

As we shall argue here, none of these arguments is true when computational 
equivalence is imposed. Objection (1) is the most general type of criticism. It 
is true that, up to the present, genetic programming is not well grounded in 
considerations of human behavior, but the main reason for this is that we do not 
have a lab which can make it easier for human subjects to use GP in forming 
decisions. As was discussed before, GP is a highly computationally-demanding 
GI tool. How can we expect human subjects to seriously base their decisions 
on GP without first reducing their computational load to a reasonable degree? 
So, clearly. Objection (I) cannot be valid because it violates the computational 
equivalence condition. 

Objection (2) is also similar to Objection (1), but is more technical-oriented. 
This kind of comment is frequently made in relation to other GI tools. In general, 
this means that a GI tool cannot be regarded as a sensible human learning 
and adaptation process if its major operator, e.g., the cross-over operator in 
GP, is empirically not analogous to human behavior. Without acknowledging 
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computational equivalence, this argument is also misplaced. Whether or not 
a Cl tool can be an effective description of human behavior has nothing to do 
with whether the society has an innate sense of that operator. On the other 
hand, managers who use GP to make predictions may not need to be convinced 
that its technical operators have empirical social meaning. As long as human 
behavior is concerned, the key issue is whether they would believe that GP can 
enhance their quality decisions. This is an empirical question, and can only be 
solved with a lab based on computational equivalence. A full understanding of 
its technical details may be neither a necessary nor a sufficient condition for the 
formation of this belief. 

Just as in the case of Objection (2), Objection (3) proposes another possible 
reason why people may not use GP. This criticism is commonly shared in re- 
lation to other GI tools characterized by complex and nonlinear behavior. Our 
response to Objection (3) is similar to that to Objection (2). Whether or not 
a comprehensive understanding is crucial for humans to accept a state-of-the-art 
technology can only be answered empirically. It is quite common in behavioral 
economics for human choices to not necessarily be rational or scientific. Various 
biases have been well established empirically in behavioral economics. 

In summary, the relevance of computational intelligence to human adaptive 
behavior cannot be appropriately studied without a GE laboratory (a lab that 
satisfies the computational equivalence condition). 

3 Complex Systems Comprising Human and Software 
Agents 

The GE lab described above not only serves as a starting point toward a founda- 
tion of agent engineering but also function as a platform to study the behavior 
of electronic markets. In this type of markets, all decisions are either made by 
humans aided by software or are automated completely. The former is exactly 
the architecture depicted in Figure 4, whereas the latter is equivalent to a GE 
lab where all human agents are replaced by software agents as shown in the same 
figure. 

There are already many economic and financial applications of these two ar- 
chitecture. For example, in Internet auctions, software agents, such as esnipe and 
auctionblitz, support human bidders with routine task to improve performance 
precision ([23, 25]). Another example is in financial markets where programmed 
trades on the computerized trading platform can be used to help day traders 
in determining their bid and ask decisions ([32]). Our GE lab can be viewed as 
a simple model of these complex adaptive systems, and, via agent-based simu- 
lation, can be used to enrich our understanding of this type of systems. 

However, our GE Lab is not designed only for specific applications, such 
as electronic markets. Its framework is very general so that we can use it to 
address a very fundamental question: What will happen for a complex adaptive 
system when the participated human agents are equipped with Cl tools? We try 
to answer this question using a picture. Figure 4 gives four different types of 
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Fig. 4. Complex Systems Composed of Human and/or Software Agents 



agent-based models. On the left of the top row, we have an agent-based model 
that is completely composed of human agents. On the right of the top row, we 
have a model that is purely composed of software agents. Two models on the 
bottom are agent-based models that are composed of both human and software 
agents. The difference between the two is that human agents on the left model 
are aware of the existence of software agent while the human agents on the right 
model are not. 

Most experimental economic models only consider human agents, whereas 
most agent-based computational models only have software agents. While the 
original motivation of agent-based models has been to understand the equivalent 
systems composed of human agents, human participation and interface with 
the system and with the artificial agents have been excluded. In other words, 
human agents have been completely replaced by artificial agents.^ Recently, the 
literature has started to look at the issue of interaction between software agents 
and human agents in complex adaptive systems, such as auction games ([11, 17, 
16, 28, 33]), oligopoly games ([22]) and the stock market ([19]). Nonetheless, in 

® Having said that, we would like to point out that the modern definition of artificial 
intelligence has already given upon the dream of replicating human behavior. Now, 
a more realistic and also interesting definition is based on the team work coopera- 
tively performed by artificial agents and human agents ([20]). 
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these setups, human agents are only exposed to limited computational resources, 
and are not equipped with high-performance computing; therefore, the potential 
feedback relation between human agents and the system, including the artificial 
agents, has not been greatly exploited. We believe that the CE lab is the first 
step toward a formal study of the fundamental question posed above. 

Our CE lab enables us to conduct experiments based on the four differ- 
ent types of agent-based models and hence makes it possible for us to perform 
a comparative study on the complex dynamics of the four agent-based models. 
Moreover, in addition to the comparative study, the CE lab also allows us to 
examine the possible structural changes or regime changes when a society that 
is solely composed of human agents is gradually or suddenly transforming itself 
into a society with a mixed population of software agents and human agents. 
The main points of interest are as follows: 

— First, in general, how do humans react to the nonlinear complex dynamics? 
Would they tend to behave in a more complex manner when situated in such 
a complex environment? 

— Second, if they do behave in a more complex manner^, what are the con- 
sequences of such behavior? Will the aggregate dynamics become more (or 
less) complex and nonlinear? 

~ Third, what are the additional impacts of the inclusion of artificial agents 
(human agents) on an already-existing society composed of only human 
agents (artificial agents)? Do artificial agents on markets influence human 
behavior? ([16]) 

Regarding question (1), an interesting hypothesis is that humans may not 
necessarily respond to a complex environment with complex behavior. On the 
contrary, they may just follow a rule of thumb. This simplicity hypothesis is par- 
tially supported by some theoretical and empirical work.® For example, the win- 
ning strategy in trading tournament involving many agents is simple ([26, 27]). 
In trading, the simple trading strategy buy-and-hold was found to exhibit supe- 
rior performance to many other sophisticated strategies. In making predictions, 
the simple predictor random walk was also shown to predict more accurately 
than other sophisticated predictors. Nonetheless, these findings are not strong 
enough to discourage people to devote a great deal of effort to develop sophis- 
ticated nonlinear predictors as well as trading strategies. Therefore, what de- 
termines people’s search intensity for a “best” perception (representation) of 
complex nonlinear phenomena remains an interesting issue. 

Through these experimental designs and the associated agent-based simu- 
lations of the CE lab, we can watch and study how human agents react to 
a complex nonlinear environment. In particular, it helps us to understand un- 
der what circumstances human agents tend to behave in ways that are more 

For example, they incorporate some of the Cl tools into their decisions. 

® This hypothesis can be loosely connected to the famous Occam’s razor or the parsi- 
mony principle. 
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complex than simple.® More generally, can we find an effective characterization 
or implicit constraint of agents’ choices of adaptive schemes? For example, we 
need to ask whether they tend to prefer qualitative schemes over quantitative 
schemes, linguistic schemes over crisp schemes, and simple (comprehensible) but 
sub-optimal schemes over complex (incomprehensible) but accurate schemes,..., 
etc. Needless to say, these are important questions that need to be addressed 
before we can lay a solid foundation for agent engineering. 

One important recent development in agent-based social simulation has oc- 
curred in the use of natural language ([17, 31]). People frequently and routinely 
use natural language or linguistic values, such as high, low, and so on, to describe 
their perception, demands, expectations, and decisions. Some psychologists have 
argued that our ability to process information efficiently is the outcome of apply- 
ing fuzzy logic as part of our thought process. Evidence on human reasoning and 
human thought processes supports the hypothesis that at least some categories 
of human thought are definitely fuzzy. Yet, early agent-based economic models 
have assumed that agents’ adaptive behavior is crisp. [31] made progress in this 
direction by using the genetic-fuzzy classifier system (GFCS) to model traders’ 
adaptive behavior in an artificial stock market. [31] provided a good illustration 
of the non-equivalence between the acknowledgement of the cognitive constraint 
and the assumption of simple agents. It is well-known that the human mind 
is notoriously bad at intuitively comprehending exponential growth. However, 
there is no evidence that traders on Wall Street are simple-minded. [31] recog- 
nized the difference, and appropriately applied the GFCS to lessen the agents’ 
reasoning load via the use of natural language. 

The thing that concerns the second issue is the casual relation between the 
complexity of macro dynamics and the complexity of micro- dynamics, or sim- 
ply the emergent phenomena. While a series of studies regarding the emergent 
phenomena were conducted in the past in the ACE context ([14, 9, 6]), there is 
also no empirical evidence in relation to experimental economics. 

A particularly interesting thing is that the micro behavior can sometimes 
be quite different from the macro behavior. Both the work done by [14] on the 
cobweb model and by [9] on the asset pricing model has shown that the time 
series of the market price (an aggregate variable) follows a simple stochastic 
process. However, there is no simple description of the population dynamics of 
individual behavior. The simple stochastic price behavior was, in effect, gener- 
ated by a great diversity of agents whose behavior was constantly changing. [9] 
proposed a measure for the complexity of an agent’s behavior and a measure of 
the diversity of an agent’s complexity, and it was found that both measures can 
vary quite widely, regardless of the simple aggregate price behavior. 

In addition, using micro-structure data, [6] initiated an approach to study 
the emergent property. By that definition, they found that a series of aggregate 
properties, such as the efficient market hypothesis, the rational expectations hy- 



While [8] simulates the evolving complexity of software agents in the artificial stock 
markets, the empirical counterpart of human behavior is not available in the litera- 
ture due to the lack of an appropriate lab, such as the CE Lab. 
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pothesis, the price- volume relation and the sunspot effect, which were proved by 
rigorous econometrics tests, were generated by a majority of agents who did not 
believe in these properties. Once again, our understanding of the micro behav- 
ior does not lead to a consistent prediction of the macro behavior. The latter 
is simply not just the linear scaling-up of the former. Conventional economics 
tends to defend the policy issues concerned with the individual’s welfare, e.g., 
the national annuity program, based on the macroeconometrics tests, e.g., the 
permanent income hypothesis. Agent-based macro-economics may invalidate this 
approach due to emergent properties. 

By using the CE lab, one can vary the computational resources under dif- 
ferent experiments. For example, in one experiment, human agents are exposed 
only to simple adaptive schemes, whereas in the other they can gain access to 
sophisticated adaptive schemes. In this way, we can examine whether a soci- 
ety of naive agents will tend to result in less complex aggregate dynamics than 
a society of sophisticated agents. 

The third issue in a sense concerns the effects of the appearance of software 
agents on human agents. When human agents are explicitly informed of the pres- 
ence of anonymous software agents in the system, would they behave differently 
as compared to the case where such a presence is uncertain ([16])? Furthermore, 
when human agents are provided with more detailed information regarding how 
software agents behave, such as their adaptive schemes, would that affect their 
own choice of adaptive schemes? This question is particularly relevant for elec- 
tronic trading systems, such as ehay. In a sense, this question can be viewed in 
terms of the socio-psychological impact on human behavior in the presence of 
interacting machine intelligence. An equally important issue is concerned with 
the associated market dynamics and efficiency ([7]). 

4 Concluding Remarks 

This paper has two aims. The first is to build a laboratory with human subjects, 
which satisfies the computational equivalence condition. The second is so that the 
lab, referred to as the CE lab, can then serve as a platform to integrate the current 
research in experimental economics, behavioral economics (finance) and agent- 
based computational economics. These three fields share a common research goal 
with regard to the relevance and significance of adaptive behavior to economic 
dynamics. While, from the agent-based computational economics, it is now quite 
clear that aggregate dynamics can crucially depend on the learning dynamics, 
the issue as to the choice or the design of the learning dynamics (the so-called 
agent engineering) has not been effectively resolved. In particular, it cannot be 
resolved solely on the basis of experimental economics in the way Robert Lucas 
suggested. This is because most labs in which experiments involving human sub- 
jects are conducted do not provide subjects with high-performance computing 
facilities. Consequently, many adaptive schemes studied in agent-based compu- 
tational economics are virtually impossible for human agents to compute, and 
the empirical relevance of adaptive schemes such as fuzzy logic, neural networks. 
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and genetic algorithms is beyond the current research capacity of experimental 
economics. 

Computational equivalence is about replictability. It basically requires that 
the lab have the same computational power as ACE generally has. To achieve 
this goal, software agents are introduced to and work with human agents in the 
lab, as suggested by the MIT approach (to artificial intelligence). By means of 
computational equivalence, what is done by the software agents (autonomous 
agents) in ACE may in principle be replicated by human agents in this lab. 
Only when replictability is guaranteed, can one ground the foundation of agent 
engineering in experiments involving human agents. 

Leaving aside ACE, the failure to incorporate these computational intelli- 
gence techniques into the current experimental economics naturally limits the 
computational complexity of human decision rules. This limitation can be a real 
concern when the human behavior which experimental economics tries to study 
is largely inspired by a computationally-rich environment. Specifically, in an era 
of electronic commerce, when more and more automated trading techniques are 
being made available to human agents, questions regarding the dynamics and 
the efficiency of different auction designs may no longer be properly answered by 
the experiments conducted in the conventional lab. However, the use of the CE 
lab would help. Furthermore, more intriguing questions may arise when human 
agents do not only interact (play, compete) with human agents, but also with 
the possible presence of software agents, as is often seen in the case of e-bay 
or Nasdaq. What are the impacts of software agents on human agents? What 
is the effect on market dynamics and efficiency when autonomous agents are 
introduced to the markets? More generally, how do human agents adapt to their 
digital surroundings and what are the consequential dynamics? The CE lab, 
by effectively integrating ACE and experimental economics, provides us with a 
starting place to explore the richness of the nonlinear complex digital economy. 
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Abstract. Dynamic decentralized resource allocation for information- 
collection can play a critical role in emergency scenarios. We explore two 
simplified scenarios for information-collection, and define market games 
for allocating resources to interdependent tasks. Experiments with a mar- 
ket game for disaster-response illustrate our general methodology for an- 
alyzing strategic interactions in such an environment. 



1 Introduction 

1.1 Market-Based Resource Allocation 

In a task allocation problem, the object is to determine which of a set of tasks 
to accomplish and how, in an environment of limited resources. In a central 
optimization approach, the allocation is controlled by a central planner, who 
collects all the problem-related information and formulates a model that can 
then be optimized to determine the commanded allocation. In a decentralized 
environment, such a planner is not available, for either or both of two reasons: 

Decentralized Control. Authority may be by construction decentralized, 
such that individual decision makers, or agents, have control over respective 
elements of the overall problem. For example, agents may have discretion 
over which tasks they perform, or rights over portions of the resources. 
Decentralized Information. Information bearing on possible or preferred al- 
locations may be distributed among the agents. For example, each agent 
may have its own preferences over task accomplishments, and knowledge of 
its own capabilities and resources. Such information is generally incomplete, 
asymmetric, and privately held, so that no central source could presume to 
obtain it through simple communication protocols. 

Arguably [1], markets comprise the best-understood class of mechanisms for 
decentralized resource allocation. In market-based resource allocation, or market- 
based control [2], agents representing end users (those requiring task accomplish- 
ments) , resource owners, and service providers issue bids representing exchanges 
or deals they are willing to execute, and the market mediators allocate resources 
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and tasks as a function of these bids. In a well-functioning market, the price sys- 
tem effectively aggregates information about values and capabilities, and directs 
resources toward their most valued uses as indicated by these prices. As Ygge 
and Akkermans put it: 

local data + market communication = global control. [3] 

Although markets do not in general guarantee optimal control, the conditions 
under which they perform successfully are well known, and can be characterized 
in precise technical terms. Moreover, the conditions under which they tend to 
fail (e.g., asymmetric information, nonconvexities in preference and production) 
generally present difficulties for any approach to decentralization, typically re- 
quiring some degree of centralization of information and authority to remedy 
regardless of the form of underlying allocation mechanism. 

One further advantage of adopting this perspective is that it is readily imple- 
mentable. Automation of market interfaces in the guise of electronic commerce 
increasingly (albeit at a slower pace than a few years ago) provides computa- 
tional support for market-based interactions across networks, and promises to 
support more dynamic and flexible forms of deal-making among software agents 
than hitherto possible. 

1.2 Advanced ISR Management 

One important problem resistive of centralized control techniques is manag- 
ing the allocation of intelligence, surveillance and reconnaissance (ISR) assets. 
Such assets are generally distributed geographically, may be owned by differ- 
ent organizations (private and public), and may be subject to interoperability 
constraints. Historically, this has led to great inefficiencies in the deployment of 
ISR assets, and use levels well below their potential aggregate capacity. More 
recent improvements in Command, Control, Communications, Computers, and 
Intelligence (C4I) infrastructure have enabled the connection of once-isolated 
ISR assets, thus opening the possibility of achieving an actual capacity closer 
to the potential. Bridging this gap, however, requires a suitable global planning 
methodology for the task allocation problem. 

The United States Defense Advanced Research Project Agency’s Advanced 
ISR Management (AIM) program was initiated to explore possible approaches 
to global planning in this environment. The ultimate goal of AIM is to allocate 
the ISR resources efficiently in order to provide the command and control (C2) 
decision maker with timely and sufficient information. AIM scenarios can occur 
in either military or civilian settings where coordination among friendly units and 
consistent environment understanding are essential. The information required 
may come from various sources including all sorts of military and civilian sensors, 
databases, and geographical information systems. Besides the effort in retrieving 
the information, considerable amounts of information processing and integration 
are also required to turn raw information into usable form. 
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The allocation of ISR assests as well as processing capacities pose a 
formidable task for AIM planners. The difficulties arise not only from the com- 
plexity of the decision problem, but also the distributed nature of the tasks 
involved. Although AIM problems are generally not completely decentralized 
(e.g., reconnaissance platforms may be operated by units within the same mil- 
itary service), we address a fully decentralized version in order to stress this 
aspect of the problem environment. 

Applin et al. [4] describe a market-oriented approach to ISR management, in 
which they calculate prices by solving a linear program modeling the domain. 
This amounts to centralized analysis of a distributed system, providing insights 
into the relative values of alternative resources and costs of alternative tasks. 
The approach we pursue here is complementary, deriving prices themselves in a 
distributed manner, through market interactions of self-interested agents. The 
remainder of this paper describes our investigation of such market-based ap- 
proaches to decentralized resource allocation in simplified AIM scenarios. 



2 Playing Market Games 

Modeling a resource-allocation scenario and associated market mechanisms is 
tantamount to defining a market game. In a market game, a collection of agents — 
each with private information, objectives, capabilities, and resource rights — 
exchange resources among themselves through a given configuration of market 
mechanisms. 

There is a great variety of resource allocation issues arising in the ISR do- 
main, and many other domains of interest in our research on decentralized re- 
source allocation. To support investigation of a broad range of market games, we 
have developed flexible infrastructure for specifying and running market games, 
employed in this study and elsewhere. The core of our generic market gaming 
system is a configurable auction engine, the Michigan Internet AuctionBot [5]. 
The AuctionBot supports a wide range of market mechanisms, specified in terms 
of parameters characterizing the space of bidding, information revelation, and 
allocation policies [6]. 

In addition to the market rules, specifying a market-game scenario entails 
description of the agents, initial allocations, and other features of the problem 
environment. Components of our generic market gaming system include the fol- 
lowing. 

1. Preference generator. Constructs and disseminates agent-specific informa- 
tion, including preferences, allocations, capabilities, and any other charac- 
teristics that are private to the agent and vary from game to game. 

2. Scorer. Evaluates the performance of each agent on completion of the game. 
Scoring typically entails assembly of transactions to determine final holdings, 
and for each agent, an allocation of resources to activities maximizing its own 
objective function. 
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3. Agent interface. The game system implements a communication interface 
through which bids, queries, and any other game interactions are transmit- 
ted. 

Our current game system is a generalization of the infrastructure we devel- 
oped to operate an open research event called the “Trading Agent Competi- 
tion” (TAG) [7]. Held annually since 2000, the TAG market game is based on 
a challenging scenario in the domain of travel shopping [8] . The TAG series has 
produced several interesting ideas about the design of trading agents [9, 10], and 
has served as a useful testbed for studying market-based resource allocation. 

Our generic game system is a modular re-specification of the TAG market 
infrastructure. By configuring the preference generator, scorer, and other mod- 
ules through parameter files and scripts, we can run the TAG game (both 2000 
and 2001 variants), as well as the AIM scenarios described here, and some others 
currently under development. 



3 AIM Scenarios 

We have defined two AIM resource allocation scenarios, and implemented them 
as market games through our generic game server. The first scenario emphasizes 
the dependence of tasks in a chain of information collection and exploitation ac- 
tivities. The second focuses on a broader allocation of resources to tasks, without 
explicit chains of activity. The second game has been analyzed in greater depth, 
and is the subject of the study described in subsequent sections. 

3.1 Scenario 1: Allocation of Collection and Exploitation Assets 

Our first scenario was designed to model the allocation of ISR assets to alter- 
native reconnaissance tasks, with variable value. As illustrated by Fig. 1, this 
scenario posits two regions of hostile territory (“North” and “South”), and two 
time periods (“days”) of interest. The goal of each agent is to produce recon- 
naissance reports, where such a report covers a given region on a given day. The 
value of reports for particular (region, day) pairs varies across agents, as speci- 
fied by the private information generated for each agent at the beginning of the 
game. 

To produce a report, an agent must arrange for both collection (imaging) 
and exploitation of reconnaissance information. ISR collection assets (e.g., spy 
planes, satellites) provide capabilities for gathering information in the form of 
images, and exploitation assets (e.g., human analyst teams) serve to process the 
raw images into complete intelligence reports. Assets are owned by the various 
agents, who trade usage rights through the markets in order to achieve their 
own tasks. For example, an agent owning aircraft platforms might sell some of 
their use on day 1 to another agent collecting information on the North region. It 
might simultaneously buy analysis services on day 2 for the South region in order 
to accomplish its own task of interest. The assets possess distinct capabilities. 
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Fig. 1. AIM Scenario 1: Collection and exploitation. Agents strive to produce re- 
ports for particular regions on particular days, based on their preferences and resource 
availabilities 



for example, certain platforms might be based in a given region, whereas others 
can cover both regions. Their exchange is mediated by various kinds of mar- 
ket mechanisms, such as continuous double auctions (CDAs) [11] or multi-unit 
English auctions [12]. 

Although the two-region/two-period model is exceedingly simple, it captures 
an important form of task dependence, which we view as a critical issue for 
decentralized resource allocation. In prior work, we have studied market-based 
allocation with task dependencies in the context of supply-chain formation [13]. 
For our AIM project, we employed this scenario primarily as a prototype exercise 
testing the capacity of our generic gaming system, devoting more investigative 
effort to a second scenario in this domain. 

3.2 Scenario 2: Task Allocation for Disaster Response 

Our second scenario was designed to model the ISR component of crisis manage- 
ment after a major earthquake hits the San Francisco Bay area. It was imagined 
that the San Jose valley falls below sea level, with openings at the north and 
south sides causing the whole valley to be filled with incoming sea water, thus 
creating a new “San Francisco Bay Island” . In this disaster scenario, regional 
crisis management teams are faced with the immediate task of assessing damage 
to major facilities in the city, and to identify the subsequent actions that should 
follow. Investigations are to be organized by each crisis management team in its 
governing area, through utilizing undamaged ISR resources owned by it or other 
crisis management units. 

Figure 2 presents a block diagram of this scenario. Five agents represent 
regional crisis management teams, who interact with each other through markets 
for the various ISR assets. There are four types of asset: for reconnaissance by 
air, sea, and land, the last available in two modes (landl and land2). 

The scenario operates over a two-day planning horizon, with each day di- 
vided into three time slots. Each agent is presented with five tasks, each specify- 
ing a priority (in units of value), deadline, and required resource. For example, 
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Task Preference 



Agent Resource 




Fig. 2. AIM Scenario 2: Disaster response. Agents trade ISR assets to perform situa- 
tion assessment tasks 



Agent 1 might have a task to perform an air survey of its region by time slot 4 
(the first third of the second day), at priority 250. Tasks take one time slot, and 
may be performed any time at or before the given deadline. To accomplish the 
task, the agent must assemble the associated resources (in the example above, 
just the air platform) for the time slot they will be employed. 

The basic tradeable resource is the right to employ an asset in a particular 
time slot. The agents’ endowments define their initial allocation of such re- 
sources. In our simulations, we assign endowments randomly, giving each agent 
one unit of each asset-slot combination with probability 0.4. 

The agents’ tasks are also generated randomly, with the following character- 
istics: 

— Priority: distributed uniformly between 100 and 1000. 

— Deadline: distributed uniformly between 1 and 6. 

— Resource requirements: Each type required with probability 0.5. 

Given its tasks, the agent’s objective is to maximize the value of task completion 
(accruing priority value for each task achieved by its deadline), net of market 
transactions. In other words, the agent’s utility function is the sum of task 
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achievement value plus net proceeds (which may be positive or negative) from 
trading ISR assets in the market. 

Asset rights are traded in 24 CDAs, one for each combination of resource 
type (air, sea, landl, land2) and slot index (1..6). Bids submitted to the CDAs 
offer to buy or sell units of the slot-indexed resource at a specified price. If a new 
bid matches another currently standing in the auction, the transaction clears at 
the standing-bid price, and the two bids are removed from the auction. On each 
new bid, the auction releases a revised price quote, revealing the greatest current 
offer to buy (the hid), and the least current offer to sell (the ask). 

To simulate a game instance, we assign the agents’ endowments and tasks, 
and open up the auctions for trading. The game proceeds for five minutes, upon 
which the markets close, and the game system determines the final holdings as 
the sum of initial holdings and any transactions during the game. The score for 
each agent is its net cash plus the value of its optimal task performance given 
its resource holdings. 



4 Agent Strategies for the Disaster-Response Game 

Although the disaster-response game is relatively simple compared to a real AIM 
scenario, determining an equilibrium strategy profile, or even the best response 
to other plausible strategies, is far from analytically tractable. Thus, our analysis 
proceeds by exploring some simple strategies, and evaluating their quality and 
plausibility. We have experimented with three agent strategies, of increasing 
sophistication. 



4.1 Strategy A: Baseline 

Before implementing the more sophisticated strategies, we first construct a my- 
opic, greedy strategy that can serve as a comparison baseline. In strategy A, 
the agent tries to fulfill its tasks in order, starting from the task with highest 
value. If the resources required for the current task are not possessed by the 
agent but are available on the market, the agent will try to buy them at task’s 
value. Otherwise, the agent will give up this task. At the end of each iteration, 
the agent will sell all redundant resources on hand, at a random price. 

A step-by-step description of strategy A follows: 

Step 0: Retrieve task preferences and resource endowments. Sort tasks by pri- 
ority value in descending order. Set the current task to the first. Set available 
resources to the endowment. 

Step 1: Update available resources to reflect transaction information, and re- 
trieve price quotes for each good. 

Step 2: Determine the slot (at or before deadline) that minimizes the cost of 
assembling the required resources for the current task, at the current prices. 
Resources with positive availability (i.e., in current holdings but not com- 
mitted to higher-priority tasks) are considered free. If any resource is not 
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available in the market currently, its cost will be taken as infinite. Break ties 
in favor of later slots. 

Step 3: For the slot selected, decrement the availability count for each resource 
required, and make a note of the task associated with this resource. 

Step 4: If the current task is the lowest priority, proceed to Step 5. Otherwise, 
set the next-priority task as current, and go to Step 2. 

Step 5 : For each resource, place buy bids corresponding to negative availability 
values, and sell bids for positive availability values. Set the price of buy bids 
to the value of associated tasks, and set random prices for sell bids. Go to 
Step 1. 



4.2 Strategy B: Optimal Task Allocation 

Strategy A assigns resources to tasks in a greedy manner, with no direct con- 
sideration of overall optimality. We thus introduce strategy B, which allocates 
resources optimally using an integer linear programming (ILP) model. Given 
current price quotes, strategy B calculates the best choice of resources for each 
of its tasks, then acts accordingly to acquire those resources in the market. 

Steps 0 and 1 of strategy B are the same as for A. The remaining steps are 
as follows: 

Step 2: Galculate an optimal resource allocation using the ILP model, 
parametrized by given task preferences and resource availabilities. Our model 
assumes that at most one unit of each good may be purchased at the current 
price quote. 

Step 3: For each resource, place buy or sell bids corresponding to the compari- 
son of optimal allocation and current availabilities. Set the price of buy bids 
to a constant value exceeding the last price quote, and set random prices for 
sell bids. Go to Step 1. 



4.3 Strategy C: Marginal Value Bidding 

A disadvantage of strategies A and B is that both sell only when the resource 
is of zero value to the agent. However, this neglects the possibility of selling a 
resource that may generate higher value in another agent’s possession. Thus, the 
main improvement in strategy G is to calculate the actual value of any single 
unit of resource. If adding an additional unit of resource can bring in some value 
to the agent, the agent will be willing to pay at most this value to buy that 
resource. If removing any unit of resource will cause the agent to lose any value, 
the agent will have to receive at least this value to sell that resource. In Strategy 
G, therefore, the agent submits bids to buy and sell every resource type, at its 
determined valuation. 

The agent assess goods at their marginal value, that is, the difference be- 
tween the agent’s optimal allocation with and without the good in question. In 
calculating marginal values, the agent assumes it can buy at most one unit of 
other goods at their going prices. 
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Steps 0 and 1 of strategy C are the same as for A and B . The remaining steps 
are as follows: 

Step 2: Calculate marginal values for each good using the ILP model, 
parametrized by given task preferences and resource availabilities. The model 
assumes that at most one unit of any other good may be purchased at its 
current price quote. 

Step 3: For each resource, place buy and sell bids corresponding to the calcu- 
lated marginal values. Go to Step 1. 

5 Searching for Equilibrium 

In previous work, we have described a general methodology employing evolution- 
ary search for exploring bidding strategies in trading games [14]. The basic idea 
is to construct the game’s payoff matrix, and search for equilibrium, using the 
replicator dynamics formalism [15, 16]. In replicator dynamics, relatively success- 
ful strategies are rewarded by an increase in their proportion of the population, 
with less successful strategies penalized accordingly. The replication function 
defines an evolutionary game, effectively serving as an iterative algorithm to 
search for an equilibrium in the underlying stage game. When this algorithm 
terminates (reaches a stationary state), the resultant population is a candidate 
mixed-strategy Nash equilibrium of the system.^ 

The first step of the approach is to transform the market game into standard 
strategic form [18]. Note that every instance of our market game starts with a set 
of agents endowed with randomly generated preferences, and the result of the 
game is determined by the subsequent bidding activities from all agents. From 
this we can define the strategy as a mapping from the product of market prices 
and client preferences to the bidding actions. Since market prices are determined 
by the interaction of strategies, the actions chosen are ultimately a function 
of preferences and other agents’ strategies. However, rather than consider all 
possible strategies in the natural extensive- form description of the game, we fix 
the space of strategies to a finite set, and define payoffs directly as a function of 
strategy choices and preference assignments. Given that preferences are assigned 
probabilistically, this induces an expected payoff as a function of strategy profiles. 

We construct an expected payojf matrix by sampling from market simulations. 
In general, this matrix is of size S'^, for a game with N agents and S available 
strategies. In our scenario, we have five agents and three strategies (A, B, G), 
leading to 3® = 243 cells. By symmetry, however, the order of strategies in 
a profile is irrelevant. For example, given the profile (4, 1, 0) — four A agents and 
one B agent — it does not matter which agent plays strategy B. This reduces the 
size of the matrix to 21 cells. ^ 

^ Friedman [17] establishes that replicator dynamics is guaranteed to converge to sym- 
metric Nash equilibrium under a variety of assumptions, for two-player games. 

^ The general formula for the number of distinct profiles is ■ 
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To obtain this payoff matrix as required, we ran 200 simulated games for 
each strategy profile. To uniquely represent each profile, we use a three-element 
tuple (A^i, iV 2 , Ns), in which Ni denotes the number of agents playing strategy i 
in this profile, ^ iV^ = A^. Figure 3 shows the results of the simulations. 



5.1 Experimental Results 

The payoff matrix apparently validates our expectation that strategy C is supe- 
rior to A and B. However, the conclusion is not entirely immediate, as C is not 
a dominant strategy. For strategy dominance to hold, it would have to be that C 
is better than A and B given any other fixed profile of other strategies. We can 
test this by inspection of the payoff matrix. The first three columns displayed 
in Fig. 3 correspond to strategy profiles (5,0,0), (4,1,0), and (4,0,1) respectively. 
Given four agents playing A, the profiles represent the three available options 
for the fifth agent. We can see that this agent does best in the second column, 
where it plays strategy B. Thus, C is not a dominant strategy. 

It turns out that C does represent a pure-strategy Nash equilibrium for this 
game. That is, given four agents playing C, C is a unique best response for the 
fifth agent. This too can be verified by inspection of the payoff matrix. 

This equilibrium is also the one found through replicator dynamics. Starting 
from a uniform population (i, i, i), the proportions evolve as shown in Fig. 4. 
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Although the replicator dynamics never quite reach (0, 0, 1) (by construction 
they require nonzero fractions of each component), they exhibit clear convergence 
toward the pure strategy. 

Although we have not found significant sensitivity to initial conditions in 
previous studies [14], in principle the end result may depend on the starting 
population. Therefore, we also explored the extreme cases where we start with 
nearly pure strategies of of A or B. Figure 5 depicts these respective cases. Note 
that for the case where we start with a predominantly A profile, B initially in- 
creases faster than C. This result is in accord with our observation above that 
B is a better response than C to four A players. However, once the population 
contains a substantial mix of Bs, then C quickly comes to the fore and predom- 
inates. 

One further issue to consider is sampling error. Our depiction of the payoff 
matrix in Fig. 3 presents confidence intervals for each value in the strategy profile. 
Naturally, a simulation in terms of mean values may not reflect the reality of an 
expected payoff matrix generated by a simulation of sample size 200. Therefore, 
we also implemented a version of the replicator dynamics that samples from value 
distributions, instead of using mean values. These produced results consistent 
with those shown. 

Finally, for a problem of this size we can also verify the result using available 
algorithms for solving games analytically. In this case. Gambit^ [19] is able to 

® http : / /www . hss . caltech . edu/gambit/ 
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Fig. 5. Evolutionary dynamics for initial populations (1 — 2e, e, e) and (e, 1 — 2e, e). (e 
is a small positive constant.) 



verify that the pure strategy (0,0,5) is the unique symmetric Nash equilibrium 
for this payoff matrix. There also exist several asymmetric equilibria. 

5.2 Market Efficiency 

The preceding analysis identifies an equilibrium given the restricted strategy- 
space identified for our disaster-response scenario. This result can be viewed as 
a provisionally suggested policy for playing the market game. A logical next 
question is how well does this strategy profile perform, in comparison with al- 
ternative profiles as well as other possible benchmarks. The primary benchmark 
of interest is the global optimum, that is, the allocation of resources that would 
be chosen by a central planner, given all information and the objective of maxi- 
mizing the aggregate value of tasks accomplished. 

For each strategy profile, we calculated the sum of utility achieved by agents 
in the market (column “Agent Sum”), and the globally optimal allocation for 
the given preferences and endowments. The results are presented in Table 1. We 
can see that the equilibrium strategy (0,0,5) does not achieve the greatest total 
utility, even among this restricted strategy set. Instead, the mixed profile (0,4,1) 
performs best. Inspection of Fig. 3 indicates that this too is a Nash equilibrium, 
although not the one selected by replicator dynamics. Note that on a percentage 
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Table 1. Efficiency of market compared to global optimum 



Profile 


Agent Sum 


Global Opt 


Efficiency (%) 


(0,0,5) 


9944 


11510 


86.40 


(0,1,4) 


9732 


11042 


88.13 


(0,2,3) 


9659 


11026 


87.61 


m.:;.-, 


9287 


10754 


86.36 


(0,4,1) 


10024 


11497 


87.19 


(0,5,0) 


9383 


10843 


86.53 


(1,0,4) 


9251 


10792 


85.71 


(1,1,3) 


9161 


10737 


85.32 


(1,2,2) 


9305 


10932 


85.12 


(1,3,1) 


9700 


11366 


85.34 


(1,4,0) 


9661 


11336 


85.23 


(2,0,3) 


9289 


11074 


83.88 


(2,1,2) 


9311 


11138 


83.60 




9003 


10794 


83.41 




9648 


11353 


84.99 


(3,0,2) 


9037 


10922 


82.73 


(3,1,1) 


9266 


11253 


82.34 


(3,2,0) 


9347 


11130 


83.98 


(4,0,1) 


9201 


11133 


82.65 


(4,1,0) 


9364 


11100 


84.36 


(5,0,0) 


8949 


11010 


81.28 



basis, (0,1,4) generates the highest efficiency rating, over 88%. The variation in 
the “Global Opt” column suggests that additional samples may be required to 
characterize the set of Nash equilibria with satisfactory confidence. In general, 
however, the best performance is clearly obtained from settings where strategies 
B and C (the ones performing task optimization) predominate; introducing As 
tends to degrade efficiency. 

6 Conclusion 

We have presented two simple ISR allocation scenarios, and market games im- 
plementing decentralized solutions. In-depth analysis of one of the games, albeit 
with a highly restricted strategy space, reveals that determining equilibrium is 
feasible, and that the market itself can achieve almost 90% of the available util- 
ity. Since agents in the market optimize local decisions with respect to prices 
(not expressly considering each other’s strategies), the allocation method scales 
quite well in principle with the number of agents. 

Ongoing work is extending this methodology in several ways: 

— Defining more, larger, and varied market games, and deploying them on our 
generic game server. 
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~ Comparing results of the market to alterirative allocatioir mechanisms. 

— Scaling up the size of strategy spaces ameirable to evolutionary search. 

— Bootstrapping iiuproved tradiirg strategies, through iirterleaved equilibriuiu 
airalysis, aird online learniirg withiir the strategy space itself. 
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Abstract. We propose the Theme Park Problem as one example of test 
bed for mass user support. The objective of the problem’s solution is 
to coordinate many visiting agents’ behavior in a way that increases 
social welfare without reducing individual satisfaction. For the computer 
simulation, we design four types of basic coordination algorithms, and 
the simulation’s results are used to discuss the basic characteristics of 
the problem. 



1 Introduction 

Recent technological progress in ad-hoc network environments related to Per- 
sonal Digital Assistant (PDA), cellular phone, and wireless LAN use has indi- 
cated the increasing importance of ubiquitous environments [WEI, WE2]. In 
a ubiquitous environment, various independent communication devices, sensors, 
and processors are distributed in the user environment for supporting his daily 
activities. Moreover, the information technology for supporting such personal 
activity on the Internet might include technology for airline, bus, and railway 
scheduling and reservations, car navigation, or hotel and services reservation. 

The information technology for supporting the user’s daily activities needs 
a new type of artificial intelligence based on the linkage between the digital 
information space and the real world, and certain infrastructures of information 
processing based on agent architecture and sensing technology have been studied 
as base of such an artificial intelligence [SAl, SA2]. In particular, new type 
artificial intelligence called mass user support has been studied [KUl, KU2]. Its 
goal is not only to optimize individual life utility but also to support a social 
system made up of a group of individuals. Mass user support research aims to 
develop a social coordination mechanism that increases social welfare without 
reducing individual utility. 

How to increase social welfare and individual utility is theoretically studied in 
terms of Game Theory [NE] , and it is basically a difficult problem because of its 
multiple-objective. On the other hand, recent multiagent researches have studied 
the relationship between individual bounded rationality and emergent sociality 
by embedding the practical complexity as agents [EP]. Here, the purpose of our 
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study is not to construct a detailed theory of social coordination but to pursue 
mass user support by investigating a more practical problem. 

In this paper, we propose the “Theme Park Problem,” denoted as TPP, as one 
example of mass user support research. The TPP consists of two kinds of element, 
a spatial segment and a software agent. The spatial segment is one component of 
the theme park, and it may be one of several types, i.e., attraction, road, plaza, 
entrance, and exit. The software agent represents a visitor to the theme park, and 
it has individual preferences regarding each attraction. The objective of TPP is 
to develop an algorithm that dynamically coordinates agents’ visiting behavior 
in order to reduce congestion and increase the individual visitor’s satisfaction. In 
other words, TPP is a dynamic coordination problem which needs to coordinate 
many individual behavior and to optimize individual and social satisfaction by 
using distributed information. We focus on the theme park as the research target 
for the following reasons. 

- The problem is closed; namely, only information related to the theme park 
has to be considered, and it is possible to model the individual agent’s visiting 
activity and preferences for the attractions. 

- It is possible to measure the effectiveness of coordination based on congestion 
degree, wait time for admission to the attractions, throughput, and so on. 

- The size of the agents’ activities reflects on the order of 10^ ~ 10® agents, 
and should be large enough for the initial study of mass user support. 

- It is possible to compare the problem’s solutions with real theme park data. 

- The algorithm should be implementable in a real theme park with a kind of 
PDA or cellular phone. 

The same type problem is proposed by J. E. Prado et al. [PR], and they 
constructed a coordination algorithm based on bottom-up market-type reserva- 
tion system. The algorithm was applied for a simple setting, and effectiveness of 
it was evaluated by comparing with other typical algorithms. In this paper, to 
clarify the characteristics under this kind of problem, we investigate more vari- 
ety environments with some simulation settings by usage of simple coordination 
algorithms. 

This paper is organized as follows. Section 2 explains the basic definition of 
TPP, and Section 3 is related to some kinds of coordination algorithms. Section 
4 describes the experimental computer simulations. Section 5 discusses these 
results, and Section 6 concludes the paper. 

2 Definition 

2.1 Theme Park Problem 

The theme park of TPP is constructed from N spatial segments that provide 
a particular kind of service for the visitor agents. The segment i has one of 
five types defined as attraction, road, plaza, entrance, and exit. It also has two 
static attributes, Ci and sti, and each type of segment is characterized by these 
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Fig. 1. The example of small theme park. The left figure shows the image of theme 
park, and the right shows the directed graph representation of it. In the right graph 
representation, the notations. A, R, P, En, and Ex represent an attraction, road, plaza, 
entrance and exit segment, respectively 



parameters. The parameter Ci represents the service capacity of the segment i, 
which means the maximum number of visitors that can be served in the segment i 
at once. sU is the service time for a visitor agent. The agent requires sti times 
to receive its service in the segment i; e.g., the agent requires sti times to move 
through an road segment. The theme park is defined as a directed graph in 
which the segments are represented as nodes and each segment is connected by 
directed edges. Figure 1 shows an example of a small theme park, which consists 
of two attractions, two plazas, one entrance and exit. The visitor agents transit 
these segments according to the directed edges. 

In the theme park, n agents visit attraction segments through road and plaza 
segments. The visitor agent j has a preference value pji which represents the 
agent j’s preference degree for the segment i. Each pji is a real value between 0 
and 1 that has been determined in advance. For example, a higher value of pji 
indicates the agent j strongly hopes to visit the segment i. The preference values 
for segments other than type attraction are set to 0. 

The dynamical definition of the model is as follows. Let t be the time step 
of the simulation. The simulation is iterated until t reaches the termination 
time tmax- The agent j has five dynamical attributes, csj,ptj,vtji,wtj and mtj. 
csj represents the current segment where the agent j is on at time t. The agent j 
belongs to only one segment at any time, and starts from the entrance segment 
at the beginnings of the simulation. The past time ptj represents how long the 
agent j spends in the segment i. This variable is increased by one when the time 
step of the simulation proceeds. The visiting time vtji is the number of times 
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Table 1. The variables for the agent 



Variable Explanation 

Pji The preference degree of the agent j for the segment i 
csj The current segment where the agent j is on 
ptj The past time for that agent j spends in the segment i 
vtj The number of times the agent j visits the segment i 
wtj The total wait time of the agent j 
mtj The total moving time of the agent j 



the agent j has visited node i. wtj and mtj represent the total wait time and 
total moving time of the agent j, respectively. 

As dynamical attributes, the segment i has the set of agents Oi and the 
queue qi. at consists of agents visiting the segment i at time t. The queue consists 
of agents which desire to visit the segment i when the service capacity of the 
segment i is full. The priority order of queue is based on First-In First-Out 
buffers, and an earlier agent has prior admittance over that of a later one. When 
the agent j goes inside the segment i, the agent j is erased from the queue qi. 

The procedure of simulation proceeds as follows. At time t, the agent j acts 
in turn according to the agent number. For simplification, let i be the current 
segment of the agent j, namely, corresponding to cSj. The agent can choose the 
next segment to transit to if the following condition is satisfied. 

Sti < ptj (1) 

The condition indicates that the service of current segment i has finished. Oth- 
erwise, the agent j spends more time in the current segment until the service 
has finished. 

Next, suppose that the agent j satisfies the above condition and chooses the 
segment k as the next one. In the simulation, the next segment is indicated by 
a coordination algorithm explained later. If the following condition is also satis- 
fied, the agent j can transit from the current segment i to the next segment k. 

lofcl -I- 1 < Cfe and \qk\ = 0, (2) 



or, 



lofel -b 1 < Cfe, \qk\ yf 0 and 

the priority of the agent j is the first in (3) 

The notation | • | means the cardinality of elements. 

When the agent j moves to the next segment after satisfies of the condition 2 
or 3, the total wait time of the agent j is updated as 



wtj ^ wtj + {ptj — sti) . 



( 4 ) 
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1 procedure Theme_Park_Problem() 

2 initialize^', 

3 while (i < tmax) do 

4 agent jactivityO', 

5 t^t+1', 

6 end while 

7 output evaluationi)', 

8 end procedure 

9 procedure agent_activity() 

10 for each agent j do 

11 ptj ^ ptj + 1; 

12 i <— csj', 

13 if {sti < ptj) 

14 fc <— next-segmentznavigationi)', 

15 if the condition 2 or 3 is satisfied 

16 wtj <— wtj +ptj — sti', 

17 if the segment i is a road or plaza 

18 mtj <— mtj + sti', 

19 endif 

20 cSj <— fc; 

21 vtk ^ vtk + 1; 

22 ptj ^ 0; 

23 delete the agent j from ap, 

24 delete the agent j from qk', 

25 add the agent j to a*; 

26 else if j is not registered in qk 

27 add the agent j to qk', 

28 end if 

29 end if 

30 end for 

31 end procedure 

Fig. 2. The pseudo-code for simulating TPP 



Moreover, if the segment i is an road or plaza segment, the total moving time is 
updated as 

mtj <— mtj + sti. (5) 

After updating, the agent j moves to the segment k by changing the current 
segment cSj to k, and ptj is reset to zero. If the agent does not satisfy condition 2 
or 3, the agent j is added to the queue qk and waits until the segment k is 
available for the agent j. 

The pseudo-code for simulating TPP is shown in Figure 2. 
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2.2 Evaluation 

The main purpose for the TPP is to optimize the social welfare based on the set of 
agents’ individual utilities. However, it is not so easy to optimize such multiple- 
objectives because the possibility of visiting and the wait time is complexly 
related to mutual agents’ behavior. The one of most important concept for multi- 
objective optimization is Pareto optimality. We define the social welfare based 
on the concept of Pareto optimality as follows. 

If t reaches termination time tmax, the simulation is stopped, and the evalu- 
ation of the agent j is calculated as follows. 



Uj = p* + e ■ p*/ {wtj + mtj) 


(6) 


P*3 

i 


(7) 


f{pji,vtji) = Pji ■ min[l,vtji] 


(8) 



f{pji,vtji) represents the utility function for visiting the attraction i according 
to the preference pji and the visiting time vtji. Prado et al. proposed three kinds 
of utility function, (a) utility that is constant, (b) utility that decreases linearly 
with the number of visits, and (c) utility that is constant to some threshold 
number of visits, and zero thereafter [PR]. We adopt the same manner of (c) 
with the threshold of visiting time 1. e is the weight parameter. 

The social welfare of the TPP is calculated as follows. 

^ = (9) 

3 

where, 

= ( 10 ) 

3 

Here, it is known that the set of optimal solutions of the equation 9 for various 
weight sets is a partial set of Pareto optimal solutions for the multiple-objectives. 
We can compare with some coordination algorithms based on the above social 
welfare. In addition, we simply define all weights as Wj = 1/n. 

3 Coordination Algorithm 

For mass user support, a coordination algorithm provides the agents with theme 
park information and tries to control a sequence of agents’ action for optimizing 
individual utility and social welfare. To coordinate the behavior of agents, there 
are two basic ways, i.e., reactive coordination and deliberative coordination. The 
reactive coordination is based on only current situation, and does not utilize the 
sophisticated projection of future situation. Namely, it does not require exact 
future assurance of agent’s behavior, and reactively coordinates. The deliberative 
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coordination unfolds projection of whole behavior to the future situation based 
on a kind of reservation system, and closely coordinates the whole behavior. 

If the situation is not changeable and treated reservation is not so huge and 
stable, the deliberative coordination would work better, but the changeable sit- 
uation, e.g., operation of attractions is not strict and unstable along time table, 
attitudes of visitors are not cooperative for reservation, and visitors easily mod- 
ify their plans, would make the deliberative coordination failure. The reactive 
coordination potentially has adaptiveness for such situation, but it is a rough 
heuristic mechanism and has no guarantee of optimality. On the other hand, if 
a fully-connected information system can be constructed, the deliberative coor- 
dination works better, otherwise the reactive coordination might work better. 

Then, it is important to classify basic characteristics of the TPPs and effec- 
tiveness of coordination algorithms for various settings. But, pure classification 
based on only problem setting is difficult because dynamic characteristics of the 
problems can not be separated from the property of applied coordination algo- 
rithms. As first step of investigation, we construct simple reactive coordination 
algorithms with no specific prediction and reservation system. 

Here, a coordination algorithm informs each agent of the next segment after 
the service on current segment has finished. We simply suppose that the function 
next-segment jfiavigation{) shown in Figure 2 corresponds to the algorithm. 
The algorithm can utilize the information about Ci,sti,pji,qi,csj, and vtji. We 
assume the situation that the algorithm obtains the information pji , csj and 
vtji from visitors’ PDAs or cellular phones, and measures qi by observing each 
attraction’s condition. Ci and sU are given by the theme park setting. 

For the TPP, we prepare four kinds of coordination algorithms. Each agent 
always follows the information provided by these algorithms. 

Greedy Algorithm (G) 

1 . If the destination of the agent j is not determined or the agent j reaches the 
destination, this algorithm chooses the unvisited attraction whose preference 
is highest value among the unvisited attraction segments. If no unvisited 
attraction exists, the exit segment is set to the destination. The shortest 
path from the current segment to the destination is found by Dijkstra’s 
algorithm. 

2. Inform the agent of the next segment that are on the shortest path. 

This algorithm merely makes the agent select the most preferred attraction seg- 
ment. Namely, each agent independently visits with unconscious of the others 
and theme park information aggregated from whole agents’ behavior. This algo- 
rithm might represent no-coordination case. 

Congestion- Avoidance Algorithm (CA) This algorithm utilizes an alterna- 
tive way to choose the destination segment for it of algorithm G. This algorithm 
chooses the unvisited attraction whose expected wait time wt is lowest value 
among the unvisited attraction segments. The value of wi is calculated with 
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the simple equation wt = |qi| x sU/ci based on the current time data. Other 
procedure is same as algorithm G. This algorithm uses a part of information 
aggregated by whole agents’ behavior, and this type of assist for a real theme 
park is easy to realize because it merely broadcasts congestion information or 
expected wait time. For more intelligent service, it may be effect to show the 
expected wait time including moving time to the destination and dealing with 
the prediction of situation change by moving time lag. 

Stochastic Congestion- Avoidance Algorithm (SCA) This algorithm de- 
cides the destination by stochastically selected way either of algorithm G or GA. 
Here, 7 is the probability parameter for selection, and the destination is decided 
by algorithm G with the probability 7 ; otherwise, it is by algorithm GA. Other 
procedure is also same as algorithm G. Agents following algorithm SGA does 
not know which of way to choose the destination is used, and simply follow the 
navigation. The parameter 7 is simply set to 0.5 here. 

Preference- Congestion Coordination Algorithm (PCC) To determine 
the destination, this algorithm calculates the following value Vji for each un- 
visited attraction, and selects the segment which has the highest value of all 
unvisited attraction. 



Pj and w are the average values of pji and Wi of the unvisited attraction seg- 
ments. The parameters a and j3 indicate the balance of preference and wait 
time. Usually, a is set to a positive value, and (3 is set to a negative value. This 
algorithm coordinates the destination based on the balance of preference and 
congestion. Here, we chose a = l,/3 = —0.3 based on preliminary experiments. 
Other procedure is also same as algorithm G. 

4 Computer Simulation 

4.1 Problem Settings 

The setting consists of nine attraction segments, three plaza segments, one en- 
trance and exit segments, and twenty six road segments, i.e., A = 40 segments. 
These segments are connected with directed edges like in Figure 3. The nota- 
tions, A, R, P, En, and Ex represent an attraction, road, plaza, entrance and 
exit segment, respectively. 

The settings of each segment are shown in Tables 2 and 3. In particular, the 
attraction segments have the five settings shown in Table 3 because the service 
time setting of the attraction segments may directly affect the characteristics of 
the problem, and the unevenness of attractions’ service time may cause stag- 
nation of agent flow. The preference pji of each agent the agent j is randomly 
arranged from the set of {1.0, 0.9, 0.8, . . . , 0.2} with no duplication. The popu- 
larity of attraction segments does not exist in this case. 




0 



{Pji/Pj)°‘ ■ {1 + lUi/w)^ otherwise 



if vtji > 1 



( 11 ) 
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4.2 Experiment 1 

The computer simulation was executed with several settings that were com- 
binations of {stl03050, stl53045, st203040, st253035, st303030} and {n = 
200,400,600}. The total irumber of settiirgs was 15. We carried out 100 trials 
for each settiirg, aird all results are shown as averages of 100 trials. In additioir, 
the preference values pji of the agent j were randomly set in each trial. 

Figures 4 (a), 4 (b) and 4 (c) show the averaged total wait time, wtj. The 
X axes indicate the standard deviation of attractions’ service time in the ex- 
perimental settings, and the Y axes represent the value of wtj. The indexes G, 
CA, SCA and PCC correspond to the algorithms. In Figure 4 (a), the total wait 
time of each algorithm gradually iircreases according to the increase of stairdard 
deviatioir of service time. For n = 200, most agents could visit all attraction 
segmeirts, and the higher values of st 103050, which correspoirds to the case that 
stairdard debiation is 20, are due to the wait times of As,Aq, and Ag, which 
had the longest service time. In contrast, Ai, A4 and A7 had no wait time. For 
n = 400 and 600, there were some agents which could not visit all attraction 
segments, and the tendencies of the algorithms were different. In the stl03050 
case, which corresponds to the case that standard deviation is 20, algorithm CA 
and PCC could effectively reduce the wait time by using the mechanism to avoid 
jammed attraction segments, and succeeded in temporally distributing the con- 
gestion. It is difficult for these algorithms to coordinate in a flat load case like 
st303030 corresponding to the case that standard deviation is 0 because in such 
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Table 2. The setting of road, plaza, entrance, exit segments 



Segment 


sti 


Ci 


Segment 


sti 


Ci 
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oo 
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Ai9^24 


30 


oo 


En 
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OO 
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5 


oo 


Ex 


0 


oo 



Table 3. The values of sti in each experimental settings and the standard deviation 
of the values of sti. The service capacity a of each segment is set to 1 





st303030 


st253035 


st203040 
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stl03050 
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10 


A2,5.8 


30 


30 


30 


30 


30 


As, 6, 9 


30 


35 


40 


45 


50 


Std. Dev. 


0 


5 


10 


15 


20 



case the preference of each agent is uniformly distributed and concentration of 
agents scarcely occurs. 

Figures 5 (a), 5 (b) and 5 (c) show the averaged total moving time, mtj. 
The X axes indicate the standard deviation of attractions’ service time in the 
experimental settings, and the Y axes represent the value of mtj. In the n = 400 
and 600 cases shown in Figures 5 (b) and 5 (c), mtj shows the opposite tendency 
compared with wtj . The reason is simply that the time of each agent is mostly 
used for waiting and moving. Thus, reduction of wait time leads to increase 
in moving time for visiting more attractions. In the n = 200 case shown in 
Figure 5 (a), the result is slightly different from the other cases. The time of 
each agent is almost enough to visit all attraction segments due to the smaller 
number of agents in the theme park, and most agents finished visiting attraction 
segments with in the simulation time and went out of the theme park. The 
difference between algorithms might be caused by the topology of theme park. 
In the experimental setting, each longest service time attraction locates in one 
of vertices of the triangle topology, and agents often visit from current vertex 
to another vertex for reducing the wait time according to coordination of the 
algorithms. The tendency to avoid the congestion leads such difference. 

Figures 6 (a), 6 (b) and 6 (c) show the averaged preference value summation 
of the visited attraction, p*. The X axes indicate the standard deviation of at- 
tractions’ service time in the experimental settings, and the Y axes represent the 
value of p* . Comparing with the results of algorithm G and CA, algorithm G is 
superior in the st303030 case, which corresponds to the case that standard debi- 
ation is 0, and algorithm CA is superior in the stl03050 case, which corresponds 
to the case that standard deviation is 20. Algorithm G based on preference works 
well in the flat load case, and effective load balancing is automatically achieved 
by the characteristics of algorithm G. This enables agents to visit attraction seg- 
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merits without reducing preference value. On the other hand, if the service time 
of attraction segments is unequal, algorithm CA enables agents to visit more 
attraction segments because it effectively distributes the load of attraction seg- 
ments having a longer service time and agents can visit more attraction segments 
than the could while using algorithm G. The results of algorithm SCA are inter- 
esting in that algorithm SCA performs better than algorithm G and CA in the 
cases stl53045 and st203040, which correspond to the cases that standard devia- 
tion is 15 and 10, respectively, although algorithm SCA merely randomly selects 
algorithm G or CA. Algorithm PCC stably gives higher values in all problems. 
This is evidence that algorithm PCC could achieve effective coordination with 
load distribution. The important characteristic of the preference summation is 
that visiting more segments and selecting more prefer segments are related as 
a trade-off. If an algorithm pursues more preferred segments, congestion occur 
locally at long-service attraction segments. Thus, a good algorithm should have 
an effective balance between the preference and distribution. 

Figures 7 (a), 7 (b) and 7 (c) show the evaluation value of social welfare, U. 
The X axes indicate the standard deviation of attractions’ service time in the 
experimental settings, and the Y axes represent the value of U. The tendency of 
each graph is similar to the graph oip* because the total time {wtj + mtj) of each 
result is almost constant, and the evaluation is strongly affected by p*. In most 
cases, algorithm PCC performed the best, and the other algorithms’ performance 
changed according to the problem settings. This indicates that the performance 
of the algorithm depends on the problem environment, and it is difficult to 
easily coordinate in various situations. Although the experiment shows the good 
performance of algorithm PCC, it is still necessary to investigate a larger varieties 
of problems and constraints. 

4.3 Experiment 2 

In the experiment 2, to investigate the scale effectiveness of visiting agents, the 
number of agents was set for n = 200 to n = 1200 at intervals of 200. The applied 
settings were stl03050 and st303030. We tried 100 trials for each setting, and 
all results are shown as averages of 100 trials. Other settings were same as the 
experiment 1. 

Figures 8 (a) and 8 (b) represents the averaged wait time in the case stl03050 
and st303030, and Figures 9 (a) and 9 (b) represents the averaged moving time in 
each case. The X Axes indicates the number of agents, n. According to Figures 8 
(a) and 9 (b), the results of moving time and wait time are different with each 
algorithm in the case st303030. This result indicates that coordination for reduc- 
ing the wait time might be effective for the setting like that the bias of service 
time exists even if the number of agents is large. In fact, although the average 
visiting time of each agent in the case stl03050 was less than 2, the waiting and 
moving time are improved by the effectiveness of algorithms. On the other hand, 
the waiting and moving time of each algorithm are almost same values in the 
case 303030 shown by Figures 8 (a) and 9 (b). This result suggests it is difficult 
to improve the waiting and moving time in the case like st303030. In a case 
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(a) The case of n = 200. 












SUirulurd Deviation of Service Time 



(b) The case of = 400. 








(c) The case of n = 600. 









Standard Deviation of Service Time 



Fig. 4. The results of average of wait time wtj . In each figure, the X axis indicates 
the standard deviation of attraction’s service time in each experimental setting. The Y 
axis indicates the average value of wait time wtj. The notations of “G,” “CA,” “SCA” 
and “PCC” correspond to the algorithm Greedy, Congestion-Avoidance, Stochastic 
Congestion- Avoidance and Preference-Congestion Coordination, respectively 



with flat load, the congestion of visiting agents is automatically distributed by 
the characteristic of service time setting, and the improvement is difflcult for the 
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(a) The case of n = 200. 
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(b) The case of ti = 400. 
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(c) The case of n = 600. 




Fig. 5. The results of average of moving time mtj. In each figure, the X axis in- 
dicates the standard deviation of attraction’s service time in each experimental set- 
ting. The Y axis indicates the average value of moving time mtj. The notations of 
“G,” “CA,” “SCA” and “PCC” correspond to the algorithm Greedy, Gongestion- 
Avoidance, Stochastic Congestion- Avoidance and Preference-Congestion Coordination, 
respectively 
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(a) The case of n = 200. 
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(c) The of case n = 600. 
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Fig. 6. The results of average of preference value Pj. In each figure, the X axis in- 
dicates the standard deviation of attraction’s service time in each experimental set- 
ting. The Y axis indicates the average value of preference value Pj. The notations 
of “G,” “CA,” “SCA” and “PCC” correspond to the algorithm Greedy, Gongestion- 
Avoidance, Stochastic Congestion- Avoidance and Preference-Congestion Coordination, 
respectively 
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(a) The case of n = 200. 
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(b) The case of ti = 400. 




(c) The ceise of n = 600. 
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Fig. 7. The results of value of social welfare U . In each figure, the X axis indicates the 
standard deviation of attraction’s service time in each experimental setting. The Y axis 
indicates the average value of social welfare U. The notations of “G,” “CA,” “SCA” 
and “PCC” correspond to the algorithm Greedy, Gongestion-Avoidance, Stochastic 
Congestion- Avoidance and Preference- Congestion Coordination, respectively 
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coordination algorithms. In the case that the preference of agents is set to biased 
values, e.g., the popular attraction exists, the result of st303030 might show like 
the case stl03050. 

Figures 10 (a) and 10 (b) shows the averaged preference summation values in 
the case stl03050 and st303030. In each case, the effectiveness of algorithms is 
different with each other. This result shows it might be possible for a coordination 
algorithm to improve individual utility in the situation that the theme park is 
crowded and agents can visit only two or three attractions. The evaluation of 
social welfare U represents same feature as shown in Figure 11 (a) and 11 (b). 

5 Discussion 

For developing mass user suport, we adopted the multiagent system to model 
the theme park environment. The flexibility of the multiagent system enables 
us to introduce practical and complicated situations into the model, but theo- 
retical analysis of the model is difficult, and we have to carefully research this 
type of agent-based simulation. In particular, the coordination algorithm for the 
TPP needs the following new characteristics compared with classical industry 
scheduling problems. 

Quality 

- how to make satisfying coordination socially and personally. 

- Scalability 

- how to process many agents’ requirements reasonably. 

Robustness 

- how to coordinate more agents that may follow the instructions or not. 

These characteristics needs a new type algorithm which attaches importance to 
adaptability. 

According to the results of the computer simulation, TPP has the characteris- 
tic that it is dynamically changed by the problem settings and that it is strongly 
affected by the applied algorithm because the behavior of visiting agents are 
directly affected by the algorithms. The TPP setting here is simple in that the 
number of visiting agents is fixed in advance to 10^ order and has no fluctua- 
tion, all agents must follow the guidance offered by the algorithm, the preference 
of agents is evenly distributed, service time and capacity of each segment are 
fixed and have no temporal events with changing parameters, and the size of 
the theme park is not large. However, the behavior of the simulation is complex 
enough with its interaction between agents, coordination algorithm and theme 
park situation. In addition, the basic experimental problem has no specific con- 
straint, e.g., precedence of visiting. We can only gain an understanding of the 
TPP characteristics from computer simulations because TPP is considered to 
be complex systems. 

To extend the simulation to include practical problems, we have to introduce 
following elements. 
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(a) The case of setting stl03050. 
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(b) The case of setting st303030. 
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Fig. 8. The results of average of wait time wtj. The figures (a) and (b) show the 
result of the setting stl03050 and st303030, respectively. The X axis indicates the total 
number of visiting agents. The Y axis indicates the average value of wait time wtj. 
The notations of “G,” “CA,” “SCA” and “PCC” correspond to the algorithm Greedy, 
Congestion- Avoidance, Stochastic Congestion-Avoidance and Preference-Congestion 
Coordination, respectively 



- Enlargement of theme park size 

- Complication of the structure of spatial segments 

- Fluctuation of visiting agent number 

- Bias of preference 
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(a) The case of setting stl03050. 
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(b) The case of setting st303030. 
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Fig. 9. The results of average of moving time mtj. The figures (a) and (b) show the 
result of the setting stl03050 and st303030, respectively. The X axis indicates the total 
number of visiting agents. The Y axis indicates the average value of moving time mtj. 
The notations of “G,” “CA,” “SCA” and “PCC” correspond to the algorithm Greedy, 
Congestion- Avoidance, Stochastic Congestion-Avoidance and Preference-Congestion 
Coordination, respectively 



To clarify the basic aspect of coordination algorithm for mass user suport, 
it is necessary to investigate various situations with computer simulations and 
perform many experiments with various problem settings. 
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(a) The case of setting stl03050. 
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(b) The case of setting st303030. 
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Fig. 10. The results of average of preference value p* . The figures (a) and (b) show the 
result of the setting stl03050 and st303030, respectively. The X axis indicates the total 
number of visiting agents. The Y axis indicates the average value of preference value Pj. 
The notations of “G,” “CA,” “SCA” and “PCC” correspond to the algorithm Greedy, 
Congestion- Avoidance, Stochastic Congestion-Avoidance and Preference-Congestion 
Coordination, respectively 



It is also important to design an effective TPP algorithm. The algorithm 
must reactively coordinate many agents’ activities by using distributed infor- 
mation because it is difficult to ascertain all the conditions of all the theme 
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(a) The case of setting stl03050. 
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(b) The case of setting st303030. 
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Fig. 11. The results of value of social welfare U. The figures (a) and (b) show the 
result of the setting stl03050 and st303030, respectively. The X axis indicates the total 
number of visiting agents. The Y axis indicates the average value of social welfare U. 
The notations of “G,” “CA,” “SCA” and “PCC” correspond to the algorithm Greedy, 
Congestion- Avoidance, Stochastic Congestion-Avoidance and Preference-Congestion 
Coordination, respectively 



park elements. Algorithm G is based on only local information, the preference of 
agent. Algorithm CA uses real-time global information, the queue numbers and 
service time of attraction segments. Algorithms SCA and PCC use both local 




68 Hidenori Kawamura et al. 



and global information. The utilization of information is not based on another 
agent’s information and it is reasonable to develop distributed coordination for 
this type of problem. As a similar mechanism to coordinate many local behav- 
iors, the market mechanism is remarkable because the market mechanism can 
reach an efficient equilibrium point balancing many individual behaviors with 
only global information [PR, KU3, WL]. On the other hand, an algorithm which 
locally uses and coordinates other agents’ intentions [MI, LI], or the biological- 
inspired approach based on stigmergy of multiagents [DO] might be effective. 

6 Conclusions 

We proposed the theme park problem as one example of a test bed for social 
coordination and mass user suport. The problem has various aspects accord- 
ing to setting, and the performance of the applied algorithms is dynamically 
changed by them. The problem is complex, and it is necessary to construct an 
adaptive coordination algorithm to deal with the various dynamic situations. We 
have studied on this problem and have developed coordination algorithms from 
a practical standpoint. 
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Abstract. This study develops a planning system to make a tour plan 
both in a theme park and a town with multi-agent architecture. The 
main part of the system comprises two kinds of agents: a Story Writer 
agent and a Story Miner agent. A Story Writer agent makes a sched- 
ule for a user based on the user’s preferences, goals, and interests with 
a consistent plot such as “ride all the coasters in the park” or “go to see 
a trendy movie.” It contributes to a user’s satisfaction by generating an 
interpretable plan that matches the plot. On the other hand, the Story 
Miner agent discovers some characteristic from the generated plan and 
produces an explanation for why the plan is good. It contributes to user 
satisfaction by explicitly providing the reason for the plan being good. 
We describe two scenarios: a theme park scenario and a date support 
scenario. Especially, we detail algorithms for both types of agents for 
theme park scenario. 



1 Introduction 

Personalization benefits both users and providers of personalized services. For 
personalized information support, it is important to consider a user’s preferences 
and intentions. Various studies of user modeling have been done already, but it 
remains difficult to model a user’s preferences and intentions which are widely 
useful in many domains [9, 8]. 

From the view point of mass user support and social coordination [11, 10], 
the method of approximating a user’s utility according to that user’s preferences 
and intentions is of utmost importance. A user’s utility is fundamental material 
to make a model of multiple users and thereby achieve a socially appropriate 
solution. For example, navigation in a city and in a theme park is considered as 
a model problem for social coordination. If users are motivated to take directed 
paths to their destination, the transportation system will function better overall. 
However in a recent stage, a crude approximation is made as to a user’s utility: 
for example, a user’s utility is measured as the time to reach a destination. 

More attention to a user’s utility may indicate several important facts that 
are usually ignored in the problem modeling process: 
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~ A user can never assign a true utility value for an action before acting. The 
utility value is only an estimation based on some attributes of the action. The 
utility value is constantly updated after one action is made and evaluation 
of the utility is obtained. 

— A user can never determine that a plan is actually superior to others unless 
the user repeats visits many times. An experience such as visiting a theme 
park and going to a trendy movie sometimes occurs only once, so a user 
never fully evaluate a plan without actually choosing and experiencing the 
plan. A user can take only one plan at a time. For that reason, comparison 
between multiple plans has no meaning after a user selects one plan. (Of 
course, a user can tell ex-post that the plan might be better in the scope 
of understanding the situation. For example, another attraction may seem 
very nice, but we may have been unable to visit it.) 

— Explanation is very important for a user’s satisfaction. Consider a travel 
plan. A travel plan sometimes has a title, for example “Visit old towns and 
ruins in Turkey.” It also contains a fragment of the story: for example, “This 
hotel was originally built for a King’s summer palace,” “We will also visit 
the King’s hunting ground,” and so on. These explanations are important 
to induce a user to accept, interpret and assign meaning to the plan. A user 
can tell a friend that “I will visit old towns and ruins in Turkey” or “The 
hotel I stayed at was once the King’s summer palace. That was very good!” 
The interpretability of the plan is important for a user’s satisfaction. 

This study proposes a new direction to approximate and improve a user’s 
satisfaction, especially for making a good tour plan for a user. The study ob- 
jective requires that we focus on a story. A story is meant in this paper as 
a consistent explanation with high interpretability. By story-based planning, we 
intend planning which has a consistent explanation that can be easily accepted 
and interpreted by a user. 

Interpretability is an essential aspect of a story. In this paper, it is realized by 
two forms: a plot and a side story. A plot is a planning strategy to make a plan 
interpretable. A side story is a short story that is included in a plan. We propose 
two kinds of agents to build an interpretable plan. One is the Story Writer agent, 
which generates a plan based on a plot. Another is the Story Miner agent, which 
discovers a sidestory of a given plan. Those two agents contribute to a satisfiable 
plan for a user. 

In this paper, we will overview our overall concept. The rest of the paper is 
organized as follows: The next section details the concept of story-based plan- 
ning. Section 3 describes two scenarios, a theme park scenario and a date sup- 
port scenario, which can be attained by story-based planning. Section 4 explains 
a concrete algorithm in the case of the theme park scenario, followed by discus- 
sions in Section 5. Related works are presented in Section 6. We conclude the 
paper with Section 7. 
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Fig. 1. Story Writer agent and Story Miner agent 



2 Story-Based Planning 

To improve a user’s satisfaction, a tour plan is preferably generated with a story, 
that is, with a consistent explanation with high interpretability. By constructing 
a plan with a story, we can improve a user’s satisfaction. This paper refers to 
a planning based on a story as Story-based planning. 

Story-based planning is realized by two types of agents. 

— Story Writer agent: it makes a plan based on a plot. 

— Story Miner agent: it discovers a side story from the given plan. 

Multiple agents manage resources and information such as attractions, a user 
model, a route and popular topics. Such agents are called Resource agents in this 
paper. The overall architecture of Story Writer agent. Story Miner agents, and 
Resource agents are shown in Fig. 1. The Story Writer agent generates a plan 
consulting with the User Modeling agent. Route planner, and Attraction agent. 
The Story Miner agent discovers side stories by consulting with the Reputation 
agent and the User Modeling agent (and sometimes with the Attraction agent). 
We assume that a user’s direction and location are obtained through a PDA 
(Personal Degital Assistant) and some location devices. 

We don’t go into details in this paper about the Resource agents, PDAs and 
location devices, because our focus is on how to improve user’s satisfaction by 
a story. Below, we describe two agents, the Story Writer agent and the Story 
Miner agent in detail. 

2.1 Story Writer Agent 

Story Writer agent is an agent that generates a plan according to a plot to form 
an interpretable story. For example, assume a Story Writer agent covers a plot 
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“Go to a trendy movie,” and generates a plan that includes a trendy movie as 
a destination and a restaurant and shopping before and after the movie. 

Story Writer agent calls other Resource agents to generate a plan if necessary. 
In this example, it calls a Movie agent (a Resource agents) with emphasis on the 
“trendy” attribute. The Story Writer agent also calls a Restaurant agent, Cafe 
agent, and Shopping agent categorized as Resource agents with emphasis on the 
“trendy” attribute to fix the schedule before and after the movie. Finally, the 
Story Writer agent checks whether the obtained plan is consistent with the plot 
or not. Thereby, we can get a plan to go to a trendy movie with a trendy cafe 
and so on. 

A plot is a planning strategy to generate a plan and make it interpretable. For 
example, a plot is labeled as “Go to a trendy movie,” “Go and stay at a theme 
park,” and so on. It corresponds to a title of a travel package tour or a title of 
a model course in a theme park. 

A plot consists mainly of 

— a strategy to choose destinations, 

— a strategy to choose subsidiary destinations before and after the destination. 

We describe an inner design of Story Writer agent in detail in the next section. 



2.2 Story Miner Agent 

Story Miner agent finds side stories from a given plan. A side story is an expla- 
nation to improve the interpretability of the plan. It includes an explanation for 
why a given plan is good or information addressing the multiple destinations. 
For example, “This plan includes all the coasters in the park,” “You can view 
the catsle from different angle from attraction A and attraction B,” or “The 
restaurant you went is a top-ranked restaurant in the ranking of New Casual 
Italian Restaurants 2002.” 

The Story Miner agent functions to improve a user’s satisfaction by explicitly 
presenting explanations as to why it is a good plan. This function can be used 
when generating a plan, but it can also be used during or after the practice. For 
example, the system may say that “This restaurant is very good, it is featured on 
TV.” If you failed to visit that restaurant because of congestion, it may suggest 
that “Though that restaurant is popular, the meal quality is absolutely better 
in this restaurant!” or “That restaurant has no view for the bridge. We can see 
the beautiful bridge from the best angle in this restaurant.” What the system 
says is all true. However, such a statement depends upon the points the system 
focuses. In other words, we seek an explanation to justify the quality of a given 
plan. 

This is mainly done in several approaches: 

— Attribute-based approach: find a criterion and the range to make the given 
plan the best and explain it. For example, “This plan includes all the coasters 
in the park.” 
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— Keyword-based approach: collect the descriptions of attractions. Then, find 
common keywords or relevance between two descriptions. For example, “At- 
traction A shows you Mickey and Minnie’s dance. Attraction C provides 
some pictures of Mickey.” 

— Rule-based approach: apply pre-defined rules and generate an explanation. 
For example, if a given plan includes attraction A and B, then output “You 
can view the castle from a different angle from attraction A and attraction 
B.” 



2.3 Resource Agent 

Resource agents are agents that manage resources and information. In the theme 
park case, there are several types of Resource agents. 

An Attraction agent, which is one of the Resource agents, provides informa- 
tion on opening times, fees, menus, merchandises, and so on for each attraction, 
show, restaurant, or shop. Congestion information and reservations are some- 
times available through the agent. 

The Route agent seeks a path from point to point. Sometimes it must also 
collect congestion or availability information of routes. The User Modeling agent 
collects information regarding a user. It includes user’s attributes such as pre- 
defined demographic attributes or interests, predicted user’s interests and ob- 
jectives, features derived from user’s interaction history, user’s location history, 
and so on. 

A Reputation agent provides popularity of each attraction, positive and neg- 
ative comments on each attraction, some tips, and anecdotes related to those 
attractions. 

3 Two Scenarios 

This section describes two scenarios that we intend to realize through story- 
based planning. One is a theme park scenario and another is a date support 
scenario. The former is easier to realize than the latter in that the problem can 
be defined clearly. All attractions, operation times, and average congestion are 
known beforehand; futhermore, attractions are characterized by some attributes 
like those shown in Fig. 2. 

3.1 Theme Park Scenario 

Theme parks such as DisneyLand and Universal Studios have many attractions, 
restaurants and shops. Sometimes, all the attractions cannot be visited in a day 
because of the many attractions and vast area of a park. 

Therefore, some guidebooks suggest a variety of model courses for visiting 
the park efficiently. A model course is a sequence of several attractions, shows, 
restaurants, and so on that allows a user to enjoy the entire day. For example, 
several books show courses such as for typical types of user groups. 
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Big coaster 




TIME 

waiting time to ride (weekday) 30 min. on average 


waiting time to ride (holiday) 


90 min. on average 


duration 


3 min. 


Open 


9:00 a.m. to 9:45 p.m. 


EVALUATION 
for children 


2 


for adults 


4 


Disney degree 


5 


exciting 


5 


trendy 


4 


romantic 


1 


EXPLANATION 
constructed year 


1999 


character 


Mickey and Pluto 


description 


This coaster is one of the most popular atttraction 




in this park. It runs about 130 km/h for 2044 m. 
Very hard attraction. The view of Fujiyama is 
very beautiful. 



Fig. 2. Example of attributes for an attraction 



— Family courses 

— Couples’ courses 

— Group courses 

Family courses often include attractions and restaurants that can also be enjoyed 
by children. They may include merry-go-rounds, small coasters, and short-time 
comedy shows, but they would not include exciting coaster-type attractions or 
expensive French meals. On the other hand. Couples’ courses would include 
coaster- type attractions, serious shows, and romantic French meals for a couple 
to enjoy a wonderful time. 

There can be more advanced distinctions among users, especially for repeat 
visitors. For example, some visitors want to see mainly shows and performances. 
Other visitors want to visit attractions with a favorite character (e.g., Mickey 
Mouse). Some repeat guests want to visit new attractions first. Therefore, there 
are many model courses based on user preferences, such as 

— Show-intensive course, 

— Coaster-intensive course, 

— Character-intensive course, 

— New attraction-intensive course, 

and so on. 

Therefore, in a theme park scenario, we assume that users’ needs are typically 
classified by a type of a user group for first visitors, and by users’ preferences 
for repeaters. 
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Story Writer Agent The Story Writer agent generates a course, i.e., a full-day 
or half-day schedule, in a theme park as a model course suggested by some guide- 
books. A model course in a guidebook is static: it has no flexibility concerning 
congestion, unavailability of some attractions, and user preferences. In contrast. 
Story Writer agent can generate a plan dynamically based on the current user 
and the environmental situation. 

The parameters for Story Writer agent differ according to the target type of 
user group and user preferences. For example, a Story Writer agent for a family 
course emphasizes attributes of “for children” for each attraction. A Story Writer 
agent for a couple course emphasizes attributes such as “exciting,” “romantic,” 
and “for adults.” A Story Writer agent for a coaster-intensive course will give 
special priority to coasters. 

In the theme park scenario, we can define attributes for all attractions in 
a consistent way. Therefore the role of Story Writer agent is mainly to trans- 
form the attributes into utility using some criteria. Then, it will choose some 
attractions as destinations. 

In addition, we must consider lunch time, dinner time, and time to buy 
souvenirs. For a couple, it is good to boost the mood by scheduling good shows 
and a good restaurant in the latter half of the plan. However, for a family 
it is good to place main destinations in a plan as early as possible because 
children quickly become bored or sleepy. Therefore, the generated plan must 
have a structure to improve user satisfaction, just as a story has a structure. 
A strategy to choose destinations is described in Section 4. 

Story Miner Agent The Story Miner agent will detect a side story based on 
the descriptions and reputations of attractions. 

For example, if a given plan includes all the attractions that are newly built 
in this year, it generates an explanation “Your plan includes all the newest 
attractions” by focusing on “constructed year” attributes. If a plan includes an 
attraction with a good view of a harbor and a restaurant with a good view 
of the harbor in the different direction, it generates “You can see the harbor 
from different angles from two points; they are both very good views” from the 
descriptions of attractions and a rule to describe this. 

3.2 Date Support Scenario 

Another scenario that we intend to realize through story-based planning is date 
support scenario. When a couple have a date, one of them is expected to make 
a date plan. Sometimes that person checks a good restaurant and make a reser- 
vation. The person might make a more elaborate plan: check a trendy date spot, 
check a good restaurant around it and make a reservation, and check transporta- 
tion. If one plans a date for a half a day, for a full day, or for a couple of days, 
one must make a plan for a combination of date spots (movie, museum, park, 
shopping, and so on), restaurant, transportations, and so on. 

This scenario subsumes that users are a couple and can go to many sites 
in a city. For a date, there can be numerous candidates of a date course. Many 
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books and magazines suggest good date spots, restaurant, and so on. Some books 
also suggest some model date courses for a couple. The problems are 

— Conditions differ among users. For example, time (afternoon, evening, or 
night), location (residential location and possible locations to visit), budget 
and preference are different according to the case. Therefore, we want to 
have a tailored plan for each couple depending on their situation. 

~ There are many sources of information on date spots. We want to gather in- 
formation for deciding destinations such as date spots to visit, good restau- 
rants to visit and, so on. Especially, we want an interpretable explanation of 
a plan to enhance satisfiability of a couple. 

The date support scenario has the characteristic that the order of destinations is 
important. For example, a plan to visit “Shopping, Movie, Restaurant, Bar” is 
better than “Bar, Restaurant, Movie, Shopping,” because, when we do shopping, 
we can go to a movie when it starts. And if one sees a movie, one might want 
to have time to talk about it in a good restaurant. On the other hand, having 
meals in a restaurant engenders less time flexibility, so one might be late for the 
movie unless allowance for that eventuality is made beforehand. In this sense, 
the order of destinations is very important for the date support scenario, just as 
the plot of a story is important. 



Story Writer Agent There can be many types of Story Writer agents that 
generate date plans for “Going to a trendy movie,” “Going to a hot spot,” “Going 
to Yokohama,” and so on. In contrast to the theme park scenario, there is no 
one Story Writer agent, but many Story Writer agents. 

For example, a Story Writer agent for “Going to a trendy movie” will first 
determine a movie to go to see considering users’ preferences and objectives. In- 
formation on movies are obtained via the Web sites These sites have sometimes 
a retrieval system. The Story Writer agent can put a query to a retrieval system 
by emphasizing more on the “trendy” attribute. Some sites can also retrieve 
movies by specifying options “for date.” 

Then it generate a schedule before or after the movie, such as cafe or restau- 
rant near the movie site. In this case, if a dinner is scheduled before the movie, 
it is desirable to make a reservation that allows sufficient time for going to the 
movie. If a dinner is to be scheduled after the movie, a restaurant with a good 
mood or a good night view is nice. Such information on restaurants, cafes, and 
date spots can be all collected through Web sites. Retrieval and reservation will 
be also possible via Web services in the future. 

There are many types of such Story Writers. They offer different strategies 
to select destinations and make date plans, because different story writers will 
write different types of plans. 

^ Such as The Internet Movie Database (http://www.imdb.com/), Hollywood.com 
(http://www.hollywood.com) and so on. 
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Story Miner Agent In the date support scenario, attributes of each destination 
are inconsistent and unavailable. Therefore, there are a couple of ways to generate 
a side story: 

— Utilize a search engine and retrieve commments or descriptions that are 
relevant to one or more destinations. 

— Find a ranking where the destination is evaluated as the best. 

This is a rather challenging research theme, but there are already some studies 
that address reputation searches from the Web [15, 6]. 

3.3 Differences between Two Scenarios 

The main differences between the above two scenarios are these two. First, 
a theme park is, so to speak, a closed world. All attractions, restaurants, and 
shops can be assigned attribute values in a consistent manner. On the other 
hand, in a date support scenario, consistency is not expected. Although there 
are sources of information to evaluate restaurants, movies, and hot spots within 
the same category in a consistent manner, the consistent attributes over differ- 
ent categories are hard to obtain. Therefore, the Story Writer agent is the only 
one for theme park scenario, while there are a number of different Story Writer 
agents for date support scenario. 

Second, in the theme park scenario, information can be obtained beforehand. 
All attractions are operated in a predetermined way. Congestion information or 
operation information (e.g., in a case where an attraction is not operational 
during rain) are the few exceptions that are realtime information: otherwise, 
information is static. On the other hand, in a date support scenario, one can 
not acquire all information beforehand. For example, it is very demanding to 
prefetch all movie operation information in Tokyo beforehand. Information is 
constantly updated. For that reason, we must gather information online, or with 
frequent updates. 

Therefore, a theme park scenario is more tractable to handle than date sup- 
port scenario, but in both scenarios a story plays an important role to make 
good interpretable plans for users. In the next section, we describes more con- 
crete algorithms for the theme park scenario. 

4 Algorithm of Agents for Theme Park Scenario 

In this section, we describe an algorithm of Story Writer agent and Story Miner 
agent for the theme park scenario. 

4.1 Story Writer Agent 

The main functions of Story Writer agent are: 

— to calculate a user’s utility based on attraction attributes considering a user’s 
preferences, 

— to choose destinations, and produce a schedule. 

We first describe how to calculate a user’s utility based on attraction at- 
tributes, and then describe the strategy to choose destinations. 
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Calculating Utilities Attributes for each attraction are shown in Fig. 2. These 
attributes are considered as a vector. For example, “EVALUATION” (for chil- 
dren, for adults, Disney, exciting, trendy, romantic) attributes are shown as 

-^BigCoaster — (2, 4, 5, 5, 4,1). 

“Magical coaster” is represented as 

^MagicalCoaster — 4, 2, 3, 2) . 

If target users are a family, the transformation vector / is defined as 

/Fam^^y = (0.6, 0, 0.2, 0.1, 0.1, 0)^. 

Then the utilities of Big coaster and Magical coaster are calculated as 
^BigCoaster ‘ f Family — 1-2 “t" 1.0 0.5 0.4 = 3.1 

-^MagicalCoaster ‘ f Family — 3.0 0.8 0.2 0.3 = 4.3. 

MagicalCoaster has a higher utility than BigCoaster for a family type. We can 
also define the coaster-intensive type as (0, 0.3, 0, 0.7, 0, 0) and get different util- 
ities. This is a very straightforward approach, but in the case of the theme park 
scenario, this works well. 

Of course, there are other factors to calculate utilities: for example, if an 
attraction is popular, we increase the utility. If the user expresses a desire to 
visit an attraction, we increase the utility greatly. 



Choice of Destination Scheduling a full day in a theme park is a very difficult 
problem. There are many variables such as which attractions, restaurants, shops 
to visit, and when. A schedule is not represented by a combination of destina- 
tions, nor a sequence of destinations. It is represented by a list of a destination- 
time pair as shown in Fig. 3 because there are three types of destinations. 

— Attraction type: one can go anytime, wait, and ride. 

~ Show type: one must wait until scheduled times to see a show. 

— Shop type: we can go anytime and leave anytime. 

A restaurant for which reservation is necessary is considered as show type with 
regard to time constraint. Some theme park employs a reservation system for 
popular attractions, sometimes called “fast pass.” In this case, the reserved at- 
traction is also considered as show type. Other restaurants are considered as 
attraction type. Exceptionally, a restaurant like a food court is considered as 
shop type, because you can have an option to eat or not, and also to leave and 
to stay. 

To address such time constraints, we must manage a time stamp with des- 
tinations. Unlike popular scheduling problems such as job shop scheduling or 
scheduling for micro-processors that address a sequence of actions but do not 
use a time stamp, our problem is more difficult to solve. 
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9:00 Gate 

9:15 Storm Riding (wait and ride) 

10:25 Aquarina (wait and ride) 

11:00 Shopping at Harbour Sweets 
11:30 Big Coaster (reservation) 

13:00 Lunch at Casba Food Court (no reservation) 
14:00 Magic Musical Show 



Fig. 3. Example of schedule 



Therefore, we employ a procedural method to determine a schedule, rather 
than describing as an optimization problem and apply general search methods. 

First we define three kinds of destinations: 

— Prime destination, 

— Secondary destination, and 

— Binding destination. 

A prime destination is an indispensable destination for a target story. For ex- 
ample, if the target story is the coaster-intensive type, then the plan must have 
visits to coaters. A failure to go to the prime destination constitutes a failure to 
attain the story, more or less. 

A secondary destination is a destination that contributes to enhance the plan. 
It includes destinations for lunch, dinner, rest, souvenirs, and other attractions 
if time is available. 

A binding destination is a destination that improves the feasibility of the plan. 
It includes shopping with the aim of waiting for the next reservation; destination 
that is in the path to the next destination. It prevents boredom, allows rest and 
toilet breaks and so on. 

Algorithm The algorithm to generate a schedule for a given story type is 
described as follows: 

1. Obtain Utility Value: Calculate a utility value for each attraction (in- 
cluding restaurant and shop) by multiplying attributes of each attraction 
and a user type vector. 

2. Choose Prime Destinations: Choose several destinations with top utility 
values. (Sometimes these destinations are predefined.) 

3. Choose Secondary Destinations: Choose several destinations of lunch, 
dinner, rest, and so on. 

4. Place Destinations: Place destinations on a schedule with time stamps. 
Show type destinations are settled first, then attraction type destinations 
are placed. 

5. Improve the Schedule: Change the order of destinations, and put binding 
destinations. 
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6. Select a Schedule: Go to 2 and repeat generation of a schedule for a given 
number. Different schedules are generated with randomness. After a given 
number of iterations, one of them is selected as a solution considering each 
plan’s utility and feasibility. 

The improvement phase is very complicated. We should consider the path 
and exchange the order of two destinations so that the whole path gets shorter. 
The order is also evaluated from the perspective of appropriateness for each story 
type. 

4.2 Story Miner Agent 

The following steps are executed for the Story Miner agent for the theme park 
scenario. 

Find Side Story for Single Destination: 

• 1 . If the plan includes a destination with good descriptions or good com- 
ments, output the description. For example, “Big coaster was the No. 1 
coaster in the World until 1999.” 

• 2. If a destination in the plan is the best in some ranking, show that 
ranking. For example, “Haunted House is the most preferred attraction 
by couples.” 

Find Side Story for Multiple Destinations: 

• 3. Find a set of common attributes that are not identical with a user type 
vector. If there is such attributes, generate an explanation. For example, 
“this plan includes many new attractions.” 

• 4. Apply rules to generate an explanation. For example, the rule is de- 
scribed as: If a plan includes Magellan restaurant and the Water show, 
then explain it as “From the Magellan restaurant, you can see some boats 
that will be used in Water shows.” 

Item 1 is realized using the description of each destination. We input descriptions 
or comments into data base with scores of credibility and quality. Item 2 is 
realized using many ranking lists. Such rankings are easily available in some 
guidebooks because ranking is a common way to convey overall images of a theme 
park to a reader. 

Items 3 and 4 require more complex processing. To realize item 3, we must 
seek common attributes and generate an explanation, mainly by template match- 
ing. Item 4 is a more straightforward approach whereby comments are trans- 
formed and stored in the form of rules. 

5 Discussion 

This paper has outlined story-based planning that is intended to improve a user’s 
satisfaction through constructing a plan based on a plot and finding side stories. 
The concept proposed herein is new in the field of navigation and user modeling. 
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When we build an information support system for a user, we model a user’s 
interests and objectives in some ways. Ultimately we are likely to summarize 
user’s utility as a value. Of course, this is effective in many domains such as find- 
ing interesting news article or recommendation of popular tourist spots. A user 
may want to read an article of personal interest, and desire to visit a tourist 
spot to serve that interest to broaden and deepen their own knowledge. 

However, when visiting a theme park or having a date, the situation is differ- 
ent. In most cases, there is no concrete objective for users when visiting a theme 
park or having a date. The abstract goal of users is to enjoy the experience or 
induce enjoyment in a partner. In this sense, the user’s utility for the goal is 
highly subjective. There is no clear distinction of whether a user will enjoy an 
attraction or not. A user may enjoy an attraction in some cases, but not in other 
cases, depending on mood, physical condition, and many other factors. 

In this situation, it is very difficult to pursue the objectivity of utility value 
for a user. Instead, this paper addresses provision of a “story” so that a user can 
interpret the action sequence and justify what the user actually enjoys. People 
who visit a theme park or have a date want to enjoy the experience, and seek 
explanations for that. For example, one prefers to hear “This restaurant is the 
best French restaurant in this town” rather than “This is the 207th best restau- 
rant in the US,” assuming that these two are true statements. In an objective 
and scientific sense, these two statements are equal, but for a user’s satisfaction 
it is different. The former is easier for the user to interpret as “I went to a good 
restaurant.” 

In the current stage, we are developing a proto-type of the system for both 
the theme park scenario and the date support scenario. We are goint to use 
the system experimentally after finishing the development and make evaluations 
comparing our system with other scheduling strategies from a view point of 
user’s satisfaction. 

6 Related Work 

There has been much research on planning, such as STRIPS style [18]. We in- 
troduce several other planning methods that may be relevant to our work. 

Hierarchical task network (HTN) [4] is a task network representing a set 
of tasks to be done. Each task is decomposed until all the tasks will become 
primitive, that is executable. In our work, for example “go to a movie” might be 
decomposed into “find a movie to see,” “find a route to travel,” and “get a ticket” 
in a date support scenario. Therefore, it can be used for date support scenario. 
However, in the theme park scenario, there are no prominent hierarchical tasks, 
so we employ procedural scheduling. 

Dufree and Lesser developed Partial Global Planning (PGP) [3], in which 
each agent maintains a partial global plan, that stores its own partial picture 
of the plans of all members of the group. PGP focuses on distributed execution 
and run-time planning: it uses a specialized plan representation, where a single 
agent’s plan includes a set of objectives, a long-term strategy for achieving those 
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objectives, a set of short-term details, and a number of predictions and ratings. 
Surveys on distributed planning are detailed in [2]. PGP might be useful in the 
inner architecuture of the Story Writer agent. 

On the other hand, scheduling techniques are useful when operations or jobs 
to be scheduled are determined. Tom my knowledge, none of the scheduling 
techniques are applicable directly to our problem, because our problem includes 
a subproblem to determine where to visit. For example, job shop scheduling [7] is 
one of the most popular models in scheduling theory. It is formalized by a finite 
set of jobs to be processed on a finite set of machines. Each job must be processed 
on every machine and consists a chain or complex of operations which have to 
be scheduled in a predetermined given order. However, our problem has several 
kinds of time constraints, such as attraction type, show type, and shop type 
constraints, which is over the scope of job shop scheduling. 

Scheduling problems can be found in several different application areas, such 
as the scheduling of production operations in manufacturing industry, computer 
processes in operation systems, aircraft crews, and so on. Sauer et. al proposes 
multi-site scheduling [16] for transportation which is two-layered scheduling and 
relevant to our system. However, to apply to our problem, some modifications 
are necessary. 

Recently many studies have addressed tour guides in a city or museum: 

— The GUIDE system is an intelligent and context-aware tourist guide. The 
system has been deployed in the city of Lancaster using handheld GUIDE 
units [1]. Personal context including the user’s location and profile and the 
environmental context are used to tailor the presentation of information to 
the user. For example, if a visitor makes a return visit to an attraction, then 
the information presented should reflect this fact, e.g., by welcoming the 
visitor back. 

— Deep Map is a project that aims at building an intelligent next-generation 
spatial information system. It realizes the vision of a future tourist guid- 
ance system that functions as a mobile guide and as a web-based planning 
tool [13]. Fink and Kobsa develops user modeling for a personalized city tour 
in the Deep Map project [5]. The WebGuide sub-project aims at the pro- 
vision of personalized tour recommendations for the city of Heidelberg that 
cater to an individual user’s interests and preferences. WebGuides identi- 
fies geographical points of interest and computes a tour that connects these 
points via, presumably, interesting routes. 

— Hippie is a “nomadic” guide that can be used all along the process of a visit 
in a museum, i.e., for preparation, the visit itself, and its evaluation [14]. 
An information system is said to be nomadic when the user has access to 
personal information space from all places independent from specific devices. 
The electronic guide provides information access at home via the museum 
information access provided via wireless technologies. The user can access 
information by moving in physical space and navigating in the information 
space concurrently. A Web-based client-server approach allows for adaptive 
selection and presentation of information based on a user model. 
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~ The CRUMPET project aims at “Creation of User-friendly Mobile Ser- 
vices Personalised for Tourism” [17]. The design concepts of the project 
are: personalized and location-aware support of mobile users, and adaptive, 
ontology-based user model, scalability with respect to clients and providers, 
and multi-agent architecture with middle-agents performing brokerage. 

— Hyperaudio is a system able to organize the presentation of museum con- 
tent taking into account the visitor’s needs and the layout of the physical 
space [12]. It can provide the visitor with information tailored on his own 
interests and interaction history; it can also support the visitor in his own 
exploration of the physical space, helping him to find information and sug- 
gesting new interesting physical locations. 

Though a good amount of research on tour guide or museum guide based on 
user’s interests and locations exists, the navigation employed is rather on the 
spot: in typical usage, the system displays the point of interests based on a user 
model, the user selects one of them, and the system guides a user there. There is 
no long-term strategy to improve a user’s satisfaction. For example, if the system 
can predict that a user will be thirsty after a couple of hours’ walk, the system 
should plan a visit to a nice cafe beforehand. Such a long-term plan, what we 
call a plot, is necessary for more advanced navigation. 

7 Conclusion 



All the world’s a stage, 

And all the men and women merely Players; 

— W. Shakespeare, As You Like It 

Our project for developing a support system based on story-based plan- 
ning is called SHAKESPEAR (Sympathetic Handholding Assistant by Knowl- 
edge intensivE Story-based Planning for Entertainment AREa). As a play by 
Shakespeare is thoughtfully created and touches our heart, we aim at making 
a thoughtful plan and want to create a wonderful time for users. 

This paper introduces story-based planning especially for a theme park sce- 
nario and a date support scenario. In such situations, the user’s utility is highly 
subjective, so providing interpretable stories to improve user satisfaction seems a 
promising approach. Story-based planning is realized by two agents: Story Writer 
agents and Story Miner agents, both of which play different roles to improve user 
satisfaction. We are currently developing a system to function in a real environ- 
ment. Evaluation and strengthening methodologies for story-based planning are 
our future objectives. 

Our work will contribute to mass user support because story-based plan- 
ning enables us to have several alternative plans for each user that increase user 
satisfaction. Therefore, we have more degrees of freedom to enhance social co- 
ordination, which will further increase both a user’s utility and overall system 
performance. 
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Abstract. In this research, our aim is to increase the utility of road 
transportation systems by reducing traffic congestion for the beneht of 
both individuals and society as a whole. To attain our purpose, we pro- 
pose a simple route guidance mechanism based on mass user support. 
Through multiagent simulation, we examine the ability of our proposed 
mechanism for improving traffic efficiency of both individual drivers and 
whole systems. Our simulation results that i) our proposed mechanism 
improves efficiency for the drivers who use it and the entire transporta- 
tion system, and ii) the social dilemmas in route choice behaviors occur 
in a radial and ring network. 



1 Introduction 

Recently, cellular phone and personal digital assistants (PDA) have been devel- 
oped, and network environments for short-range communication, i.e., wireless 
LAN have also been improved. Due to such technological progress, ubiquitous 
computing environments with various kinds of devices, sensors, and processors 
installed in social infrastructure have become more and more important. In ubiq- 
uitous computing environments, acquiring current states and position of users 
and the intentions and preferences in real time while protecting users’ privacy 
is possible. Therefore, based on information about users collected by such de- 
vices and sensors, new information services can be provided. For example, home 
automation with intelligent home appliances, virtual communities based on the 
always-connected high-speed Internet, and on-line distributed meetings and elec- 
tric ordering systems in companies are anticipated. 

Especially, ubiquitous computing environments in road transportation sys- 
tems have developed rapidly; car navigation systems have spread widely, and the 
accuracy of GPS (Global Positioning System) is constantly advancing. A vehicle 
information and communication system (VIGS) was started and then the range 
over which the VIGS can provide congestion information was extended [14]. 
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These advances were med possible by the development of in-vehicle communica- 
tion devices, sensors, and processors. ^ 

One of most important information services in road transportation systems is 
navigation from an origin to a destination. Based on such developments, many 
researchers have been trying to develop navigation systems, and to examine 
what kind of traffic information is variable [4, 9] . Generally, the purpose of nav- 
igation systems is to maximize the efficiency of individual users by providing 
routes that satisfy their intensions, e.g., reducing travel distance or travel time. 
However, previous research has revealed that optimizing performance by merely 
providing information about congestion in road transportation systems is dif- 
ficult [7, 11, Id]. Usually, navigation systems recommend routes for decreasing 
travel time based on the current state of traffic congestion. To decrease travel 
time, a driver using a navigation system chooses a recommended route. How- 
ever, if other drivers simultaneously choose the same recommended route, traffic 
is concentrated on that route. As a result, traffic congestion is caused on the 
selected route. Therefore, traveling the recommended route takes longer even 
though navigation systems recommended it for decreasing travel time. 

To make matters worse, traffic congestion increases even more rapidly as 
more drivers choose the recommended route. As car navigation systems have 
been spreading rapidly, this is a serious problem. Furthermore, because this 
kind of phenomena is observed not only in road transportation systems but also 
at large scale theme parks [.3] and event halls [10], general solutions for reducing 
congestion are strongly demanded. 

In our work, we introduce the concept of mass user support [5, 6] in order to 
avoid the unintentional traffic congestion caused by use of navigation systems. 
Mass user support provides information services to users, or groups, or mass that 
go beyond conventional personal services. Although conventional services only 
considers utility for individual users, mass user support considers not only the 
sum of personal services provided to individual users but also interactions among 
users. The purpose of mass user support is to increase utility for individuals and 
for society as whole, and without increasing the benefit to society by sacrificing 
benefits to individuals. That is to say, mass user support requires some kind of 
social coordination that leads to mutual concessions among users [5]. 

In road transportation systems, the best solution that maximizes the per- 
formance of the system is not necessarily required. The reason is that, if the 
performance of road transportation systems can be improved slightly by mass 
user support, the profit to society is immeasurable because of the large-scale of 
road transportation systems. Even if a reduction traffic congestion is marginal, 
we can derive the following benefits: i) direct reduction of economic loss, ii) 
a decrease in the harmful effects from pollutants in exhaust gas, and iii) a more 

^ The Vies Center [14] collects, processes and edits information about traffic con- 
gestion, road control, and other traffic information in real time, and then provides 
road traffic information in words and graphics through communications and broad- 
cast media (FM multiplex broadcasting and beacons). Drivers can receive traffic 
information via navigation devices installed in vehicles. 
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comfortable driving enviroirmeirt for drivers. Moreover, a service based on mass 
user support is required to provide irot only an increase of utility but also fair- 
ness among risers, stability of the service, transparency of the mechanism, and 
robustness against disturbance because mass user support deals with many users 
at the same time. 

In our research, we aim to increase individual’s utility and social benefits of 
road transportation systems by decreasing traffic congestion. For this purpose 
we propose a simple route guidance mechanism based on mass user support that 
promotes a mutual concessions among users autonomously. Using multiagent 
simulation, we examine the effect of our proposed mechanism from the following 
two points of view, i) as the drivers using our proposed mechanism increases, the 
efficiency, e.g., travel time from their origins to their destinations, should increase 
monotonously, ii) the efficiency of drivers using our proposed mechanism should 
always be better than that of the drivers using other mechanisms. 

Traffic ffow is represented so that each link (each road between intersections) 
is divided into several blocks and a velocity-density relationship is applied to 
each block. We apply multiagent simulation on our traffic ffow model to confirm 
the cause of traffic congestion caused by the route choice based on personal user 
support, and to examine the effect of our proposed route choice mechanism. 



2 Multiagent Modeling 

2.1 Traffic Model 

In our work, we constructed a traffic ffow model as simply as possible in order to 
examine interdependency between traffic congestion and route choice behaviors 
in road transportation systems. Therefore, we did not consider the following 
factors: traffic signals (i.e., stopping at a red lights), waiting for oncoming cars 
when making turns at intersections, turn lanes, multi-lanes, overtaking, blind 
allies, U-turn in lanes not at intersections. 

In our traffic ffow model, a road between intersections is called a link, and 
is divided into several blocks. The length of a block is equal to the distance 
that a vehicle runs at free flow speed Vf of the link during one simulation step. 
After division of a link, an order is assigned to each block from downstream to 
upstream. Concerning the block assigned to be the i-th, we define Ki as the 
density of block i, Li as the length of block i, Ni as the number of the vehicles in 
block z, and U as the feasible speed of vehicles in block i. Here, Ki is the division 
of Ni by Li. In block z, U is revised based on Greenshield’s V-K relationship, 
described as 

= ( 1 ) 

where Kjam is jam density, which means the minimum density prevents vehicles 
in a traffic jam from moving. In this simulation, we set these coefficients as Vf = 
13.89 and Kjam = 0.14. 

The process of the flow calculation between the two neighboring blocks i and 
z -I- 1 is as follows. At every step, the speed of vehicles in each block is revised 
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Fig. 1. Direction of vehicle’s movement of and revision of blocks 



according to the V-K relationship, and then vehicles move forward based on this 
speed. The vehicle’s movement is processed from downstream to upstream as 
shown in Fig. 1. Based on vehicle j can move forward. When vehicle j moves 
into block i from block f + 1, its speed changes to Vi from Vi+\. If Ki is exceeds 
jam density Kjam, no vehicles can move into block i from block f + 1. After the 
movement of vehicle ji in front of vehicle j 2 , if vehicle ji is within a distance 
that allows vehicle j 2 to move forward at the speed of vehicles Vi, vehicle j 2 
approaches vehicle ji to the minimum distance between two cars. Although 
vehicle j 2 has enough speed to move further, it must stay behind vehicle j\. At 
the next step in block i, when Vj is revised based on Ki, vehicles can accelerate 
or slowdown to Vi immediately regardless of the speed in the previous last step. 

In terms of applying the Q-K or V-K relationship to each block, the method 
of flow calculation in our model to is similar to that of the Hybrid Block Density 
Method [2, 12]. Although the Hybrid Block Density Method treats traffic flow 
as a continuum, i.e., with a continuous approximation of vehicles, our method 
treats each individual vehicle discretely, i.e., a multiagent approach. In terms 
of treating each individual vehicle discretely, our model is similar to the Nagel- 
Schrekenberg model [8] . However, using that model to deal with large-scale road 
transportation systems is difficult. The number of blocks increases as the scale 
of systems becomes larger because the length of a block is fixed to one vehicle. 
Accordingly, computational cost for calculating state of all blocks increases sig- 
nificantly. By contrast, in our model, computational cost can be controlled by 
extending the length of a block because the length of one block can be variable. 
Therefore, our model is suitable for dealing with phenomena caused by route 
choice behaviors in large-scale traffic transportation systems. 

2.2 Route Choice Behavior 

We prepared three types of drivers in examining route choice behavior. The first 
and second types are well-known and easy-to-understand because they simply 
attempt to minimize travel distance or travel time. The third type is our pro- 
posed mechanism based on the concept of mass user support. This mechanism 
is assumed to be used in an ubiquitous computing environment because it is 
necessary to communicate for route information sharing. 
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Shortest Distance Route The drivers using the shortest distance route (SD) 
decide a route based on their knowledge of a map without information about 
traffic congestion. The drivers using the SD simply choose the route that provides 
the shortest distance from their origin to their destination. They only consider 
the distance of a link and search for the shortest route for that distance. 



Shortest Time Route The drivers using the shortest time route (ST) decide 
a route based on their knowledge of a map and information about current traffic 
congestion. The drivers using the ST represent the dynamic route choice based 
not only on map information but also on current congestion information about 
the entire network at anytime as obtained from a traffic information center 
(e.g., Vies Center) via vehicle equipment. They search fro the route that has 
the shortest travel time from their origins to their destinations, and revise their 
routes whenever they approach an intersection. 

A driver using the ST is assumed to receive information about the current 
traffic density of all blocks from a traffic information center via vehicle equip- 
ment. They consider the expected travel time of a link as calculated based on 
the current density of each block as follows. First, the speed on block i is cal- 
culated based on the V-K relationship with density Ki. Next, the passage time 
of block i is calculated based on length Li of block i and speed Vi on block i. 
Finally, the passage time of a link is calculated by summing the passage time of 
all blocks on the link. We define expected travel time ETTi as the summation 
of the passage times of all blocks on link 1. Drivers using the ST search for the 
shortest route based on the expected travel time from their current position to 
their destination at every intersection. 



Shortest Time Route with Route Information Sharing The drivers using 
the shortest time route with route information sharing (RIS) choose a route 
based on their knowledge of a map, information of current traffic congestion, 
and accumulative information about the routes of other drivers using RIS. The 
drivers using RIS also search for their routes and revise them whenever they 
approach an intersections. The difference between RIS and ST is that the drivers 
using RIS share their route information from origins to destinations. This sharing 
can be achieved easily by communication with a route information server via 
devices, e.g., cellular phone. The route information server needs to be the same 
as that of traffic information center. 

First, drivers using RIS searches the shortest route from their origins to their 
destinations in the expected travel time. Then, the drivers notify the route in- 
formation server of their routes. The route information server collects the routes 
of all drivers using RIS, and assigns passage assurance of a driver to a link based 
on their routes, current positions, and destinations as follows. Passage assurance 
means the degree of assurance that a driver will pass through a link in the fu- 
ture. We define passage assurance PAij of driver j to link I as follows. If a route 
passes through p links from driver’s current position to a destination, the route 
information server assigns a order to each link from the destination to driver’s 
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Fig. 2. Example of total passage assurance calculation for each link 



current position on the route. Next, the route information server divides the 
order by p and regards it as the weight of a link. For example, 1/p is assigned 
a link including a destination, 1 {=p/p) is assigned to a link including a current 
position. ^ 

Furthermore, we define total passage assurance TPAi as the sum of the 
passage assurances of all drivers to link 1. The route information server calculates 
TPAi as, 

TPAi=EleRis PAi,k, ( 2 ) 

where RIS is the set of the drivers using the RIS. 

Fig. 2 shows an example of calculating total passage assurance of all links. 
Driver 1 has the route through six links 6, 5, 4, 3, 2, 1 from a current position 
on link 6 to a destination on link 1. Based on the current position, destination, 
and route of driver 1, passage assurances for link 1 to 7 of driver 1 are calculated 
as 

= 1/6, P7li,2 = 2/6, = 3/6, 

= 4/6, PAi,5 = 5/6, PAi,6 = 6/6, (3) 

PAi,7 = 0. 

Driver 2 has the route through three links 4, 3, 2 from current position on link 
4 to a destination on link 2. Similarly, passage assurances of link 1 to 7 of driver 
2 are calculated as 



PA2,2 = 1/3, PA2,3 = 2/3, PA2,i = 3/3, 
P^2,l = P^2,5 = P ^2fi = P A2^7 = 0. 



In this model, we assume that there are driver origins and destinations on links. 



2 
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link 1 




Fig. 3. Simple road network with two routes 



According to the passage assurances for links 1 to 7 of drivers 1 and 2, total 
passage assurances of link 1 to 7 are calculated as 

TPAi = 1I6,TPA2 = 2/3, TP As = 7/6, 

TPA 4 , = 5/3, TP As = 5/6, TPAq = 1, (5) 

TPAr = 0. 

The route information server provides the total passage assurance of all links 
for the drivers using RIS. Finally, we define the prospective traffic volume PTVi 
of link I as the product of ETTi and {TPAi + 1.0). Drivers using RIS search 
the shortest route in the prospective traffic volume from their current positions 
to their destinations. 

In this mechanism, route information server needs to know the route from 
a current position to a destination for each driver. However, the route information 
server does not need to know which drivers pass through the route. Accordingly, 
this mechanism has the advantages of anonymity and simplicity. 

3 Computer Simulation 

3.1 Simulation Settings 

At first, in order to evaluate the effectiveness of our proposed route guidance 
mechanism in various conditions, we performed simulation in some combinations 
of the ratio of three route choice types. Specifically, we prepared three kinds of 
combinations of three route choice types. In Cases 1 and 2, we treated simple 
situation to examine how the drivers using ST and RIS would perform only with 
the drivers using SD. In Case 1, we omitted the drivers using RIS, and altered the 
ratio of the drivers using SD and ST. On the other hand, in Case 2, we omitted 
the drivers using ST, and altered the ratio of the drivers using SD and RIS. In 
Case 3, we fixed the number of the drivers using SD to 20%, and altered the ratio 
of the drivers using ST and RIS. This last setting is based on an estimation of 
the future use of traffic information systems as traffic information will be easier 
for many drivers to access because of the wide spreading of navigation systems. 



Effect of Using Route Information Sharing 



93 



link I 




linkB 



Fig. 4. Simple road network with four routes 



link 1 





Fig. 6. Radial and ring network 



Next, in order to evaluate the effectiveness of our proposed mechanism in 
different configurations of road networks, we used two kinds of road networks. 
One network was a simple one in that all drivers could choose one route from 
two, four, or six routes to reach a destination. These configurations are shown in 
Figs. 3, 4, 5, and described in Table 1. In the case of the simple road networks 



94 



Tomohisa Yamashita et al. 



Table 1. Conditions of the simple network and the radial and ring network 





simple network 


radial and 




2 


4 


6 


ring network 


Number of links 


16 


22 


28 


40 


Number of nodes 


14 


18 


20 


24 


Number of vehicles 


1200 


1530 


1860 


1650 


Total length (km) 


125.9 162.9 200.0 


173.1 



with four routes, links 1 and 3 have the same length, and links 2 and 4 also have 
the same length. In the case of the simple road networks with six routes, links 1, 
3, and 5 have the same length, and links 2, 4, and 6 also have the same length. 
The length of links 1, 3, and 5 is slightly longer than that of links 2, 4, and 6. 
The route origin of a driver was assigned randomly to any block on link A or 
B in Figs. 3, 4, and 5. If the origin of a driver is on link A, the destination was 
assigned to any block on link B. On intersections 1 and 2, a driver chooses from 
two, four, or six routes. Most links had a standard capacity except links 1 and 
2 in Fig. 3, links 1 to 4 in Fig. 4, and links 1 to 6 in Fig. 5. The capacity of 
links 1 and 2 was 1/2 of that of standard links. The capacity of links 1 to 4 was 
1/4 of the standard capacity. The capacity of links 1 to 6 is 1/6 of the standard 
capacity. That is to say, although the number of routes between intersection 1 
and 2 was increased, the total capacity of routes from intersection 1 to 2, and 2 
to 1 was not increased. 

The other network is the radial and ring network described in Fig. 6 and 
Table 1. In this road network, all links had the same capacity. The origin of 
drivers’ route were assigned randomly to any block on link A to H in Fig. 6. 
And then, their destination were assigned to any block on a symmetric link. For 
example, if the origin was assigned to link B, the destination was assigned to 
link F. 

In order to make the vehicle density in all networks the same value, we 
arrange the number of vehicles based on each total route length. At every sim- 
ulation step, twenty vehicles were generated randomly on links A or B in the 
simple road networks, or on links A to H in the radial and ring network. Af- 
ter reaching their destinations, drivers returned to their points of origin. And 
then, the drivers returned to their destinations again. All drivers repeated these 
round-trips throughout the simulation. 

To compare our simulation results for the different road networks, we defined 
the ideal travel distance, the ideal travel time, and the travel time efficiency. The 
ideal travel distance of a driver was defined as the distance from an origin to 
a destination when a driver passes through the shortest route for the distance. 
The ideal travel time was defined as the time required from an origin to a des- 
tination when a driver passes through the shortest route for the distance at free 
flow speed. The travel time efficiency was defined as the ratio of the actual time 
taken to travel from an origin to a destination and the ideal travel time. 
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3.2 Simulation Results 

In estimating the results of simulations conducted under the conditions of various 
ratios of drivers types and the configurations of road networks, we especially 
focused on a comparison of the average travel time efficiency of the drivers using 
SD, ST, and RIS, and that of all drivers. The results of our simulation based 
on the average of 10 trials are shown in Figures 7 to 18. In these graphs, the 
horizontal axis is the ratio of the drivers using ST or RIS, and the vertical axis 
is the average travel time efficiency. 

Figures 7, 8, and 9 show the results in the simple network with two routes. 
Figure 7 shows the average travel time efficiency in Case 1, i.e., averages of the 
drivers using SD, ST, and all drivers. The efficiency of drivers using ST in almost 
was equal to 1.0 when the ratio of the drivers using ST was 20, 30, and 40%. 
After 50%, as the ratio of the drivers using ST increased, the efficiency of the 
drivers using ST increased to 1.12 gradually. On the other hand, as the ratio 
of the drivers using ST increased, the efficiency of the drivers using SD and all 
drivers decreased steadily until 60% and then remained constant. Figure 8 shows 
the average travel time efficiency in Case 2, i.e., averages of the drivers using SD, 
RIS, and that of all drivers. Until the ratio of the drivers using RIS was 70%, 
the efficiency of the drivers using RIS declined relatively. After that, that of the 
drivers using RIS rose slightly. As the ratio of the drivers using RIS increased 
similarly to Case 1, the efficiency of the drivers using SD and all drivers decreased 
monotonously. Figure 9 shows the average travel time efficiency in Case 3, i.e., 
the efficiency of the drivers using SD, ST, RIS, and that of all drivers. Until 
the ratio of the drivers using RIS was 60%, there were no significantly changes 
in the efficiency of the drivers using SD, ST, RIS, and that of all drivers, and 
their values were similar. After 60%, although the efficiency of the drivers using 
SD increased and that of the drivers using ST decreased, no significant changes 
occurred in that of the drivers using RIS and that of all drivers. 

Figures 10, 11, and 12 show the results for the simple network with four 
routes. Figure 10 shows the average travel time efficiency in Case 1. The efficiency 
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Fig. 9. Average travel time efficiency for Case 3 in simple road network with four 
routes 
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Fig. 10. Average travel time efficiency 
for Case 1 in simple road network with 
four routes 



Fig. 11. Average travel time efhciency 
for Case 2 in simple road network with 
four routes 



of the drivers using ST continued rising monotonously from beginning to end. 
Until the ratio of the drivers using ST was 50%, the efficiency of the drivers using 
SD and that of all drivers fell steadily, and then increased slightly. After 50%, all 
of them were almost the same. Figure 11 shows the average travel time efficiency 
in Case 2. Until the ratio of the drivers using RIS was 30%, the efficiency of the 
drivers using RIS rose slightly. After that, the efficiency of the drivers using RIS 
went down slightly. Until 50%, the efficiency of the drivers using SD and that of 
all drivers dropped steadily from beginning to end. Figure 12 shows the average 
travel time efficiency in Case 3. Until the ratio of the drivers using RIS was 
60%, the efficiency of all decreased steadily. After 60%, however the efficiency 
of the drivers using SD went up slightly, the rest remained almost constant. 
Furthermore, the efficiency of the drivers using RIS was worse than all others 
before a 60%. After that, that of the drivers using RIS was better than that of 
the others. Throughout the simulation, all of them were very close. 
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Fig. 12. Average travel time efficiency for Case 3 in simple road network with four 
routes 
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Fig. 13. Average travel time efficiency 
for Case 1 in simple road network with 
four routes 



Fig. 14. Average travel time efficiency 
for Case 2 in simple road network with 
four routes 



Figures 13, 14, and 15 show the results for the simple network with six 
routes. Figure 13 shows the average travel time efficiency in Case 1. Similarly to 
the simple network with four routes, the efficiency of the drivers using ST kept 
rising monotonously from start to finish. Until the ratio of the drivers using ST 
was 50%, the efficiency of the drivers using SD and that of all drivers reversed 
from decreasing to increasing. After 50%, the efficiency of all were very close. 
Figure 14 shows the average travel time efficiency in Case 2. Until the ratio 
of the drivers using RIS was 30%, the efficiency of the drivers using RIS rose 
marginally. After that, the efficiency of the drivers using RIS declined slightly 
except for a steep jump at 80%. Throughout, the efficiency of the drivers using 
SD and that of all drivers fell steadily. However, alike the efficiency of the drivers 
using RIS, that of the drivers using SD and that of all drivers jumped at 80%. 
Figure 15 shows the average travel time efficiency in Case 3. Except for jumps 
when the ratio of the drivers using RIS was 10 and 40%, the efficiency of all 
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Fig. 16. Average travel time efficiency 
for Case 1 in the radial and ring network 



Fig. 17. Average travel time efficiency 
for Case 2 in the radial and ring network 



declined gradually. Although the efficiency of the drivers using RIS was a little 
better in 20 and 30%, almost all were equal. 

Figure 16, 17 and 18 show the result in the radial and ring network. In the 
graphs in Fig. 16 and 17, there are partially dashed lines. This means that values 
for the travel time efficiency of these parts was not valid. In the conditions that 
0 to 10% drivers use the ST and the rest use the SD, 80% of all vehicles were 
caught in deadlock. In our traffic simulation, deadlock was defined as meaning 
that vehicles in the top of a link cannot move into the next links because these 
are filled completely with other vehicles . Furthermore, the vehicles in the top of 
those next links also could not move into the following links for the same reason. 
Under conditions of deadlock, no drivers reached thier destinations even once, 
so the travel time efficiency could not be calculated accurately. 

Figure 16 shows the average travel time efficiency in Case 1. After 20%, the 
efficiency of the drivers using ST increased slightly and steadily. At first, the 
efficiency of the drivers using SD and that of all drivers dropped dramatically. 
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After the ratio of the drivers using ST was 80%, that of all of them declined 
marginally. Figure 17 shows the average travel time efficiency in Case 2. Although 
the shapes of lines for the efficiency of the drivers using SD and that of all drivers 
were similar to these in Fig. 16, that of the drivers using RIS decreased slightly 
and steadily. Fig. 18 shows the average travel time efficiency in Case 3. From 
beginning to end, all of the efficiencys continued to decrease steadily. Until the 
ratio of the drivers using RIS was 50%, the efficiency of all were ranked in 
ascending order as the drivers using ST, all drivers, the drivers using RIS, and 
the drivers using SD. After that, the rank was changed to the drivers using ST, 
the drivers using SD, all drivers, and the drivers using RIS. 



4 Discussion 

In this section, we discuss the effect of our proposed mechanism on the efficiency 
of the drivers using it and on all systems. 

At first, concerning the results in the simple network with two routes, results 
suggest that no reduction of traffic congestion was obtained by the increased of 
the drivers using RIS because the travel time efficiency of the drivers using RIS 
and all drivers given in Fig. 8 was not always better than that of the drivers 
using ST in Fig. 7. Furthermore, Fig. 9 did not show a change for the drivers 
using RIS and all drivers. However, the reason no improvement was obtained 
by using the RIS was not a failure of the RIS. In our simulation, we used the 
assumption that drivers repeatedly went to their destinations and return to 
their origins throughout the simulation. The introduction of the RIS prevents 
the cause of traffic congestion by drivers simultaneously concentrating on one 
route where no traffic congestion exists currently. Our assumption of the drivers’ 
round-trips between origins and destinations resulted in a deviation of caused 
traffic congestion. 



100 



Tomohisa Yamashita et al. 



In the simple network with two routes, there are two sides. One side includes 
link A and intersection 1, and the other includes link B and intersection 2. During 
generation of vehicles from the beginning of the simulation, if the inflow from 
one side (e.g., side A) is more than that from the opposite side (e.g., side B), 
the vehicles moving from side B to A increases some steps later. As vehicles 
are generated, if traffic congestion is caused in the routes from side B, feasible 
outflow from side B to A decreases, i.e., the vehicles moving from side B to 
A will decrease some steps later. At that time, feasible outflow from side A to B 
is kept high because the number of vehicles in side A decreases. And then, the 
vehicles in side B increase because to return from side A to B takes a short time, 
while to return from side B to A because of traffic congestion takes a long time. 
As a result, traffic congestion is caused in both of the two routes from side B 
to A. Therefore, in Case 3, the increase of the number of the drivers using RIS 
didn’t improve the travel time efficiency of the drivers using SD, ST, RIS, and 
that of all drivers although traffic congestion caused by drivers simultaneously 
concentrating on one route out of two could be avoided. 

Secondly, concerning the results for the simple networks with four and six 
routes, traffic congestion was reduced with the increased use of the driver using 
RIS. In Figs. 10 and 13, as the number of the drivers using ST increased, the 
travel time efficiency of the drivers using SD and all drivers was improved until 
the ratio of the drivers using ST was 50%, the efficiency of all drivers became 
worse. The reason is that the drivers using the ST often concentrated simulta- 
neously on one route that the traffic information system told them that had less 
traffic congestion than other routes. In contrast, in Fig. 11 and 13, as the number 
of the drivers using RIS increased, the travel time efficiency of the drivers using 
RIS and SD became better except before the ratio of the drivers using RIS was 
30%. The drivers using RIS can improve their efficiency, the drivers using SD 
and all drivers more than that the drivers using ST in relatively high low ratio 
of the drivers using RIS. Without the drivers using ST, our proposed mecha- 
nism achieved a mutual concession among the drivers using the SD and RIS. In 
Fig. 12 and 15, the efficiency of the drivers using SD, ST, RIS and all drivers 
was improved as the ratio of the drivers using RIS rose. Although the efficiency 
of the drivers using RIS was not always better than those of the drivers using 
SD and ST, differences between the efficiency of the drivers using RIS and the 
other types were slight. The drivers using RIS were able to avoid concentrating 
simultaneously on one specific route with the minimum expected travel time. 
Even with the interaction between the drivers using ST and RIS, our proposed 
mechanism also achieve a mutual concession among the drivers using SD, ST 
and RIS. The efficiency of the drivers using RIS roughly satisfied with the two 
features that we require. Therefore, we can say that our proposed mechanism 
works efficiently for both each individual utility and the whole system in the 
simple networks with four and six routes. 

Next, concerning the results in the radial and ring network, traffic congestion 
was improved as the ratio of the drivers using RIS increased. In Fig. 16, as the 
ST increases, the travel time efficiency of the drivers using ST becomes worse. 



Effect of Using Route Information Sharing 101 



On the other hand, in Fig. 17, as the ratio of the drivers using RIS increased, 
the efficiency of the drivers using RIS became better. Without the drivers using 
ST, our proposed mechanism achieved a mutual concession among the drivers 
using SD and RIS. 

As shown in Fig. 18, as the ratio of the drivers using RIS rose, the travel time 
efficiency of all was improved monotonously. Similar to the results in the simple 
networks, the drivers using RIS were able to avoid concentrating simultaneously 
on one specific route. The difference is that the travel time efficiency of the 
drivers using ST was always better than that of the drivers using RIS and SD 
was better than that of the RIS after the ratio of the drivers using RIS was 50%. 
Therefore, with the interaction between the drivers using ST and RIS, making 
a concession to the drivers using the ST did not improve the efficiency. The 
reason is that in the radial and ring network a driver using RIS had to take the 
longer route when that driver gave up to move on the short route. 

Here, we take up these relationships between the drivers using ST and RIS 
in the travel time efficiency, i.e., i) as the number of the drivers using RIS in- 
creased, the travel time efficiency of the drivers using ST and RIS was improved 
monotonously, and ii) the travel time efficiency of the drivers using ST was al- 
ways better than that of the drivers using RIS. These relationships satisfy the 
conditions of the social dilemmas [1]. According to Dawes, the social dilemmas 
are required to satisfy the following conditions. Suppose that each of N players 
has a choice between two strategies, contributing (Cooperate: C) or not con- 
tributing (Defect: D) to a group. Let D{m) be the payoff of a player choosing D 
when m players choose C, and let C{m) be the payoff of a player choosing C 
when m players choose C. The D choice is dominant strategy for each player, 
i.e., each player obtains a better payoff by choosing D than C regardless of the 
number of the players choosing C. 

D{m) > C{m + 1). (6) 

If all players choose their dominated C strategies, the outcome is more profit 
than the outcome when every player chooses D. 

C{N) > D{0). (7) 

The payoffs of a player choosing both D and C are monotone increasing functions 
of TO, i.e., whichever the player chooses; the more the player chooses C, the more 
the payoff obtained. 

D(to -I- I) > D(to) and C{m + 1) > C{m). (8) 

In the radial and ring network, if cooperative behavior is regarded as being 
the use of RIS and defective behavior as the use of ST (and SD), the transition 
of the travel time efficiency of the ST and RIS satisfies the conditions of a social 
dilemma. The reason is that the travel time efficiency of all drivers increases as 
the drivers using RIS increases, and the drivers using ST always obtain greater 
efficiency. Actually in the radial and ring network a mutual concession among the 
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drivers using RIS, i.e., avoiding the congested route and each taking the longer 
route, reduced traffic congestion on the whole system. However, the drivers using 
ST can pass through the shorter distance without heavy traffic congestion and 
can only improve it own the travel time efficiency at the expense of a mutual 
concession among the drivers using RIS, i.e., mutual avoidance of the shorter 
route in both distance and time. Although the drivers using RIS improves their 
travel time efficiency and that of all drivers, the other drivers’ time efficiency 
are better than the drivers using RIS because the drivers using ST and SD 
free-ride contribution of the drivers using RIS. Therefore, we can say that our 
proposed mechanism works efficiently for the whole system but not efficiently 
for the individual utility of the drivers using it in the radial and ring networks. 

To construct an effective mechanism based on route information sharing, we 
must improve our proposed mechanism. Currently, it is very simple because the 
route information server receives route information from individual drivers, cal- 
culates the prospective traffic volume, and returns macro information to them. 
Our proposed mechanism has many variables in determining the passage assur- 
ance, the total passage assurance, and the prospective traffic volume. Moreover, 
it doesn’t regard current traffic congestion and the intention and status of drivers. 
Therefore, if our mechanism is designed more precisely, it will be able to improve 
the efficiency of drivers using it and that of all other drivers. 

However, in the radial and ring network, we observed that the route choice 
behaviors created the problem of the social dilemmas. The drivers using SD and 
ST free-ride the mechanism based on mass user support making a mutual con- 
cession. To develop the mechanisms that can continue improving the travel time 
efficiency monotonously as their number increases will not be difficult. However, 
to develop the mechanisms that can achieve the better travel time efficiency of 
the divers using RIS over that of the others will be significantly difficult. In order 
to solve the social dilemmas presented by route choice behaviors, we need to con- 
struct new types of route navigation mechanisms. Because the social dilemmas 
have been taken up in various research fields, we can apply that knowledge to 
our mechanism, and then we will be able to acquire new solutions suited to the 
features of traffic flow. 

5 Conclusion 

In this paper, we proposed a route guidance mechanism with route information 
sharing. The aim of our proposal is to improve the traffic efficiency of both in- 
dividual drivers and whole systems. With multiagent modeling, we constructed 
a simple traffic flow model based on the V-K relationships. Three types of route 
choice behavior were prepared: the Shortest Distance (SD), the Shortest Time 
(ST), and the Shortest Time with Route Information Sharing (RIS), are pre- 
pared. To examine the effect of this mechanism in various conditions, we used 
three cases of the ratio of the drivers using SD, ST, and RIS, and two kinds of 
road networks. One kind of network was the simple one with two, four, and six 
routes from origin to destinations. The others were radial and ring networks. 
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From simulation results, we found that i) in the simple networks with four and 
six routes, the RIS works efficiently, ii) in the radial and ring network, the RIS 
can promote a mutual concessions, and can improve the efficiency of the drivers 
using RIS and all drivers. However, a social dilemma situation was caused, and 
then the drivers using ST and SD free-rode the drivers using RIS. Therefore, 
for the drivers using RIS to achieve the best travel time efficiency was difficult. 
Based on these results, we discovered the necessity of modifying our proposed 
mechanism and constructing new types of mechanisms to conquer the social 
dilemmas in route choice behaviors. 
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Abstract. Dial-a-ride systems are attracting attention as a new style 
of transportation systems for urban areas. While it has been reported 
that such systems improve the usability of bus systems when applied in 
a small town or area, it is not obvious how and under what conditions 
the systems are effective in comparison to traditional fixed-route bus 
systems. We conducted two computer simulations of dial-a-ride and fixed- 
route systems in order to compare the usability and profitability of both 
systems. Simulation results indicated that: (1) The usability of the dial- 
a-ride system with a fixed number of buses drops very quickly when 
the number of requests(demands) increases. (2) When we increase the 
number of buses proportionally to the number of demand, the usability 
of the dial-a-ride system is improved more significantly than that of the 
fixed-route system. (3) When frequency of demands is sufficiently, the 
dial-a-ride system is a reasonable solution from the both usability and 
profitability perspectives. 



1 Introduction 

Dial-a-ride is a door-to-door public transport service for individuals who, be- 
cause of a disability, are prevented from using transports, the city’s fixed-route 
bus service. It is a system in which a passenger calls a control center of buses 
and tells his/her destination; and the center re-plans route of an appropriate bus 
to service the request. 

The dial-a-ride system is also attracting attention as a new public trans- 
portation system that provides convenient transportation for disabled persons 
while solving traffic-jams in urban areas. It is, however, applied to limited and 
small-scale cases for the following several reasons: 

— It is difficult to handle a huge number of passengers with many buses. Gen- 
erally, the problem of finding an optimal assignment of a passenger’s request 
to a bus is a NP-hard problem. 
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~ Traditional fixed-route systems cannot obviously be replaced by the dial-a- 
ride system. Especially, it is not well-studied how the usability of the dial-a- 
ride system changes when the number of passenger increases compared with 
the fixed-route systems. 

Many researchers have already attacked the first issue. Assignment of passen- 
gers’ requests and planning bus routes is considered a variation of the traveling- 
salesman problem[\, 2] and the vehicle routing problem[3, 4, 5, 6, 7]. Various 
optimization techniques are used to solve the problem. [8] and [9] makes use of 
local search and tab search, respectively. Simulated annealing and GA has also 
been applied in [10, 11]. Complexity of calculation has been investigated by [12]. 

In addition to these studies, various studies have addressed the dial-a-ride 
problem from the following various perspectives: 

— comparison of performance under various constraints on buses: 

Many studies [13, 3, 14, 15, 16] have investigated changes of performance 
when the dial-a-ride system is run with various numbers of buses. 

— on-line and off-line algorithms: 

Various operation research techniques have been applied to solve assignment 
and re-routing problems under on-line and off-line conditions [17, 18, 13, 19, 
20 ]. 

— relation to other traffic constraints: 

[21] investigated how the dial-a-ride system interacts with other long- 
distance transportation systems such as trains. [22] addressed the relation 
between efficiency of buses and town size. [18, 23] took traffic conditions into 
account to evaluate the performance of dial-a-ride systems. 

On the other hand, however, few studies have examined the problem from the 
viewpoint of the second issue stated above. Currently, dial-a-ride systems serve 
mainly disabled persons. It is difficult for the system to garner sufficient rev- 
enue from passengers’ fees because the number of disabled persons is limited. 
We should conceptualize a way for traditional fixed-route system users to use 
the dial-a-ride system to increase the number of passengers. For that purpose, 
a comparison of usabilities of fixed-route and dial-a-ride systems is necessary 
in order to determine the conditions in which the dial-a-ride system will pro- 
vide a better solution for whole social systems. This article, shows the results 
of a comparison of the usability of both of fixed-route and dial-a-ride systems 
by simulations of transportation in a virtual town. In the rest of the article, 
we formalize the problem of dial-a-ride systems in Section 2 and in Section 3 
describe a detailed setup of simulations. Finally, simulation results are shown 
and analyzed in Section 4. 
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2 Formalization 

2.1 Dial-a-Ride System 

There are several frameworks of dial-a-ride systems according to styles of ac- 
cepting demands^ and policies of bus routing. Two major style variations are: 

Reservation Style: 

A passenger calls and makes a request to the bus control center a certain 
period ahead of the requested departure time. For example, a passenger must 
make a reservation one hour before riding. 

Real-Time Style: 

A passenger can make a request when she wants to ride: that is, she simply 
calls the control center when she wants a ride. 

This study presumes, we suppose the real-time service because it can be ap- 
plied more generally to various conditions that include the usage of fixed-route 
systems. 

Bus routing policy also has some variations. For example, here are two typical 
policies: 

Basic-Route with Optional Detour Routes: 

A bus mainly follows a basic route; it turns onto predefined optional de- 
tour routes according to passengers’ requests. A passenger can embark or 
disembark at anywhere along these routes. 

Free-Routing: 

A bus can runs on any road in a certain area. A passenger can embark or 
disembark anywhere in the area. 

We focus on free-routing In these policies, because it provides the most impor- 
tant service of the dial-a-ride system. 

2.2 Usability and Profitability 

As stated in Section 1, the purpose of the simulation is to compare usabilities and 
profitabilities of dial-a-ride and fixed-route systems. Generally, the evaluation of 
such criteria is difficult because usabilities depend on subjective factors and 
profitabilities may change according to social conditions. In order to avoid these 
difficulties and to enable such evaluation by simulation, we simplify usabilities 
and profitabilities in order to allow them to be handled quantitatively as follows. 

For usability, we focus on the primary purpose of a bus system, that is, to 
provide a way for a passenger to get to his/her destination as quickly as possible. 
From this point of view, usability can be defined as follows: 

Usability: average elapsed time from when a demand is told to the bus 
center until the demand is satisfied. 



^ We call the passenger’s request to ride from somewhere to another place as a demand. 
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Note that we use the time when the request is made instead the time when the 
passenger departs, because we need to compare dial-a-ride and fixed-route sys- 
tems under the same conditions. In the case of a fixed-route system, a passenger 
goes to a bus-stop when he/she needs a ride. This means that the elapsed time is 
measured from then. Thus, we use the same measure in the case of a dial-a-ride 
system. 

In addition, we suppose that a passenger never transfers buses. The first rea- 
son is that it is difficult to measure physical and mental costs of the transfers. 
People may use a slower bus route instead of a faster one when the latter one 
requires many transfers. This implies that we need to interpret such costs in us- 
ability, which by definition is measured in term of time. To avoid such complexity, 
we do not consider cases in which a passenger transfers buses. 

Profitability is formalized as follows. The profit (or deficit) of a bus company 
depends on maintenance, fuel and labor costs, and fare incomes, which vary in 
terms of social and economic conditions. In addition, fare-pricing causes sec- 
ondary social effects by which the number of passengers changes. Therefore, it 
is difficult to directly quantify profitability. Instead, we simplify it as a balance 
between fare revenue and cost, where revenue and cost change in proportion to 
the number of passengers and buses, respectively. In other words, profitability is 
defined as follows: 

Profitability: the number of demands that occur in a unit period per 

one bus. 



2.3 Virtual Town 

In order to prepare field for the simulation, we compose a virtual town as follows: 

— Streets in the town are arranged in a grid pattern as in Kyoto and New York 
City. 

~ The town shape is a square. 

— All stops are at the crossings. 

~ There are no traffic jams. 

— A bus goes through, turns left or right at a crossing with the same duration. 

— There are no limitations in the passengers capacity per bus. 

— Getting on and off buses requires no time. 

In this virtual town, demands occurs under the following conditions: 

— Demands occur at a constant frequency. 

~ Departure and destination points are decided randomly. (All positions of 
crossings in the town have the same probability of being departure or desti- 
nation points.) 

— If a passenger can reach his/her destination on foot faster than riding a bus, 
the passenger refuses to use a bus. In this case, the time to walk is treated 
as the elapsed time to satisfy the demand. 

— A passenger does not transit buses. 
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3 Simulation Setup 

3.1 Fixed-Route Systems 

The usability of a fixed-route systems varies according to bus-routes. It is difficult 
to find the optimal set of routes to cover a town theoretically because it is affected 
by many factors such as number of buses, average bus speed, number of routes, 
the shape of the town, and so on. Therefore, we apply a genetic algorithm (GA) 
in order to determine a semi-optimal set of routes. 



Individual of Fixed- Route Systems In this simulation, an individual of GA 
consists of a set of bus-routes. We suppose that the number of routes is fixed, and 
that just one bus runs on one route. Therefore, the number of buses is equal to 
the number of routes. There are two route types: normal routes and loop routes. 
On a normal route, a bus runs back and forth between two terminals. On a loop 
route, a bus circulates in a loop. 



Evaluation of Usability As mentioned in Section 2.2, usability is measured 
by average time needed to satisfy a demand (ATGD). When a passenger decides 
which route to use, the ATGD (^demand) calculated as. 

'^demand = (-^src + -^dst)/^walk 

+-^route/ (-^b US X Vs) 

+Vs/^b US’ (1) 

where Lsrci ^dst’ '^bus distances between a departure-point and 
an embarkation stop, between a disembarkation stop and a destination point, 
and between the two stops, respectively. Troute length of the whole 

route. F^alk ^us walking speed and bus speed; is the num- 

ber of buses per a route^. In the equation, the first, second, and third terms of 
the right-hand side indicate “walking time” , “average waiting time at bus stop” , 
and “riding time on bus”, respectively. 

Because we evaluate the best performance of an individual (a set of bus- 
routes), the individual searches for the best route from a set of routes and de- 
termines the best combination of stops to embark and disembark for a given de- 
mand. Note that evaluation includes ATGD of the case where a passenger chooses 
to walk the whole journey to the destination because walking is faster than using 
a bus. In this case, Thorite -^bus assumed to be zero; Lsrc + .^dgt is equal 
to the distance between the departure-point and the destination-point. 

As mentioned above, is fixed to be 1 in this simulation. 
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Fig. 1. Mutation pattern 



Alternation of Generations A generation consists of 100 individuals. Each 
individual is evaluated by calculating average ATCD based on Eq. 1 using 50 
randomly generated demands. Then, the top 10 individuals are selected and 
survive to the next generation. The next generation consists of 10 survivors, 70 
descendants generated from the survivors (7 descendants per a survivors), and 
20 new randomly-generated individuals. 

Individuals in the last population (and in the initial generations) are gener- 
ated as follows: 

1. Two terminal points are chosen from all crossings in the town randomly. 

2. A type of route is chosen from normal and loop. 

3. When the route is the normal type, then the route connects the two terminals 
by ‘L’- and ‘T ’-shape paths. When the route is the loop type, the route forms 
a rectangle whose two diagonal apexes are the two terminals. 

Descendants are generated by mutation and cross-over described as follows; 

Mutation We restrict mutation within the following four patterns to guarantee 
that a mutated bus route is a valid route. 

Pattern A (Fig. 1-A) : If a route connects two adjoining crossings by 
a direct edge, replace the edge is replaced by a detour of three edges 
(and its inverse transformation). 

Pattern B (Fig. 1-B) : If a route connects two diagonal crossings of 
a block by two edges, the two edges are replaced by other two edges 
of the block. 

Pattern C (Fig. 1-C) : If a route has a branch that goes between two 
adjoining crossings directly, the branch is shortened. 
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Fig. 2. Cross-over 



Pattern D (Fig. 1-D) : In the case of a normal route, a terminal is 
moved to on an adjoining crossing and extends/shortens the route. 

When a descendant is generated from a parent individual, up to one mutation 
occurs per route^. 

Cross-Over Cross-over is realized by exchange routes between survivors’ descen- 
dants as shown in Fig. 2. Note that the cross-over changes only the combination 
of routes, not routes themselves. 



Acquired Routes Figure 3 shows examples of routes acquired by GA. These 
examples are the best individuals of the 10,000th generation, where the number 
of routes is 3 and the ratio of bus and walking speed varies from 8 to 256. 
Figure 3 shows that the town is roughly covered by three ’L’-shape routes when 
the bus speed is slow, while the routes come to cover almost all crossings when 
the speed increases. These results indicate that the proposed GA method can 
yield reasonable semi-optimal routes for a given condition. 

^ Because most mutations change the usability for the worse, the probability of im- 
proving usability becomes very low when we apply multiple mutations per route. 
Therefore, we restrict the number of mutations to one per route. 
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Fig. 3. Semi-optimal fixed-routes acquired by GA 



3.2 Dial-a-Ride System 

For simulation of a dial-a-ride system, we must solve the problem of how to 
assign a new demand to buses and to re-plan a path for each bus. This is a kind 
of dynamic traveling salesman problem. Moreover, the problem includes more 
complex constraint in which each demand is refused when the expected arrival 
time is overdue for its deadline^. Therefore, it is hard to find the optimal as- 
signment in a reasonable time. Instead, we take a way to find a semi-optimal 

Deadline of a demand is defined as the latest time the demand should be completed. 
In our simulation, the deadline is the time when the demand will be completed if 
the passenger walks me entire distance to his/her destination. 
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assignment by using an approximation method called successive best insertion 
(Fig. 4) described as follows: 

1. Each bus stores assigned demands in a via-point queue, in which an assigned 
demand is divided two way-points: the departure point and destination point, 
which are inserted at appropriate positions. The bus always runs toward 
a way-point at the top of the queue, and removes it from the queue upon 
arrival. We suppose that the order in the queue is not changed after the 
assignment. 

2. Each bus also satisfies its expected time to complete each assigned demand. 
The expected time is calculated by supposing that the bus will run according 
to the current queue of via-points. 

3. When a new demand occurs, each bus searches for the best positions to 
insert two via-points of the demand, which minimizes the cost, that is, the 
sum of the total delay of existing demands and expected time to complete 
the new demand. If the deadline of an existing or new demand expires by 
the insertion, the bus reports it has no solution. 

4. The bus control center assigns the demand to a bus whose cost is the min- 
imum of all buses. When all buses report no solution, then the demand is 
refused. 

4 Simulation Result 

We conducted various simulations of both bus systems using the following pa- 
rameters: The size of the town is 11x11, and the ratio of walking and bus speeds 
is 1 : 8. 



4.1 Case 1: Fixed Number of Buses 

In the first simulation, we evaluate the case in which a fixed number of buses are 
used in both systems. Figure 5 shows changes of ATCD of both systems using 
three buses when the number of demands per unit time increases. In this figure, 
a strait horizontal line indicates the ATCD of the fixed-route system. The ATCD 
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Fig. 5. Changes of average time needed to satisfy a demand in the case of three buses 



Changes of Rejection Ratio by Demand Frequency 




demand frequency 

Fig. 6. Changes of ratio to refuse demands in the case of three buses 



of the fixed-route system does not change according to the number of demands 
because we do not consider time to get on and off. 

On the other hand, the ATCD of the dial-a-ride system starts with a small 
value in the case of few demands and increases immediately over the fixed-route 
system. This means that usability of the dial-a-ride system with the fixed number 
of buses quickly decreases when the number of demands increases. The reason for 
this change for the worse in the dial-a-ride system is that most of the demands 
are refused when many demands occur. Figure 6 shows changes in the ratio of 
refused demands. As indicated in this graph, the refusal ratio of the dial-a-ride 
system decreases more quickly than that of the fixed-route system. 
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# of bus (in log scale) 



Fig. 7. Changes of average time to complete a demand when the prohtability is fixed 
(the number of buses increases constantly according to the number of demands) 



4.2 Case 2: Fixed Profitability 

In the second simulation, we evaluate the case in which profitability of the sys- 
tems is fixed. As defined in Section 2.2, profitability is the number of demands 
occurring in a unit period per bus. Therefore, in this simulation, we increase 
the number of buses according to the number of demands while maintaining 
a certain ratio of demands and buses. 

Figure 7 shows the simulation results. In the figure, two thick lines indi- 
cate performance of the fixed-route systems. The upper thick line shows the 
case of a normal fixed-route system in which a passenger decides a route 
according to the expected ATCD of each route. The lower thick line is 
the case of a TIS(Traflic Information System)-supported fixed-route sys- 
tem. This case is discussed later. Other thin lines indicate performances of 
dial-a-ride systems with various profit-abilities. The profitability varies from 
(# of demands in unit period) /(# of buses) = 1 to 16. The graph plots changes 
of ATCD in each case by the number of buses. This figure shows that the usabil- 
ities are improved in each case. In Addition, improvement of dial-a-ride systems 
comes more quickly than fixed-route systems. In both systems, the usabilities are 
improved because a passenger is provided many choices in reaching his/her des- 
tination. In addition, because the dial-a-ride system provides more flexibility to 
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fit passenger’s demands, the improvement is greater than that of the fixed-route 
system. 

4.3 Case 3: Comparison with TIS-Supported Fixed-Route Systems 

Iir the previous simulatioir, we assume that a passenger decides a route according 
only to the expected ATCD of routes iir a fixed-route system. This is a reasoirable 
assumption when a passenger does irot know when the next bus of each route will 
come. However, the usability of this fixed-route system can be improved using 
recent TIS. Suppose that there are many possible routes that provide similar 
ATCDs for a demand and that a passenger can kirow the exact time for the next 
bus of each route at any stop by TIS. In this case, the passenger can calculate 
a more accurate time to satisfy his/her demand for each route instead of the 
average oire. Usiirg the accurate value, he/she can choose a more appropriate 
route. 

The lower thick hire in Fig. 7 indicates performance of this case. As shown in 
the graph, usability is improved by the TIS support. This improvement becomes 
obvious when the number of buses increases. Nevertheless, the usability of the 
dial-a-ride system offers an advantage when the number of buses is large. 

4.4 Case 4: Fixed Profitability with Converged Demands 

In the previous three cases, we assumed that demands occur uniformly in any 
place in the virtual town. This is, however, not realistic because a town generally 
has several centers such as a train station and a shopping center, where demands 
converge. We conducted a simulation rising converged demand to reflect such 
a condition in the simulation. 

In the simulation, we assume that there is a center of convergence of demands 
in the middle of the town. When a demand is generated, one of departure point 
or destination is the center in a certain ratio, called convergence ratio. 

Figure 8 shows results of the simulation when the convergence ratio is (a) 0.5 
and (b) 0.9. Compared these graphs and Fig. 7, we can see that the advantage 
of dial-a-ride systems in the usability becomes more obvious when the conver- 
gence ratio is high. For example, when a dial-a-ride system supposes profitability 
((# of demands in unit period) / (# of buses)) is 16, its usability becomes better 
than the fixed-route system with TIS at the number of buses is 64 in Fig. 8 and 
16 in Fig. 7-(b). 

5 Discussion and Conclusion 

In conclusion, we can summarize features of a dial-a-ride system compared with 
a fixed-route system from simulations in previous section, as follows: 

~ When the number of buses is fixed, the usability of the dial-a-ride system 
degrades quickly when the number of demands increases. On the other hand. 
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(a) convergence ratio = 0.5 




Fig. 8. Changes of average time to complete a demand when the prohtability is fixed 
with converged demands 



usability of the fixed-route system is stable against changes of the number of 
demands until buses become full. For usability, in other words, we can choose 
the dial-a-ride system with a fixed number of buses only when frequency of 
demands is very low. This is bad news for the dial-a-ride system because it 
is difficult to keep usability at a reasonable level by the dial-a-ride system, 
while more and more demands are required for profitability. It is, therefore, 
not true that “dial-a-ride systems will be profitable when we have sufficient 
demands” . 
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~ When the number of buses increases with the fixed profitability, usability of 
the dial-a-ride system is improved more quickly than the fixed-route system. 
Therefore, even if the case where usability of the dial-a-ride system is worse 
than the fixed-route system in the case of low frequent demands because 
of keeping the high-profitability, it gets better when the demand frequency 
increases. 

The following open issues about the simulation remain: 

— Correspondence with Real Values: Parameters in simulations shown in 
this article are abstracted so that it is difficult to make a correspondence with 
realistic values of actual phenomena. For example, we need to investigate the 
ratio of bus and walking speeds, and to use an actual town map in which is 
complicated compared with grid pattern town. 

— Collaboration with other Transportation: In the actual transportation 
in urban areas, we use several transportations at the same time. Usability 
of a bus system should be evaluated in conjunction with other systems like 
trains. 

~ Comparison between Transferable Bus System and Dial-a-Ride: 

In this simulation, the assumption that passengers cannot transfer buses 
is applied. If passengers can transfer the buses, can the usability of fixed 
route systems become better than that of dial-a-ride systems? Furthermore, 
from the point of view of applying dial-a-ride systems to real world, the 
combinational systems of dial-a-ride and fixed route systems may be required 
actually. 

— Inconstant Demands: The simulation described here evaluate systems 
only under the condition where demands occur constantly. Inconstant and 
intermittent occurrence of demands like ’rush-hours’ are general phenom- 
ena for transportation systems. In such cases, a simulation must address 
a framework to switch bus systems. 
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Abstract. This paper shows the agent based simnlation with changing 
roles in the social dilemma game, that is, the Tragedy of the Common. 
The Tragedy of the Common is known to treat the problem that is 
how to manage the limited common resource. To control the usage of 
a common resource, the levy based control strategy is employed. The 
role of the charging-agents are introduced to charge the levy to other 
agents in the proposed simulation. The levy based control strategy can 
be expected to avoid the dilemma situations even if the agents obey 
the individnal rationality. However, to introduce the charging-agents, it 
should be considered that who became the charging-agents and how to 
make the charging plan as the levy against the activities of the agents. To 
solve the problems, it is proposed that the agents have both activities as 
the normal players and the charging role. The agents in the game can play 
the both roles. Namely, the proposed agents can change the role between 
the normal player and the charging-agent autonomously according to the 
situations. Concerning to adjusting the charging plan, the plan is created 
by the GA based on the proposed evaluation methods. The evaluation 
methods include the effects of the conflict between the charging-agents to 
prevent the selfish behavior. Throughout the experiments, the effects of 
the changing roles and the formation of the charging plan are examined. 



1 Introduction 

Agent based social behavior simulations are research field that treats complex 
game situations and examines artificial intelligence [1] [2]. Social dilemmas are 
one of the complex game situations and suite to examine the intelligence of 
agents [3]. In this paper, the Tragedy of the Common [4], which is one of the 
social dilemmas, is treated in the agent-based simulation. In this game, players 
use common limited resources to get the reward. If players behave based on the 
individual rationality, all players will face to tragedies loosing higher payoff. To 
avoid such tragedies, players have to make the relationship between other agents 
to prevent the selfish behaviors or change the problem structure, for example, 
changing the payoff functions. In the simulations of the Prisoner’s Dilemma and 
the n-persons dilemma game, to avoid the selfish behavior, extended agent’s 
abilities and several social norms were introduced [8]. The results of these ap- 
proaches will be enough to avoid the dilemma situations if almost agents in the 
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societies can possess the assumed abilities and norms. However, the simulated so- 
cieties become more complex, that is, the properties of the agents become more 
heterogeneous, we should be prepare the another types of approach to avoid 
the dilemma situations. The changing problem structure can be thought as one 
of such other approaches. In this paper, to avoid the dilemma situations, the 
approach of the changing problem structure is employed. That is, the charging- 
agents are introduced to control the levy that changes the received rewards of 
the players [5]. 

Because it is important who acts the role of the charging-agents in real soci- 
ety, the agents in the social simulations should possess the decision mechanism 
that includes the selection of the role. Therefore, it is proposed that role of the 
charing-agent is treated as one of the activities of the players. Namely, the player 
will select the role of the charging-agent if the expected revenue exceeds than 
the expected rewards when the agent acts as the player. Another problem for 
introducing the charing-agent is how to set the plan of the levies charged to 
the activities of the players. To acquire the levy plan, the Genetic Algorithm 
is applied. Based on the evolutionary acquisition of the levy plan and the deci- 
sion mechanism including the selection of the role, the effects of the interactions 
between the charing-agents and the agents are examined in the Tragedy of the 
Common game. In the next section, the problem structure of the Tragedy of the 
Common is introduced. Then the proposed approach is described. 



2 The Tragedy of the Common 

The Tragedy of the Common [4] is famous game problem as one of the n-persons 
social dilemmas [6]. This game enables for us to analyze the behaviors of players 
sharing common limited resources. Owing to the common resources are limited, 
higher activity of agents to get the higher payoff will become to bring lower 
payoff. The one of the general form of the payoff function in the Tragedy of the 
Common [4] is as follows; 

Payoff {a,, TA) = a,{\A\ xN-TA)- 2a, (1) 

where, Payof f{ai,T A) is the payoff of agent i. Ui denotes the degree of 
activity of agent i. TA is the total activities, aj. A is the set of the activities. 
N is the number of the agents. 

The example of the payoff function [7] is shown as follows; 

Payoff {a,, TA) = a,(16 - TA) - 2a, (2) 

where, TA = ai + a 2 + 03 + 04 . Here, 4 agents participate and 4 degrees of the 
activities, Oi G {0, 1, 2, 3}, is supposed. The payoff values based on the function 
becomes like as Table 1. 

Let’s consider the game in which the player decides own activity based on 
the individual rationality. The game assumes the activity of agents consuming 
the limited common resources. Therefore, the payoff becomes will decrease when 
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Table 1. Example payoff table of the Tragedy of the Common 



Total activities of the agents except agent i 



1 

2 

3 



0123456789 
13 12 11 10 9 8 7 6 5 4 

24 22 20 18 16 14 12 10 8 6 

33 30 27 24 21 18 15 12 9 6 



total activities increase. However, the agent i will increase the activity against 
any total activity of other agents, because the agent i can increase own pay- 
off until the total activity of the agents reaching 11 in the example. Namely, 
the strategy of higher activity always dominates the strategy of lower activity. 
Thus all players will decide to increase their activities based on the individual 
rationality. Thus the decisions based on the individual rationality will cause the 
limited common resources being exhausted and the payoffs will become decrease 
accroding to the total activities. Finaly, the agents will be face to the tragedy. 
In the example, the tragedy arises when total activities reached 12. That is, the 
payoff can’t incease even though the agent i increases the activity from 2 to 3. 

The characteristic of the game is known that no technical solution exists. 
Therefore, to solve this game, players should change the individual rationalities 
to other types of rationality or problem structures should be changed to payoff 
function. One of the objectives of the agent-based simulations is examined what 
kinds of rationalities and extended problem structures can avoid social dilemmas 
like as the tragedies. In this paper, the architecture of the proposed simulation 
method is belonging to the extension of the problem structure. Namely, the 




Activity of Agent / 



Fig. 1. Graphical view of example payoff value in Tablel 
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charging-agent is introduced to prevent the agents causing the tragedy. The 
detail of the proposed approach is described in next section. 

3 Approach 

To solve the social dilemma, the levy based control strategy is introduced (Fig. 
2). In this strategy, the property of the levy plan is important. Apparently, it will 
be enable to fix the suitable levy plan by analyzing the game properties. Then 
the plan can be embedded in the simulation beforehand. However, one of the 
purposes of the agent-based simulations is the examination of the autonomous 
property of the agents in social environments. Therefore, the autonomous ac- 
quisition of the suitable levy plan is desirable. To acquire and control the levy 
plan according to the situations, the role of charging-agent is introduced. It is 
defined that the charging-agent can broadcast the levy plan and get the revenue 
by charging the levies to the activities of the agents. To realize the social sim- 
ulation based on the charging-agent approach, we have to treat two problems, 
that is, who becomes the charging-agents and how to manage the levy plan. To 
treats the problems, it is proposed that the decision making includes not only the 
selection of the activity but also the selection of the role of the charging-agent. 
Therefore, it is expected to emerge the role of the charging-agents autonomously 
according to the situations. To adjust the levy plan, the GA is used to modify 
the plan in each agent. The evaluation function for the GA reflects the compe- 
tition between the charging-agents. The simple rule to create the competition 
between the charging-agents is proposed to prohibit the charging-agent behaving 
selfishly and adjust the levy plans. The details of the architecture of the agents 
are described in the following subsections. 

3.1 Architecture of Agents 

The group of agents is represented by N. N = {1,2, ... ,n}. The activities of 
the agent is represented by A = (o^, a^, . . . , a^, a'^^} . It is assumed is 

higher activity than a* in the Tragedy of the Gommon game. The element of the 
activity, means the agent acts as the role of the charging-agent. Namely, the 
agent can select the role of the charging-agent as one of the activities. 

The decision making for selecting the role of the charging-agent is based on 
the levy plan. Each agent prepares the levy plan for becoming the charging- 
agent. Using the own levy plan, the agent evaluates the expected revenue for 
deciding the agent should become the charging-agent or not. If the agent selects 
the charging-agent role, the levy plan is broadcasted to other agents. According 
to the possible activities as the normal agent, the agent evaluates the expected 
payoffs by referring the broadcasted levy plans and the payoff function. After the 
evaluations, the decision-making for selecting the activity carries out to maximize 
the expected incoming among the expected rewards and revenue. The details of 
the levy plan are described in the next subsection. The decision-making method 
are mentioned later. 
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Fig. 2. Schematic view of the levy based control strategy 



3.2 Levy Plan and Charging Rule 

The levy plan consists of the values of levies, {Lv^,Lv ‘^, . . . , Lv^}, corresponding 
to the activities, {a^, . . . , a^}. Namely, the levy, Lv^ charges to the payoff of 

the activity, a*. 

The levies can change the rewards of normal agents by charging the original 
payoff values. The received reward becomes the difference between the payoff 
value and the charged levy. Therefore even if the agents decide their activities 
based on the individual rationality, the suitable levy plan will be possible to 
prevent the activities exhausting the limited common resources. However, it is 
remained that the problem is how to set the suitable levy plan. The issue is con- 
nected to the planning policy of levies. In this approach, the individual rationality 
is employed for the planning policy. Namely, the objective of the charging-agent 
is to maximize the revenue. The reason of adopting the individual rationality is 
simplicity. The policy doesn’t ask the charging-agent to have a specific cooper- 
ative rationality. However, the policy of the charging-agent is afraid to increase 
the levies selfishly. To inhibit the selfish behavior of the charging-agent, the sim- 
ple rule for charging the levy is introduced. The charging agent can receive the 
levy value against an activity if the applied levy value becomes the lowest levies 
among the other charging-agent’s levies and the lower than the payoff value 
for the agents. Otherwise, the received value become 0. It means that only one 
charging-agent can receive the levies against an activity. Thus simultaneously 
emerged charging-agents have to compete each other to get the levy values by 
setting the low levy values. This simple rule can be expected to inhibit the selfish 
behavior of the charging-agent. 
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To search the suitable levy plan, the genetic algorithm is applied. The details 
of the evolution of the levy plan are mentioned later. 

3.3 Decision Making and Revising Process 

To determine the activity of the agent, the revising process is prepared. In this 
game, the payoff is varied by the other agent’s activities, that is, TA. Therefore, 
it is difficult to determine the activity without the information of the other 
agent’s activities. Instead of the decision simultaneously among the agents, the 
process for deciding the activities in turn is introduced. The process is named the 
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revising process. The revising process consists of the fixed length of steps. In each 
step, one of the agents randomly selected. The selected agents can decide the 
activity referring the other agent’s activities and the broadcasted levy plans. To 
decide the activity, the agent calculates the expected rewards and the expected 
revenue. The expected rewards corresponding the activity, a* can be obtained 
from the following equation. 

Reward{a^) = Payof f{a^ A) — (3) 

Where, is the minimum levy value among the broadcasted levy val- 

ues. Namely, in the proposed method, more than one agent can become the 
charging-agent. Therefore, some levy plans are simultaneously broadcasted. For 
example, the levy plans, Lvk and Lvh, are broadcasted from the agent k and h 
respectively. Among the several levy values corresponding the activity a®, it is 
supposed only the minimum levy value can be charged to the activity and only 
the proposed agent of the levy value receives the incoming levy. For example, if 
Lv\. € Lvk is smaller than Lv\^ G Lvh, the agent k can receive the incoming levy 
Lv]^. If no charging-agent exist, is treated as 0. The competition between 

the charging-agents is also expected to prohibit the selfish behavior among the 
charging-agents. 

Concerning the expected revenue, Revenuek, of the charging-agent, k, the 
value can be obtained from the following equation. 



Revenuek 



where 






L'vl 



if Lv\ = 

0 otherwise 



(4) 



In the above equation, |A®| means the number of agents taking the activity a*. 

Because the competition between the charging-agents, the expected revenue 
will be increased if the prepared levy value, Lv'^, becomes 

Throughout the calculations for the expected rewards and the expected rev- 
enue, the activity is selected to maximize the incoming value. If the expected 
revenue exceeds the expected rewards, the agent selects the role of the charging- 
agent. Otherwise, the agent acts as the player selecting the activity corresponding 
the maximum expected reward. 

After the one agent decides the activity, another agent, that is selected ran- 
domly, will decide the own activity based on the determined other’s activities in 
the revising process. The length of the revising process is assumed to be enough 
for that one agent can revise the own decision in several times. When the revising 
process is over, the final decisions of the agents are applied to the game. Then 
the rewards and the revenue are decided. To avoid the tragedy situations, it is 
required that the suitable levy plans are broadcasted in the revising process. To 
acquire the suitable levy plan, the genetic algorithm is applied. 
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Activity 



Fig. 4. Relation between the payoffs and levy plan concerning reward, levy and loss 



3.4 Evolution of Levy Plan 

To make the suitable levy plan, the genetic algorithm is applied. Each agent 
has the population of the chromosomes and the genetic algorithm works in each 
agent. The chromosome consists of the blocks. Each block is decoded to the value 
of levy in the levy plan. In the following simulation, the value of the levy is en- 
coded by binary representation in the block. A levy plan decoded from one of the 
chromosome is used in the game. After the game, the agent using the levy plan 
will get the reward and revenue. The evaluation of the levy plan is based on the 
reward, revenue, and the following loss value. Here, the genetic operations will 
work the chromosomes to increase the incoming values. The evaluation strategy 
includes the competitiveness with other charging-players. That is the loss value. 
The loss ,LosSi, of agent i is determend as follows: 



LoSSi = ^{Lvl - Lv^rniu)\^^\ ( 5 ) 

3 

Using the reward, the revenue and the loss, the evaluation of the chromosome, 
which generates the levy plan, is defined as follows. 

Reward{ai) + Revenue 

hji = 



LosSi 



( 6 ) 
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In this evaluation, the loss value represents the inferiority of the levy value 
comparing to the minimum levy. If the other charging-agent sets the lower levy 
value than the value of one agent against an activity, the agent can’t receive the 
levies even if the agent becomes the charging-agent. Therefore, the agent having 
higher value of the loss will lost the chance to become the charging agent. The 
loss value in the evaluation function is expected to make the chance to become 
the charging agent role for several agents. 

To increase the score of the evaluation function, the lower loss value is re- 
quired. However, the lower loss value means that the revenue becomes small. 
Thus, it isn’t easy to make the suitable levy plan to increase the evaluation 
function. Some kind of the strategic plan will be required. For example, even if 
the revenue become small corresponding to an activity, the sum of the total levy 
as the revenue will become large when the number of the normal agents selecting 
the activity is increased. To realize the such situation, the levy plan must have 
the property to collect the selection of agents against a specific activity. 

In the simulations, the game is iterated in several times against to the same 
levy plan, because the averaged evaluation value would like to be considered. 

After the evaluation values are fixed for all of the chromosomes, the genetic 
operations are applied. Namely, the crossover, the mutation and reproduce are 
applied in turn. 

4 Simulation 

To confirm the effectiveness of the proposed methods for avoiding the tragedy 
situation in the social dilemmas, the simulation is executed. The payoff function 
is set as follows; 



N' 

Payoff, = a^{\A\ x iV' - ^ - 2«* (7) 

3 

where N' is the number of agents excepting the number of charging-agents. 

Two cases of the number of agents, 12 agents and 30 agents, are simulated. 
The activities for each agent are 5 for 12 agents, 6 for 30 agents and 
Each agent has 30 chromosomes. According to the decoded plan, the game. 
The tragedy of the common, is iterated 10 times for averaging the rewards and 
revenues. In each game, 4 times for revising chances are given for each agent. 
The averaged evaluation values in the iterated games are given as fitness of the 
chromosomes. The crossover and mutation are applied the chromosomes. The 
crossover rate is 1.0 and the mutation rate is 0.05. Under these parameters, the 
evolution of the levy plans in the agents are proceeded until 50 generations. The 
calculation time is about 8 hours for one simulation with Pentium 4, 1.5 GHz. 

The example of the evolution process with 30 agents are shown in Fig. 6, Fig. 
7 and Fig. 8. Fig. 6 is the progress of the averaged score value corresponding the 
equation. 6. The score value is relatively increased according to increarsing the 
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Fig. 5. Each agent applies genetic algorithms to acquire suitable levy plan 



averaged reward (Fig. 7) and suppressing the fractuation of the averaged loss 
value (Fig. 8). 

The examples of the aquired levy plans are shown in Fig. 9 in the case of 12 
agents and Fig. 10 in the case of 30 agents. 

In Fig. 9, the bold line represents the levy plan of the major agent becoming 
the charging-agent. The major levy plan has one specific point to become lowest 
levy value. Other values are relatively high. Therefore, the plan has the property 
to collect the selection of the normal agents in the specific activity. The plan can 
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Generation 



Fig. 6. Progress of averaged score with 30 agents 



get the higher revenue by the multiplication of the small levy and the number 
of gathered agents. 

The same type of properties can be observed in the acquired plans in the case 
of 30 agents. In the Fig. 10, the bold lines are the major agents to become the 
charging-agents. The plans represented the bold lines have the specific point set 
up the lower levies. When the agents becomes the charging-agents, they will get 
the higher revenues from the specific points by gathering the selection of other 
agents. 

It is interesting that the emergent properties of the levy plans are acquired 
throughout the competition between the emergent charging-agents. The acquired 
strategy in the levy plans can be observed in the result of the selection rates in 
Fig. 11. In this graph, the selection rates according to the activities includes 
the activity as the role of the charging-agent, a-ch, are shown in the cases of 6 
agents, 12 agents and 30 agents. If the charging-agent doesn’t exist, it is obvious 
that all agents will select the highest activity. The simulated results show that 
the rate of the highest activity are suppressed and selection rates are gathered 
in 2nd higher activity. Namely, the worst tragedy situation can be avoided. The 
selection rates of the charging-agent are varied according to the size of agents. 
The rate becomes higher when the size of agents decrease. The reason can be 
considered as when the size of the agents becomes large, the difficulty of the 
acqisition is inceased in each agent. 
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Generation 



Fig. 7. Progress of averaged reward with 30 agents 



Another interesting phenomena can be observed in the revision process. The 
example of the revision process is shown in Fig. 12. In this figure, Charge means 
that the agent selects the role of the charging-agent and others are quantity of the 
activity for the normal agents. In the decision process, at first, two agents select 
the highest activity because no charging-agent exists. When one agent selects 
the role of the charging, after all agents select 2nd higher activity because the 
highest activity is charged huge levy. When the decision turn of the charging- 
agent comes, the agent tries to select the highest activity. The behavior is just 
the free-rider. However, another agent becomes the charge role, then the free- 
rider agent is abandon to change 2nd higher activity. The levy plan of the current 
charging-agent may be inferior. Two agents select the role of the charge. Three 
agents compete each other as the charging-agents. Finally, two agents remain 
as role of charge but one charging-agent is abandon. From this result shows 
that the charging-agents emerged autonomously according to the situation to 
suppress the free-rider and selecting the highest activity. 

The remaining problem is that the selfish behavior of the charging-agents are 
suppressed or not. In Fig. 13, the averaged revenue of the charging-agents and 
the averaged rewards of the agents are compared in the case of 30 agents. The 
result is showm that the both values become same value. Namely, the selfish 
behavior of the charging-agent perfectly suppressed by the competition between 
agents. 



132 Keiji Suzuki 




1 11 21 31 41 

Generation 

Fig. 8. Progress of averaged loss with 30 agents 




Fig. 9. Example of aquired levy plans in case of 12 agents. The bold line represents 
the plan of a major agent becoming the charging-agent 
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Fig. 10. Example of aqnired levy plans in case of 30 agents. The bold lines represent 
the plans of major agents becoming charging-agents 
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Fig. 11. Selection Rates of the activities. P6 is the case of 6 agents. P12 and P30 are 
the cases of 12 agents and 30 agents respectively 



5 Conclusion 

This paper shows the agent based simulation with changing roles in the social 
dilemma game, the tragedy of the common. To control the usage of a com- 
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Fig. 12. Example of the revising process in 6 agents 
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Fig. 13. Comparison ofbetween the averaged rewards of the players and the averaged 
revenues of the charging-agents 



mon resource, charging-agents are introduced in the game. The objective of the 
charging-agents is to get the revenue from the agents according to their activi- 
ties. To introduce the charging-agents, it should be considered that who became 
the charging-agents and how to make the charging plan of levies against the ac- 
tivities of the agents. Therefore, it is proposed the decision making of the agents 
that includes the role of the charging-agent. Namely, the agents can select one ac- 
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tivity from the role of the charging-agent and the activities for the normal agent. 
The selection is obey the individual rationality. The agent selects the extended 
activities to maximize the incoming value among the revenue and rewards. If 
the agent selects the role of the charging-agent, the levy plan of the agent is 
broadcasted. The broadcasted plans are influenced to the selections of the other 
agents. To select the role of the charging-agent, there is no restriction. Thus, 
some charging-agents can coexist simultaneously. Such simultaneously existing 
charging-agents compete each other to get the levies based on the introduced 
rule. The rule is introduced to prevent the selfish behavior of the charging-agents. 
Namely, the rule is that only a charging-agent agent setting a minimal levy value 
can get the levies form the normal agents. Thus, the agents trying to become 
the charging-agent make the suitable levy plan by GA to get the higher revenue 
even if the levy values in the plan keep the minimal value against the other 
agents. Throughout the simulations, the acquired levy plans have the strategy 
to collect the small levy values effectively. That is, only a specific activity point 
is set the levy to minimal value and others are relatively set higher values. Then 
the charging-agent can effectively collect the levy from the specific activity. The 
effect of the strategy influences to avoid the worst tragedy situation. It is in- 
teresting that the property of the strategy in the acquired levy plan emerged 
from the interactions between agents based on the simple rule concerning the 
competition. 

Another interesting point is observed in the process of the decision making. 
In this simulation, the revising process is introduced. In the revising process, the 
role of the charging-agents are emerged autonomously according to the situation. 
Ordinarily, in the revising process, the charging-agents compete each other. From 
the simulation result, it can be observed the interesting phenomena that one 
agent try to become the free-rider using the property of the levy plan. Namely, 
at first, one charging-agent suppress the other agent’s activities to lower. After 
all of the other agents suppressed to lower activities, the charging-agent gets 
the chance to receive the highest reward by being back to the normal agent and 
selecting the highest activity. 

Concerning this simulation model. The last question may be related to which 
roles has advantage to receive the incoming value. The examination result to 
compare the incoming values between the normal agents and the charging-agents, 
the incoming values becomes just same value. Namely, there is no advantage 
existing concerning to the roles, the result can be considered to be made by the 
competition between the charging-agents. 

In this paper, it is shown that one of the simulation model based on the 
changing structure of the game and the results of the proposed mechanism to 
change the game structure by agents itself. The proposed mechanism can be 
consider the approach to extend the ability of the agent based simulations. 
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Abstract. In this research, we propose group dynamics that promotes 
cooperative behavior in the so-called Social Dilemmas and enhances the 
performance of systems. If cooperative behavior among self-interest indi- 
viduals is established, effective distribution of resources and useful allo- 
cation of tasks based on coalition formation can be realized. In order to 
realize group dynamics, we extend the partner choice mechanisms for 2- 
IPD to that for N-person Dilemma game. Furthermore, we propose group 
split based on metanorm. As a result of simulations with an evolutionary 
approach, we confirm i) the establishment and maintain of cooperation, 
and ii) the enhancement of the performance of the systems consisting of 
self-interest players by group dynamics based on mutual choice in the 
Social Dilemmas. 



1 Introduction 

In this paper, we propose in group dynamics that enhance the performance of 
systems consisting of self-interest individuals in Social Dilemmas. 

The question of how cooperative behaviors among self-interest individuals 
are established without central authority has been taken up by the researchers 
in many fields, e.g. economics, politics, sociology, social psychology, computer 
science and so on [3]. In a group (a gathering of individuals without a binding 
agreement), is cooperative behaviors of self-interest individuals always promised? 
It is difficult to promote cooperative behaviors in the case that an individual can 
always acquire a higher payoff by non-cooperative behaviors to the group regard- 
less of other members’ behavior although cooperative behaviors of all individuals 
for the group maximizes the payoff of all members [14]. This situation is generally 
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called the Social Dilemmas [8] , where free-riders who choose non-cooperative be- 
haviors decrease the total reword in the group. A lot of researchers have used the 
Iterated Prisoner’s Dilemma (IPD) as the model of Social Dilemmas to explore 
the potential emergence of mutually cooperative behaviors among non-altruistic 
individuals. In the society, this problematic situation is often observed in re- 
source distribution and task allocation without central authority. Self-interest 
individuals do not take cooperative behaviors for maximizing the payoff of the 
group because they prefer the individually best outcome to the collectively best 
outcome. 

Because generally institutional approach, e.g. the introduction of sanctioning 
systems, provides second-order dilemmas, it is not an adequate solution of the 
original dilemma [18, 19]. Therefore, in this research we consider the solution 
of social dilemmas that don’t cause second-order dilemmas. Therefore, if some 
mechanisms without central authority prevent free-riders from joining coopera- 
tive groups, the total reword in the group can be increased and the performance 
of the systems can be enhanced. In this context, group dynamics, which does 
not require the existence of central authority, is one of the most important in- 
teractions in order to promote cooperation. 

In this paper, in order to realize effective group dynamics in dilemma situa- 
tion, we use the mutual choice mechanisms [13] as the basic interaction for group 
dynamics, which is the matching mechanism of game opponents in a multiple 2- 
person Prisoner’s Dilemma (2-PD). The conventional partner choice mechanisms 
for matching two persons are extended to that for matching N persons. As the 
dilemma situation in each group, an N-person dilemma game is used. Further- 
more, we propose a group split rule based on mutual choice metanorm [2]. The 
effect of our proposed group dynamics on the establishment of cooperation and 
the enhancement of system performance is confirmed through an agent-based 
simulation with evolutionary approach. 



2 Partner Choice Mechanisms 

A lot of studies on the Social Dilemmas assumed that individuals have no con- 
trol over which opponents they play. However, if one individual keeps choosing 
a defect, the others may cease maintaining their relationship with that individ- 
ual rather than keep choosing a defect against his defect. It is important for an 
individual to choose not only to cooperate or defect but also with whom to play 
the game [5, 14]. Actually, social interactions are also often characterized by 
choosing partners. Examples of partner choice are easy to find in the real world; 
the establish and rupture of diplomatic relations in international society, the be- 
ginning and suspension of business transactions in the corporate community, and 
the connecting and breaching of relationships in human relations. Partner choice 
is an endogenous matching mechanism, where players can choose the partners by 
themselves. On the other hand, if an exogenous matching mechanism is applied, 
partners are determined by round robin, random matching and grid neighbor- 
hood among other methods. Although there are many kinds of partner choice 
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Fig. 1. Outline of decision-making of player i in group formation based on mutual 
choice 



mechanisms, in this research we take up unilateral choice and mutual choice to 
realize group dynamics. 

2.1 Unilateral Choice 

In unilateral choice, the PD game has to be played if at least one partner chooses 
to play the PD game [9]. Hauk and Nagel [9] found with the unilateral choice 
setup that intending defectors are more likely to try to avoid a match than 
intending cooperators. 

2.2 Mutual Choice 

In mutual choice applied as partner choice, the PD game is played between two 
individuals only if both individuals mutually agree to play the game [1, 12, 13]. 
Stanley et al. [12] confirmed that, although full cooperation is the most fre- 
quently observed population structure may arise where, several other population 
structures everyone is inactive. 

There are various partner choice mechanisms besides unilateral and mutual 
choice, e.g. ostracism [10] and exit option (opt-out) [6] . These mechanisms are 
also suitable for the establishment of cooperation. In ostracism, each individual 
decides whom to exclude from the group, and in exit option, each individual 
decides whether to leave the group. However, these mechanisms cannot realize 
group dynamics, including group split, because they only represent the relation- 
ship between an individual and a group. 

3 Group Dynamics 

Group dynamics in the dilemma situation is modeled as a two stage game. The 
first stage is group dynamics, where players choose group members. The groups 
are determined through group dynamics, i.e., the population of all players is 
partitioned. A group is defined as a subset of the overall player set. Each player 
can join only one group at the same time. The order of decision-making for 
group dynamics is set as random. According to this order, the players make 
decisions for group dynamics one by one, and then groups are gradually formed. 
The second stage is the dilemma game. In groups consisting of two or more 
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players, players play the dilemma game with their group members. The result 
of the dilemma game in a group is independent of the players in other groups. 
In groups consisting of a single player, the player acquires a fixed payoff. 

3.1 Group Formation Based on Unilateral Choice 

The alternatives of each player in group formation based on unilateral choice 
are forming a new group or joining an existing group. The procedure of group 
formation based on unilateral choice is as follows. 

1. Let N = {1, .., i, .., n} be the player set. The first player in the decision- 
making of group formation cannot join an existing group but has to form 
a new group. The players make decisions after the first player chooses one 
group k out of the group set G = {Gi, .., G/c, .., Gm}, where Gk is the set of 
the players that have already made a decision on group dynamics. Player i 
chooses one group, and then player i makes an offer to group k that is most 
tolerable for player i. How to decide the most tolerable group of player i 
is taken up in next section. Player i can join group k surely because group 
formation is based on unilateral choice. Player i is added to group k as GkU 
{t}, which is the new group k. 

If there is no tolerable group for player i, player i does not make an offer 
but forms a new group, Gm+i = i ■ New group m -|- 1, which includes only 
player i, is added to group set G, and then group set G is modified as 
G = {Gi,..,Gfc,..,G„,G„+i}. 

2. After the decision-making for group dynamics, the players in groups of more 
than two players play the dilemma game with the players in the same group. 
Because a player in a group that only includes itself after group dynamics 
cannot play the dilemma game, such a player acquires the fixed payoff for 
lone players. Preservation, instead of the payoff of the dilemma game. 



3.2 Group Formation Based on Mutual Ghoice 

In group formation based on mutual choice, the player making an offer and 
the group receiving the offer form a new group both only if the group and the 
individuals mutually agree. Therefore, refusing or accepting the offer of a group 
in group formation based on mutual choice is added as a new alternative to 
the alternatives of unilateral choice. The procedure of group formation based on 
mutual choice is as follows. 

1. The first player in the decision-making of group dynamics cannot join an 
existing group and has to form a new group. In the same way as group 
formation based on unilateral choice, player i chooses one group, and then 
player i makes an offer to group k, which is most tolerable for player i. If 
there is no tolerable group for player i, player i does not make an offer. 
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2. After the group choice of player z, the group k chosen by player i decides to 
refuse or accept the offer of player i. How group k decides whether to refuse 
or accept the offer of player i is taken up in the next section. If group k 
accepts the offer of player i, player i joins group k. Player i is added to 
group k as Gfc U {z}. If group k refuses player i, player i makes an offer to 
the second most tolerable group 1. Player i continues making game offers 
until a group accepts its offer or until all tolerable groups refuse. If player i 
is refused by all tolerable groups, player i forms a new group, Gm+i- New 
group m+ 1, which only includes player i, is added to group set G, and then 
group set G is modified as G = {Gi, .., Gk, Gm, Gm+i}- 

3. After the decision-making for group dynamics, the players in groups of more 
than two players play the dilemma game with the players in the same group. 

An outline of the decision-making process for player i on group formation 
based on mutual choice is shown in Fig. 1. 



3.3 Group Split 

Here, we propose group split based on mutual choice metanorm. 

According to Axelrod [2], if there is a certain norm, a metanorm is one ’’pun- 
ishes not only against the violators of the norm but also against anyone who 
refuses to punish the defectors.” The existence of a metanorm is a powerful way 
to establish a norm. In this research, a norm based on mutual choice is one that 
’’doesn’t choose defectors as group members.” A metanorm based on mutual 
choice is one that ’’refuse not only defectors but also anyone who chooses de- 
fectors as group members.” This metanorm realizes group split by dividing all 
players into one group of players agreeing to accept a player (agreeing players) 
and another group of players opposing the acceptance of that player (opposing 
players). ^From the point of view of the opposing players, agreeing players vio- 
late the metanorm because they choose a player that opposing players consider 
a defector. In order to not choose the players who choose defectors as group 
members, opposing players leave from the group. The group split rule is applied 
as follows. 

1. When player i makes an offer to group k, group k decides whether to ac- 

cept or refuse player i. If group k accepts player i, the players opposing 
the acceptance of player i consider the players agreeing the acceptance of 
player i as players choosing a defector. In group k, the players agreeing to 
the acceptance of player i are defined as and the players opposing the 

acceptance of player i are defined as where Gk = U 

and n = <j>. 

2. The members of Q°pp°^^^ leave from group k and form a new group. The new 

group formed by jg assigned to Gm+i, and G is modified as G = 

{Gi, .., Gfc, .., Gm,Gm+i}- Then, player i joins group k {Gk = U {z}). 
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3.4 Re-offering 

Finally, we propose a re-offering after group split. By the introduction of group 
split, the size of groups may decrease. Re-offering is proposed to increase the 
chance of forming groups with several players as soon as possible. Re-offering 
is used after a player opposing the acceptance of a player leaves from group k 
and forms the new group Gm+i- If Gm+i includes only player j, player j makes 
an offer to the most tolerable groups in the same way as the above-described 
unilateral choice. 

4 Dilemma Game 

In this model, we use a more general dilemma game than the N-person Dilemma 
(N-PD) in a strategy set [14]. After group dynamics, the players in each group 
play the dilemma game with group members if the players are in groups of more 
than two players. Otherwise, a player in a group that only includes itself acquires 
the fixed payoff for lone players, reservation payoff Preservation, instead of the 
payoff of the dilemma game [1, 12, 13]. 

Each group member decides the degree of contribution to his group, and 
then the profit taken from the amount of contribution of all members is redis- 
tributed equally to the group members. Each player i in group k contributes some 
amount, Xi € {0, 1}, to group k as the strategy and has a payoff function, Fi. The 
total contribution of all players in group k amounts to A = = 

X — Xi- The payoff function of player i in group k can be written as 

F,{xp,X^,,\Gk\) = a^^^^-^ + b{l-x,), ( 1 ) 

\Gk\ 

where jG^j is the size of group k, and a and b are positive constants. 

The payoff function satisfies the condition that the payoff of player i increases 
linearly as total contribution in group k increases. The payoff depends on the 
average contribution of group members and the contribution of player i and does 
not depend on the size of the group [20]. The Nash equilibrium of this dilemma 
game is that none of the members contribute at all, i.e., xt = 0 {i € Gk), be- 
cause the dominant strategy of player i is no contribution, Xi = 0. Evaluating 
the collective outcome in the payoffs of all members in group fc, the collective 
outcome is the best when all members contribute completely, Xi = 1.0. There- 
fore, the Nash equilibrium of the dilemma game is not Pareto optimal. Some 
basic structure of this dilemma game is similar to the N-PD, e.g., the dominant 
strategy is defective strategy, the payoff increases monotonically as the amount 
of contribution in the group increases, the payoff when all members contribute 
completely is more than that when none of the members contribute at all. 

5 Agent-Based Modeling 

In order to measure the effect of the proposed group dynamics to the estab- 
lishment of cooperation and the enhancement of system performance, we use 
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agent-based simulation. In this section, we discuss how a player and a group 
make decisions in group dynamics and the dilemma game. 

5.1 Architecture of Agent 

In this section, we explain how players and groups make decisions. For the anal- 
ysis of the player’s behavior, we don’t use the game theoretical assumption, 
i.e., rational behavior. Therefore, in undertaking an analysis of group dynamics 
and cooperative behavior in a changing environment, we adopt an evolutionary 
approach as a social learning mechanism. The details of this evolutionary ap- 
proach are explained in the next section. In order to construct an agent-based 
simulation with evolutionary operations, we utilize bounded rational decision- 
making. Furthermore, because an iterated game of our proposed game is used 
in the simulation, the decision-making mechanism is based on the assumption of 
iteration. 

The strategy of a player in our proposed game can be represented in two di- 
mensions [4] . The strategy of player i has cooperativeness Ci and vengefulness Vi, 
where both Ci and Vi are real numbers from 0.0 to 1.0. Cooperativeness Ci rep- 
resents player i’s degree of contribution in the dilemma game. The value of Ci 
is directly considered as contribution Xi in each round of the dilemma game. 
Vengefulness V represents player f’s degree of vengefulness toward defection as- 
sociated with the other players. The higher the vengefulness of player i is, the 
more player i refuses to forgive the defection of the others. 

In the previous researches on the 2-IPD with evolution, a finite state machine 
and an automaton have been often used for the strategy of the 2-IPD, which de- 
cides whether to cooperate or defect in each round of the iterated game. Because 
a finite state machine and an automaton with evolution can establish cooperative 
behavior, it is difficult to distinguish whether group dynamics or evolutionary 
automata is the cause of the behavior’s establishment. For example, if the strate- 
gies of all players are Tit-for-Tat from the beginning of the evolution of group 
dynamics, cooperation can be established regardless of whether group dynamics 
is applied. Therefore, in this research the strategy of players is described in real 
numbers. 

Player i makes decisions to make offers and re-offers based on vengefulness Vi 
and the contribution record of the opponents in past dilemma games. Group k 
decides to refuse or accept an offer and also whether to split. The decision of 
group k occurs through a majority vote of the group members. Player j in group k 
votes based on vengefulness Vj and contribution record. In the following, the 
procedures for these decisions are explained. At first, we explain contribution 
record and the way of updating it. 

5.2 Updating Contribution Record 

In the initial iteration of group dynamics, all players have the same initial 
contribution record ttq for each player. The contribution record is updated after 
each dilemma game is played. Considering any player in group k, if player j is in 
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group k that includes player i in iteration t, player j can know contribution Xi, 
and contribution record 7r(i|j) can be updated. If player j is not in group k, 
contribution record 7r(i|j) cannot be updated. 



5.3 Making an Offer 



At the t-th iteration of group dynamics, player i estimates existing groups based 
on contribution record 7r(i|j) with player j(s N). This history is used to decide 
which group is the most tolerable for each player. Given any player i in group k, 
group k is tolerable for player i in iteration t only if 



IG.I - 



( 2 ) 



The groups satisfying condition (2) are defined as tolerable groups for 
player i. The most tolerable group is defined as the group with the highest 
average contribution record for player i. Player i makes an offer to the most tol- 
erable group k. If the most tolerable group refuses player i, player i keeps making 
offers in descending order of average contribution record until a tolerable group 
accepts player i, or until all tolerable groups refuse. 



5.4 Refusing and Accepting an Offer 

After receiving the offer of player i, group k decides whether to refuse or accept 
the offer of player i. In order to decide this, a majority vote is held. Player j in 
group k agrees to accept player i only if Tr{j\i) > Vj because player j doesn’t con- 
sider player i a defector. Otherwise, player j opposes the acceptance of player i 
because player j considers player i a defector. If the majority of players agree 
to accept player i, group k accepts the offer of player i and then player i joins 
group k. Player i is added to group fc as Gfc U {z}. 

5.5 Splitting Group 

After the majority vote in group k, if the number of players agreeing to the 
acceptance of player i is more than that opposing it, player i joins group k. 
Qoppose ^ consisting of the players opposing the acceptance of player i (player j 
(€ satisfies condition 7r(j|f) < Vj) and leaves from group k and to form 

new group m -I- 1. ^ An example of group split is shown in Fig. 2. 

5.6 Re-offering 

After splitting group k, if Q°pp°^^ is composed only of player j, player j makes 
an offer to the most tolerable group again in the same way as making an offer. 

^ This decision-making is a kind of myopic ’’best reply” in the sense that the ’’agree” 
players might wish to compare their payoff with and without group split, since truly 
strategic players would condition their vote on their beliefs about what others will 
do, i.e., the voting is non-strategic. 
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Fig. 2. Example of group split; There are five players (players 1 ~ 5) in group k. 
Player 6 makes an offer to group k. Players 1, 2 and 3 agree to the acceptance and 
players 4 and 5 oppose it. As a result of majority vote, group k accepts player 6. Players 
4 and 5 leave group k and form new group m + 1 based on the metanorm 



6 Simulation Setup 

6.1 Evolutionary Approach 

In our simulations, a genetic algorithm is applied to evolve the player’s strategies. 
The genetic algorithm is a model of machine learning that derives its behavior 
from a metaphor of the processes of evolution in nature. The dynamic behavior of 
agent-based modeling with a genetic algorithm is regarded as a powerful method 
for modeling social learning. 

In implementing the encoding of the chromosomes, the strategy of an individ- 
ual player is represented by a binary bit string. The two dimensions of a strategy, 
cooperativeness Ci and vengefulness V(, are each divided into 2’” — 1 equal levels, 
from 0.0 to 1.0. Because 2’” — 1 levels are represented by x binary bits, a player’s 
strategy needs a total of 2x bits: x bits for cooperativeness Ci and x bits for 
vengefulness Vi. 

Each simulation is initialized with a population of all players. Each generation 
consists of an iteration of group formation and split, and then the Dilemma game. 
At the beginning of the genetic phase, each player’s strategy in a population is 
assigned a fitness equal to its average payoff given per payoff received. A partner 
for crossover is selected by means of a tournament selection. Uniform crossover 
is accomplished between the strategies of a player and a partner to obtain a new 
strategy for one offspring if the fitness of the partner is better than that of the 
player in tournament selection. 

After that, the strategy of this offspring is subjected to mutation, where each 
bit is flipped one bit with a certain probability. 
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Table 1. Common parameters in the simulations of group dynamics 



Number of players 50 

Number of generations 5000 

Number of group dynamics per generation 200 
Coefficient of payoff function a 1.0 

Coefficient of payoff function b 0.6 

Payoff for lone player Preservation 0.1 

Initial value of expected cooperation tt 1.0 
Initial value of Cooperativeness Ci 0.0 

Initial value of Vengefulness Vi 0.0 

Mutation rate 0.05 

Binary bits for Ci and Vi (total bits) 10 



6.2 Parameter Setting 

In this paper, because our purpose is to examine whether group dynamics can 
promote cooperative behavior of players and enhance the performance of sys- 
tems, we pay attention to the transition of players’ strategies and the average 
payoff of all players. In order to confirm the effect of the proposed group dynam- 
ics, we compare four settings: case I) only group formation based on unilateral 
choice, case 2) only group formation based on mutual choice, case 3) group for- 
mation based on mutual choice and group split, and case 4) group formation 
based on mutual choice, group split and re-offering. 

It is impossible to keep such a state constant due to the high mutation 
rate of 0.05. We define the establishment of cooperation as the condition where 
both average cooperativeness of all players (C) and average vengefulness (V) are 
bigger than 0.8 because it is impossible to keep the state, Vi = 1.0 and Ci = 1.0 
{Vi G N ), due to high mutation rate 0.05. 

The other important parameters and the payoff function of the dilemma 
game are shown in Table. 1. Under these conditions, we examine whether group 
dynamics accelerate cooperative behavior and what rules of group dynamics are 
effective for enhanceing the performance of systems. 



Table 2. Number of times cooperation is established in 40 trials of four cases 

case 1 0/40 
case 2 4/40 
case 3 12/40 
case 4 40/40 



Investigation of Mutual Choice Metanorm 



147 




Generation 

Fig. 3. Example of the failure of the establishment of cooperation in case 1: the tran- 
sition of the average cooperativeness C and vengefulness V from 0 to 5,000 generations 




Generation 



Fig. 4. Example of the failure of the establishment of cooperation in case 2 and 3: 
the transition of the average cooperativeness C and vengefulness V from 0 to 5,000 
generations 



7 Simulation 

The number of times cooperation is established in 40 trials of four cases is shown 
in Table. 2. In regard to these results, we take up the average cooperativeness 
(C) and vengefulness (V) of all players after 5,000 generations and the average 
payoff of all players. Three typical transitions of the average cooperativeness and 
vengefulness of all players are shown in Figs. 3, 4, and 5. In these graphs, the 
horizontal axis represents the generation, and the vertical axis represents the 
average cooperativeness and vengefulness of all players. The transition of the 
average payoff of four cases is shown in Fig. 6. In these graphs, the x-axis is the 
generation, and the y-axis is the average payoff of all players. 
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Fig. 5. Example of the establishment of cooperation in case 2, 3, 4: the transition of 
the average cooperativeness C and vengefulness V from 0 to 5,000 generations 
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Fig. 6. Transition of the average payoff of all players in 40 trials of four cases of group 
dynamics 




7.1 Establishment of Cooperation 

In all trials of case 1, there were little cooperativeness and vengefulness, i.e., 
cooperation was not established at all within 5,000 generations. The typical be- 
havior of C and V in case 1 for 5,000 generations is shown in Fig. 3. Throughout 
the generations, C and ^fluctuated in the range of 0.0 to 0.1. In 36 trials of case 
2, cooperation was not established within 5,000 generations. In the remaining 4 
trials, there were great deal of cooperativeness and vengefulness, i.e., cooperation 
was established. In 28 trials of case 3, cooperation was not established within 
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5.000 generations. In the remaining 12 trials, cooperation was established. In all 
trials of case 4, cooperation was established. 

The typical behavior of C and V in case 2 and 3 when cooperation was not 
established within 5,000 generations is shown in Fig. 4. Usually, C remained in 
the range of 0.0 to 0.2 and V remained in the range of 0.2 to 0.4. However, 
occasionally C rose to 0.4 and V fell to 0.3, and then C and V returned to their 
initial states. This fluctuation was repeated throughout the generations. 

The typical behavior of C and V in case 2,3,4 when cooperation was estab- 
lished within 5,000 generations is shown in Fig. 5. At first, C fluctuated in the 
range of 0.6 to 0.8 and V fluctuated in the range of 0.4 to 0.8, C and V became 
about 1.0 in the end. Once C and V reached 1.0, this state continued to remain 
there and did not transfer to another state. 

7.2 Transition of Average Payoff 

The average payoffs of all players in 40 trials of four cases are ranked in descend- 
ing order as case 4, 3, 2, 1. In the graph of Fig. 6, throughout all generations, the 
average payoff of unilateral choice continued to fluctuate near 0.6. The average 
payoff of mutual choice also continued to be near 0.7. The average payoffs of 
mutual choice with the split rule continued to slightly rise from 0.7 to 0.8. The 
average payoffs of mutual choice with the split rule and re-offering rose to 0.9 
until 2,000 generations. After 2,000 generations, it seldom changed. 

8 Discussion 

We discuss the establishment of cooperation based on the strategy {Ci and Vi) 
in four cases and the enhancement of systems’ performance based on the aver- 
age payoff of all players. In the following discussion, a player with a high level 
of cooperativeness is represented as Chigh, and a player with a low level of co- 
operativeness as Clow In the same way, a player with high and low levels of 
vengefulness are represented as Vhigh and Vow, respectively. 

8.1 Establishment of Cooperation 

Case 1 In all trials of the group dynamics in case 1, why did the establishment 
of cooperation fail? A player with low cooperativeness by mutation, i.e., a player 
with Chigh, cannot acquire a higher payoff than the players with Ciow The reason 
is that the players with Chigh cannot refuse an offer from the players with Ciow 
in group dynamics based on unilateral choice, and the players with Ciow have 
a free-ride on the players with Chigh ■ Accordingly, the players with Chigh do not 
increase in the next generation. Therefore, cooperation is never established. 



Case 2 In 36 trials of the group dynamics in case 2, why did the establishment 
of cooperation fail? We analyze the factors leading to the failure of cooperation 
based mutual choice. 
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First, we assumed that there was only one player with Chigh and Vhigh- 
Mutation decreases cooperativeness or increases vengefulness because the initial 
condition is = 0 and Ci = Q (yi € N). A player with cooperativeness de- 
creased by mutation, i.e., a player with Chigh, cannot acquire a higher payoff 
than the players with Ciow because the players with Ciow have a freeride on the 
players with Chigh- Accordingly, the players with Chigh do not increase in the 
next generation. A player with vengefulness increased by mutation, i.e., a player 
with Vhigh, cannot acquire a higher payoff than the players with Ciow because 
players with Vhigh do not join a group consisting of players with Ciow- Therefore, 
one player with Chigh and Vhigh by mutation cannot acquire a higher payoff than 
the players with Ciow and Viow- Consequently, the player with Chigh and Vhigh 
is not selected in genetic operation, and it then perishes. 

Next, we assumed that there were several players with Chigh and Vhigh- If 
a group consists of only players with Chigh and Vhigh, the group refuses the offers 
of players with Ciow- If a group consists of both players with Chigh and Vhigh 
and players with Chigh and Viow, it is possible that a player with Ciow would 
join this group and have a free-ride. The player with Ciow can join the group 
because, while the players with Chigh and Vhigh oppose the acceptance of his/her 
game offer, the players with Chigh and Viow agree to it. If the players with Chigh 
and Viow win the majority vote over the players with Chigh and Vhigh, the player 
with Clow can join the group. In such a group, the players with Ciow have a free- 
ride on the players with Chigh - The players with Chigh and Vhigh are not selected 
in the genetic operation and then perish because they cannot acquire higher pay- 
offs than the free-rider. Although there are plural players with Chigh and Vhigh, 
the players with Ciow and the players with Chigh and Viow prevent the establish- 
ment of cooperation. The players with Ciow directly prevent the establishment 
of cooperation because they have a free-ride on the players with Chigh and Vhigh - 
On the other hand, the players with Chigh and Viow indirectly prevent the estab- 
lishment of cooperation because they accept offers from the players with Ciow 
who have a free-ride on the players with Chigh- In group dynamics based on 
mutual choice. Therefore, the establishment of cooperation often fails. 

On the other hand, in the remaining 4 trials, why did the establishment of 
cooperation succeed? Here, we analyze the factors leading to the establishment 
of cooperation in group dynamics based on mutual choice. The reason for the 
establishment of cooperation was that a player with Ciow can join the group 
consisting of both players with Chigh and Vhigh and players with Chigh and Viow- 
If there are players with Chigh and Vhigh but no player with Chigh and Viow, the 
player with Ciow cannot join the group, and then the players will defect from each 
other. As a result, the player with Ciow acquires a lower payoff than the players 
with Chigh and Vhigh who cooperate with each other. If the number of players 
with Chigh and Vhigh increases, and the players predominate in the population 
for a few generations before the number of players with Chigh and Vow increases 
by crossover or mutation, cooperation becomes established. Therefore, since the 
simulation results show that cooperation was established in 4 out of 40 trials, we 
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can conclude that it is not impossible but difficult to realize the establishment 
of cooperation in group dynamics based on mutual choice. 



Case 3 In 12 trials of group dynamics in case 3, why did the establishment of 
cooperation succeed? In case 3, the establishment of cooperation fails because 
the players with Chigh and Viow accept the offer of the players with Ciow ■ Here, 
we analyze the factors leading to the establishment of cooperation in group 
dynamics based on mutual choice with the split rule. 

In group dynamics based on mutual choice with the split rule, if the players 
with Chigh and Viow agree to accept the offer of a player with Ciow, and the 
group as a whole also accepts it, the players with Chigh and Vhigh leave the group 
based on the split rule; they refuse to play the dilemma game with those who 
play with defectors. The split rule prevents the player with Ciow from having 
a free-ride on the players with Chigh and Vhigh- This is because if the player 
with Clow joins the group, the players with Chigh and Vhigh leave. As a result, if 
there are some players with Chigh and Vhigh, they can form a group without the 
player with Ciow- The players with Chigh and Vhigh can acquire higher payoffs 
because they cooperate with each other. Throughout this process, the number of 
players with Chigh and Vhigh increases and they predominate in the population. 
Therefore, cooperation becomes established. 



Case 4 In all trials of group dynamics in case 4, why did the establishment 
of cooperation succeed? Based on group formation based on mutual choice and 
group split, a player with Chigh and Vhigh sometimes leaves from the group and 
then joins a group consisting of only itself. In this case, the player with Chigh 
and Vhigh acquires the payoff of the loner, which is lower than that in a group. 
If the player with Chigh and Vhigh has a chance of re-offering, the player leav- 
ing from one group may be able to join another group. The player with Chigh 
and Vhigh can avoid acquiring a lower payoff by mutual cooperation if another 
group consists of many players with Chigh- The re-offering of a player leaving 
from a group increases the chance for players with Chigh and Vhigh to acquire 
a higher payoff. Accordingly, the establishment of cooperation increases because 
the players with Chigh and Vhigh do not decrease in the next generation. 

8.2 Comparison of Average Payoffs 

In this research, we compare the effect of the proposed group dynamics by the 
average payoff because the average payoff can be considered as a measure of the 
system performance. Based on the comparison of the average payoffs, the effect 
of four cases is ranked in descending order as case 4, 3, 2, I. ^From the transition 
of the average payoffs, we can acquire the following results of group dynamics. 
In relatively early generations, the effect of the split rule doesn’t provide good 
results for the establishment of cooperation because there is not a great difference 
between case 3 and 4. 
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9 Conclusions 

In this paper, in order to enhance the performance of systems consisting of 
self-interest players, group dynamics was proposed. The partner choice mech- 
anisms for the multiple 2-PD were extended to that for a multiple N-person 
dilemma game to realize group dynamics. Four kinds of group dynamics, case 1) 
only group formation based on unilateral choice, case 2) only group formation 
based on mutual choice, case 3) group formation based on mutual choice and 
group split, and case 4) group formation based on mutual choice, group split 
and re-offering were proposed based on the partner choice mechanisms. In order 
to measure the effect of the proposed group dynamics on the establishment of 
cooperation and the enhancement of system performance, an agent-based simu- 
lation was applied. Agent-based simulations with an evolutionary approach were 
conducted to confirm whether group dynamics with the split rule could promote 
cooperative behavior of players and enhance the performance of systems. 

On the establishment of cooperation, the following results were confirmed: In 
group dynamics with only group formation based on unilateral choice, it is im- 
possible to establish cooperation. In group dynamics with only group formation 
based on mutual choice, it is not impossible but difficult to establish cooperation. 
Similarly, in group dynamics with only group formation based on mutual choice 
and group formation, it is difficult to establish cooperation. In group dynamics 
with only group formation based on mutual choice and group formation and 
re-offering, it is possible to establish cooperation. Finally, it was confirmed that 
group dynamics has a large enough effect to increase the performance of systems 
if the group dynamics includes group split and re-offering. 
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Abstract. This position statement identifies a number of future appli- 
cations of multi-agent systems based on information trading economies 
for large-scale, file-sharing applications. To achieve mass user support, 
we identify the key requirement for the realisation of such applications 
as the representation and management of individual digital rights. We 
outline an academic-industrial, Anglo-Japanese research programme fus- 
ing a number of base platforms and technologies, whose long-term goal 
is the development of full-scale applications. 



1 Introduction 

The scale of multi-agent systems and technologies is rapidly changing and grow- 
ing. On the one hand, there is so-called planetary scale computing, where a single 
software component can access millions of computing devices (for data and/or 
functionality) anywhere in the entire world. On the other, there is nanotech com- 
puting, which anticipates millions of sensors/interfaces recording and reacting 
to the events and devices within a single location (e.g. a home or office environ- 
ment). 

Our current interest is in applications somewhere in the middle of this range 
of possibilities. We anticipate the convergence of three new developments: 

— hot spot infrastructures using IEEE 802.11b providing fast (11Mbps) wireless 
internet connections, affording coverage of a reasonably-sized geographical 
location (e.g. from a shopping mall to a city); 

— lower power, high performance computing devices (PDAs) providing 
location-aware, context-aware, adaptive services and personalized content 
through a peer-to-peer distributed systems architecture; 
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— personal user agents, collectively organized into an agent society, integrating, 
managing and coordinating the activities of the entities (individuals and 
organizations) they represent. 

Thus we anticipate a rather more local configuration of data and services (per- 
sonalized at the point of execution), and rather fewer, and more intelligent com- 
puting devices than merely sensors. Nevertheless, the user base is still ‘massive’, 
and this imposes a number of demands and requirements on the corresponding 
multi-agent computing infrastructure, if mass user support is to be realised in 
these applications. 

The argument presented in this paper is as follows. We begin with some 
background material, first presenting a practical experiment recently deployed 
in Nagoya, Japan, indicating the technological feasibility for the proposed appli- 
cations. Then, by contrast, we describe a theoretical model of such future com- 
puting systems called the open agent society. In Section 3, we outline a series 
of scenarios, which are both extrapolations of the experiment and instances of 
this theoretical model. These scenarios progressively decentralise the production 
and management of content, and we analyse the demands and requirements for 
mass user support this consequently produces. In particular, we argue that the 
route from practice to theory will be founded on an innovative combination of 
scientific and engineering methodologies, from platforms through programming 
languages to theoretical foundations: Section 4 discusses a number of relevant, 
state-of-the-art contributions. We then present, in Section 5, a description of our 
overall research programme, an academic-industrial, Anglo- Japanese collabora- 
tion involving the fusion of a number of base platforms and technologies based 
on which we aim to develop applications that satisfy the identified requirements. 
We make some final remarks in Section 6. 



2 Background 

2.1 Experiments in Mobile Technology 

A large-scale experiment has been performed [15] in an underground shopping 
mall in the city of Nagoya (Japan) for two weeks, in which about six hundred 
people participated. The experiment aimed to evaluate the effectiveness of a new 
peer-to-peer (p2p) framework, in which agents encapsulate user and service in- 
formation. 

Figure 1 shows the experimental setting and a schematic of the wireless LAN 
access points. The size of the shopping center is about 300m x 100m, and it 
contains 107 shops. 802.11b was used for the wireless LAN, with ten access 
points connected by twenty wireless LAN repeaters. Each access point covered 
an area which included about ten shops. Users join the system through the 
registration center when they enter the mall. 

Each registered user was then given a personal digital assistant (PDA, run- 
ning WindowsCE). Users then get information delivered to the PDA through 
a wireless LAN. Typical information might be special offers or bargain prices 
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Fig. 1. Shopping Mall: A Scene for Mass User Support 



from shops near the user, and so depends on the user’s current location. The 
specific information delivered by a service depends on the user profile, includ- 
ing personal preferences, and the location of users and shops. The PDA then 
displays only information that matches the user’s attributes. For example, the 
information in a drug store might have two pages, a cosmetics page for women 
and a shaving lotion page for men. When the user is a woman, or a man seek- 
ing a present for a woman, the page displayed should contain the cosmetics 
information. 

The successful outcome of the experiment shows that it is technically feasible 
(and both commercially desirable and desired by the users) to integrate hot spot 
infrastructures with low power, high performance computing devices. This pro- 
vides the foundations for mass user support, e.g. via location- and context-aware 
services and personalised content, using agents and their appropriate organiza- 
tion into an open society. 

2.2 The Open Agent Society 

We expect that to ‘inhabit’ future information rich applications, such as that 
indicated by the experiment of the previous section, will require all the usual 
human transactions (commerce, gossip, etc.) to be conducted in an unusual 
social way with new conventions, rules and habits. In particular, each and every 
interaction is mediated by computers and networks. People will ‘meet’ other 
people for whom they do not know the culture, values, habits, expression, and 
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personality, etc. They will also encounter organizational representatives which 
are not steeped in their culture’s mutual knowledge. 

In addition to the new forms of human-computer interaction required for 
this kind of co-operation, we need new forms of computer-computer communi- 
cation. For example, communication of data implies licensing digital rights with 
respect to conventions and contracts; some mediating third parties provisioning 
social order; and new models of acquaintance and reputation between the agents 
themselves. All of these relationships are primarily institutional in the sense of 
Searle [27, 28]: that is, they are conventionally agreed by the participating agents 
as part of the ‘social contract’. In other words, the agents themselves will need 
to form a society. 

In particular, that society will need to be open. By ‘open’ we mean more 
than mere access control, but also more than the technical definition of open 
systems proposed by Hewitt [14] (i.e. heterogeneous components, unpredictable 
environment, incomplete knowledge, local decision-making, and so on). Some of 
the characteristics are indicated in [2] , in particular the unpredictable behaviour 
of self-interested agents. However, the major source for our characterisation of 
the open agent society originates with Popper [25], whose definition of an open 
(human) society included qualities such as accountability and the division of 
power, a market economy, the rule of law and respect for rights, and the absence 
of any universal truth. These qualities are reflected in our model of the open 
agent society as follows: 

— Accountability: no information without representation. An information pro- 
cessing component (i.e. an agent) represents a human entity (whether an 
individual or organization), and the form of that representation needs ex- 
plicit legal definition, for example in terms of liability, delegation, mandate, 
ownership and control ([26]); 

— Market Economy: the content of communication between agents is infor- 
mation, rather than mere data [7]. Data, in itself, is a commodity, but, in 
electronic form, it is not just data that is traded, but implicitly, and in fact 
more importantly, the right to interpret or use that data in certain ways (that 
makes it information) . Therefore open agent societies require an information 
trading economy; 

— Rule of Law and Respect for Rights: a key characteristic of openness in social 
organization lies in the empowerment of its agents, that is in establishing how 
agents may create their own normative relations (permissions, obligations, 
rights, powers, etc.), given the existence of norm-sanctioning (both allowing 
and enforcing) institutions [26]; 

— No Universal Truth: in any practical implementation of an open agent soci- 
ety, any middleware is solely glue between the agent and the network, and 
not between agents (e.g. as found in the FIPA model [11]). Therefore locally 
consistent agents can be globally inconsistent, and decentralised models of 
content production, rights management, conflict resolution and regulation 
are required. 
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In the next section, we outline some scenarios which illustrate these char- 
acteristics of the open agent society, working towards the decentralisation of 
content production and rights management. 

3 Future Scenarios 

This section outlines a series of three scenarios, where we progressively decen- 
tralise the production of content and the distribution of rights. Each of these is 
a technological extrapolation from the practical experiments of Section 2.1, and 
in the concluding Section 3.5 here, we analyse how the scenarios demonstrate 
the requirements for information trading and individual rights as manifested in 
the open agent society. 



3.1 Centralised Production Rights 

The first part of the scenario envisages a radio station, broadcasting to a par- 
ticular geographical region. A song request is in process, which is going to be 
concluded by the station presented playing a particular song appropriate to the 
content of the request. A database search is initiated, which returns a num- 
ber of possible songs and performers, together with the owners of the rights to 
those songs (in particular, for example, the right to broadcast in that partic- 
ular geographic region). A negotiation ensues between the radio station agent 
and the rights manager agent to reach a contract that permits broadcast. Veri- 
fication of both sides of the contract my be completed with respect to Trusted 
Third Party agent(s) (TTP), which verify both the identity and legitimacy of 
the rights holder to the radio station, and the credit rating and complicity of 
the radio station to the rights holder. The radio station agent then downloads 
the appropriate file from a data warehouse for playing on air. Note that the 
work of content creators (bands, orchestras, etc.) is channelled through a pro- 
duction company which owns the intellectual property and copyright, and lodges 
its digital representation with the TTP, hence both production and rights are 
centralised. 

3.2 Decentralised Production, Centralised Rights 

One course of development from the original scenario considers information trad- 
ing primarily from an individual’s perspective. The situation now envisaged is 
one in which the advances in digital technologies and treatment of information 
as commodities have fully materialised. We anticipate a situation where con- 
tent creation is not solely preserve of professional production and publishing 
companies. This already happens in the case of web sites (i.e. personal home 
pages), but will increasingly occur for audio, video and more ‘traditional’ forms 
of content (e.g. books and plays collectively authored and ‘published’ over the in- 
ternet). However, personal content creators may look to organizational database 
providers and rights managers for distribution, exploitation and protection of 
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their content, hence the decentralisation of content production, but the central- 
isation of rights management. 

3.3 Centralised Production, Decentralised Rights 

An alternative course of development takes advantage of advances in network 
bandwidth and connectivity combined with low-power, high-speed device tech- 
nology. This makes it technically feasible for ‘radio’ stations to push content in 
continuous datastreams to generic ‘digital media devices’. This device could be 
permanently connected to the internet (could be an anytime wireless connection 
like GPRS (General Packet Radio Service), Bluetooth, could be a cable of some 
kind). The device contains an agent. The agent is programmable with a user pro- 
file, which samples the datastreams and presents content according to expressed 
preferences and context. 

Indeed, it is possible to imagine relatively sophisticated functionality for such 
an agent: for example, it could schedule entire programmes, for example playlists, 
news, local information (e.g. weather report on the hour, travel updates every ten 
minutes), and so on. The agent could also negotiate with the radio station, for 
example, over the number of adverts per song in lieu of direct charges, but more 
interestingly over content, e.g. auctions for new content of interest to the user. 
Thus the agent could have specific responsibility for both service and content 
adaptation, with particular reference to context. Moreover, the agent ensures 
that what gets played is only what the owner of this ‘digital media device’ is 
entitled to, but there could be a different policy for each agent/device. Thus the 
management of rights is decentralised. 

3.4 Decentralised Production &: Rights 

For the final scenario, assume a sufficiently large user base that just wants some 
content (e.g. music, although any other information type, e.g. help files, works 
equally well). Then with peer-to-peer networking and agent-enabled ‘digital me- 
dia devices’, it is possible to eliminate the radio station and the intermedi- 
ary rights holder (the producers) as profit centres. Gontent creators and con- 
sumers are then aggregated, through the agents functioning on these device, 
into a loosely affiliated user community. The consumer gets all the content free 
at the point of access. The creator injects content into the network. Assuming 
that the creator does want to see some return on their investment, then one 
possible arrangement to support this relies on: 

— Recommendation, in the form of word of mouth and tipping points; 

— Reputation, in the form of ‘shareware’ attitudes and self-regulation mecha- 
nisms (e.g. tit-for-tat), 

— Mass Customization, by every contract for content being separately nego- 
tiated and each article of the contract associated at the very edge of the 
system, i.e. with the content itself. 
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3.5 Analysis of the Scenarios 

In this section we analyse the implications raised by these scenarios in terms of 
the requirements of the open agent society to achieve mass user support. The 
implications concern each of the characteristics of the open agent society referred 
to earlier, but we also consider some technological assumptions. 



Information Trading In all the scenarios, there was a contract, more or less 
explicitly, being negotiated between two (or more) agents. The contracts them- 
selves are fully executed in a digital environment. The validity of the transac- 
tion and the exercising of the rights are, however, underwritten by a number 
of implicit social and legal relations, i.e. information is a social construct [7]. 
Furthermore, what is traded is not just the data, but more importantly, a legal 
position to exploit a copyrighted work (while noting that the exclusive right of 
making copies is clearly inappropriate in a digital environment). 

For example, the dataset {40,11,6} is just data. It becomes information if one 
knows that these three numbers respectively represent someone’s age, the insur- 
ance category of his car, and the number of points on his licence. An insurance 
company agent has the right to use disclosed profile information to compute 
insurance premiums, but no right to communicate it to the applicant’s bank 
manager or car sales agents. Similarly, digitised audio and video files are just 
sequences of voltage variations, which can be endlessly cached in networks and 
copied on hard disks. Arguably, these acts are inconsequential: it is only when 
the appropriate software is applied to the data that a significant event (in a legal 
or financial sense) occurs. The significance is whether there was a right to apply 
the software to the data or not. 

Therefore information trading focuses on which actions count as establish- 
ing certain social, legal or normative positions, and which other acts are, as 
a consequence, permitted, legal, empowered, and so on. 



Respect for Rights Privacy (e.g. of profile information) and protection (e.g. of 
intellectual property rights) are essential for achieving consumer confidence and 
critical mass. However, we believe that unbreakable content protection, is un- 
achievable, and the situation is comparable to encryption. That is, what is re- 
quired is a level of content protection such that the cost of breaking the scheme 
is more than the value of breaking it. 

As part of achieving such consumer confidence, critical mass and content 
protection, the broadcasters and service providers have to add value, and be 
perceived (by content creators and consumers) as adding value. Currently, cer- 
tain organizations are perceived as exploiting the content creators (through un- 
favourable contracts and royalties) and the general public (through overpriced 
goods and other marketing practices). (Whether this is true or not is not the 
issue: the fact is, the perception exists.) And while it exists, the hacker who 
unlocks encryption technologies will be revered as a hero rather than reviled as 
a pirate. 
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When invasions of privacy, misuse of rights, or lack of added value do occur, 
users lose trust in the technology, and/or lose trust in the organisation that intro- 
duced or sponsored the technology [5]. The result is large-scale opt-out by users, 
or imposition of simplistic regulations that stop the distribution of such data al- 
together (which simply encourages some users to seek new ways of circumventing 
the regulations) . There is therefore a need for mutually trusted mechanisms that 
adequately protect privacy and rights while allowing the exchange of multimedia 
content that is beneficial to the originators, broadcasters and users. Regrettably, 
this mutual trust is currently far from being realised. 



Accountability Peer-to-peer systems have the potential to create universal, 
nearly instantaneous word-of-mouth recommendations between like-minded in- 
dividuals. If the content creator makes music which is recommended, and the 
feedback is positive, then the agents will pass the recommendation on. The num- 
ber of agents involved in the system is such that positive recommendations, from 
agents with a sufficiently high reputation, will spread very quickly to large num- 
bers. If this number is sufficiently large, then there is a chance that the content 
will ‘tip’, to use the term of [13]. This point is when a word of mouth recommen- 
dation snowballs, and something of low popularity suddenly becomes in mass 
demand. If the people behind the demand do apply shareware attitudes, then 
they will pay for the privilege or right to access the content. Not paying or poor 
recommendation leads to damaged reputation, which, combined with an appro- 
priate filtering system, leads to a form of social exclusion (rather than formal 
exclusion) . The system is then largely self-regulating. 



Technological Assumptions We conclude this section with an indication that 
considerable amount of technological foundations are required to realise this sce- 
nario. In particular, we assume a complete, viable e-commerce infrastructure, 
including digital signatures, TTP (trusted third parties), PKI (public key in- 
frastructure, MPI (micro-payments infrastructure), and so on. 

There is considerable existing technology for digital rights management, e.g. 
XrML [33] and DOI [10]. XrML (extensible rights Markup Language) provides 
a method for securely specifying and managing rights associated with all kinds of 
resources, including digital content and services. DOI (Digital Object Identifier) 
is a system for identifying and exchanging intellectual property in the digital 
environment. It provides a framework for managing intellectual content and 
enabling automated copyright management for all types of media. 

In addition, A number of content adaptation technologies have been de- 
veloped. The IETF standard CC/PP (Composite Capabilities/Preference Pro- 
file) [8] aims to customize the representation of Web content on mobile devices, 
by defining a hardware profile representing the capabilities of the user device. 
SLP (Service Location Protocol) [31] provides a protocol for finding services de- 
pending on the location of a user device in a mobile environment. iPlanet [24] 
is a portal server for web services, and customizes content for users who are 
managed by the server. 
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4 Technology Integration 

Given the existence of the technology briefly mentioned in the previous section, 
we review here the set of platforms and technologies, whose planned integration 
forms the basis for our implementation of open agent societies for mass user 
support. 



4.1 Virtual Private Community 

In the held trial experiments described above, a new technology was developed, 
called VPC (Virtual Private Community) [16, 17]. VPC facilitates information 
change and exchange, depending on user profiles but without disclosure of their 
attributes. VPC enables services to be described as a rule base. VPC platforms 
that run on a user device (e.g., a PDA) manage user profiles securely, and deduce 
appropriate services for users according to specific service descriptions and user 
attributes. 

In VPC, each unit of information is an agent, that can manage itself, controls 
access rights and interacts with other agents autonomously. Agents in VPC are 
activated according to users’ attributes, including location. VPC also supports 
collaboration among agents in an ad hoc network under mobile environments. 
The p2p services are defined as policy packages that consist of conditional rules 
to activate agents according to users, agent definitions called roles, and contents 
for the services. 

VPC enables information in peer-to-peer services to act as an agent. VPC 
provides a mechanism that defines an agent behavior, authenticates users, and 
executes agents. Agents communicate with each other through communities that 
are created by agents who have accepted the policy packages. Services are offered 
by interaction among agents in communities. For example, in a music retail 
service, a policy package contains two agents, an authorized agent who can play 
the complete music file, and a trial agent which can play only part of the music 
file. Users who have purchased the music file can listen to the music through 
authorized agents. 

4.2 KODAMA Agent Platform 

In a KODAMA system, agents are the basic entities from which the system can 
be abstracted, organized and composed [34] (see Figure 2). 

Agents are basically required to act, at run-time, to achieve both their indi- 
vidual and collective objectives in a worldwide network computing environment 
such as the Internet. The emphasis on interaction (both agent-to-agent and 
agent-to-user) also makes multi-agent systems suitable for developing applica- 
tions for the next-generation web in which agents can help present and manage 
web resources in an autonomous or semi-autonomous way. 

All agents in KODAMA systems are categorized into various agent commu- 
nities, which in turn are linked together to form a DAG structure (see Figure 2). 
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Fig. 2. An overview of the KODAMA system 



On the other hand, for building such an agent system directly on top of a dis- 
tributed network is not feasible, since the network itself is full of latencies and 
overheads. 

In order to solve this problem, KODAMA deploys the agent middleware for 
the network communication. We call it Agent Communication Zone (ACZ). ACZ 
is designed to enable agent interactions in an open, worldwide computing envi- 
ronment where both agents and data are distributed and unpredictable. Agents 
are peer entities, which may reside anywhere and talk with anyone at anytime. 
To relieve agents from the management of network issues, once agent messages 
are passed from agents to ACZ, they should be delivered to their destination 
without further interaction with agents. In order to systematically regulate the 
low-level network communication processes among instances of ACZ, a new net- 
work protocol, called agent platform protocol (APP)[30], has been designed and 
implemented. 

The relations among agents, agent middleware and networks is summarized 
by a multi-tier model. Typically, all agents speak one or more languages, each of 
which is an agent communication language (ACL). This layer is a logical world 
consisting of agents only. Next comes the agent middleware layer (or ACZ layer), 
which plays a vital role in connecting the logical world with the physical world 
of networks. As a matter of fact, ACZ must be installed on every machine which 
might have KODAMA agents. Those individually installed ACZs are called local 
ACZs and their host machines are called agent host machines. Within one multi- 
agent system, all instances of agent middleware (e.g. all local ACZs) usually use 
one specified network protocol, called APP, to interact with each other. 

The lowest layer is the transport layer in which the transport service is prac- 
tically realized, and considered as a physical world. There is a de facto standard 
for the transport layer on the Internet, namely TCP/IP. 
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This three-tier abstraction model embodies everything that a typical process 
of agent communication may involve. 

4.3 The Go! Programming Language 

We intend to implement our agents in a new, multi-paradigm rule based pro- 
gramming language called Go! [9]. This has declarative component comprising 
function and relation rules and an imperative component comprising action 
rules. Go! also supports object oriented programming using a notation based 
on McCabe’s L&0[21] extension of Prolog. The function and relation rules are 
used for agent knowledge representation, and the action rules are used for pro- 
gramming agent behaviours. The high integrity of Go! makes it appropriate for 
representation and reasoning with digital rights. 

Go! is also multi-threaded, a feature we consider essential for implement- 
ing agents. Threads execute action procedures, calling functions and querying 
relations as need be. Threads can communicate and coordinate either using 
asynchronous messages or by using shared dynamic relations acting as Linda [6] 
memory stores. A thread can suspend waiting for another thread to add or delete 
some tuple from the shared dynamic relation. To support message communica- 
tion, each thread has its own buffer of messages it has not yet read, which are 
ordered in the buffer by time of arrival. 

Functions are defined using sequences of function rules of the form: 

f (Al, . . ,Ak) ■ - Test => Exp 

where the guard Test is omitted if not required. 

Relation definitions comprise sequences of Prolog-style relation rules (viz. 
clauses) with some modifications ~ such as permitting expressions as well as data 
terms, and no cut. We can also define relations using iff rules. 

The locus of action in Go! is a thread', each Go! thread executes a procedure. 
Procedures are defined using non-declarative action rules of the form: 

a(A\, . . ,Ak) '■ '-Test -> Actioni; . . . ;Actiorin 

As with equations, the first action rule that matches some call, and whose test is 
satisfied, is used; once an action rule has been selected there is no backtracking 
on the choice of rule. 

The permissible actions of an action rule include: message dispatch and re- 
ceipt, I/O, updating of dynamic relations, the calling of a procedure, and the 
spawning of any action, or sequence of actions, to create a new action thread. 

The message send action: Msg » To sends the message Msg to the thread 
identified by the handle To . 

To look for any one of several messages, and to act appropriately when one 
is found, the conditional receive: 

( Ptni « Fromi -> Actionsi I ...| Ptrin « Frorrin ~> ActionSn ) 
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can be used. When executed, the message buffer of the thread is searched to find 
the first message that will fire one of these alternate message receive rules. The 
matched message is removed from the message buffer and corresponding actions 
are executed. Messages that don’t match are left in the message buffer for a later 
message receive to pick up. 

The message receive action suspends if matching message is found, causing 
the thread to suspend. The thread resumes only when a matching message is 
received. This is the message receive semantics of Erlang[l] and April[22]. 

As an example of the use of action rules let us consider programming the 
top level of an agent with a mission: this is to achieve some fixed goal by the 
repeated execution of an appropriate action. The two action rule procedure: 

perf ormMissionO : : Goal -> {}. 

perf ormMissionO -> doNextStep ; performMissionO . 

captures the essence of this goal directed activity. ({} is the empty action.) This 
procedure would be executed by one thread within an agent whilst another con- 
currently executing thread is monitoring its environment, constantly updating 
the agent’s beliefs about the environment; these beliefs being queried by Goal, 
and by doNextStep. perf ormMission is tail recursive procedure and will be ex- 
ecuted as an iteration by the Go! engine. 

The declarative part of a Golprogram can be accessed from action rules in 
a number of ways: 

— Any expression can invoke functions. 

— An action rule guard - {A\, .., Ak) Q~ can extend the argument matching 
with a query Q . 

— If is a query, {i?}, indicating a single solution to Q, can appear as an 
‘action’ in an action rule body. 

— We can use a set expression { Trm II to find all solutions to some query. 
This is Gol’s findall. 

— We can use Gol’s forall action. (Q *> A) iterates the action A over all 
solutions to query Q. 

As an example of the use of *>: 

(is_a_task(Task) , I_cant_do (Task) , 
cando (Ag , Task) *>request (Task) >>Ag) 

might be used to send a request message for each current sub-task that the 
agent cannot itself do to some agent it believes can do the task. 



4.4 Norm-Governed Interaction 

A particular outcome of the EU ALFEBIITE project (1ST- 1999- 10298) was to 
establish the logical and computational foundations of socially-organized, norm- 
governed, open distributed (multi-agent) systems. In particular, the project has 
developed [2, 4, 3]: 
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~ A theoretical framework for the analysis of (social) constraints that govern 
the behaviour of components in open, norm-governed systems. Such analysis 
provides an explicit representation of institutional powers, permissions and 
obligations, and sanctions for ‘unacceptable behaviour’; 

~ Formal specifications of such normative concepts using two action descrip- 
tion languages from Computer Science, namely extensions of the C-|- lan- 
guage [12], and the event calculus [19]; 

— A computational framework, serving largely as a design tool, supporting 
executable specification of C-l- and/or event calculus descriptions, facilitating 
prediction, postdiction and planning queries. 

The theoretical framework facilitates the analysis and specification of insti- 
tutional activities in information trading economies. By institutional, me mean 
institutional facts [27] and institutional powers [18], which allow that the perfor- 
mance of certain acts, in particular communicative ones, count as establishing 
certain facts as true according to the rules of the institution. We generalise this 
notion by treating certain actions as both initiating and terminating certain nor- 
mative positions, for example permissions, obligations and indeed institutional 
powers themselves: see for example [2, 4]. 

A particular kind of institutional power is the notion of coimts-as-in- 
context [18], which grants that the performance of certain actions by empowered 
agents, will count as, in the context of an institution or society S, as S itself see- 
ing to that certain institutional facts are true. Introducing £a as the relativised 
(to agents) sees-to-it-that operator and as the relativised (to institutions) 
counts-as operator, then we write: 

sPoWaP £a(!> Ssi’ 

to denote that a is empowered in/by S to perform action that will count, in S, 
just as if S saw to it that ip itself. We say that a has the power p. 

This is the basic concept, but it turns out that institutional powers are more 
commonly dynamic or transient, there fore we have to have a formalism that 
facilitates representation and reasoning of the effects of actions in terms of what 
facts are initiated or terminated, and under what conditions. Looking ahead, 
then, to an Event Calculus [19] implementation, such as that in [2], we will 
specify powers as above, but codify powers as Prolog like rules. Note this move 
is a first approximation to be compatible with existing agent implementations, 
although we are reducing the modal notion of count as, as formalised in [18] to 
a simple implication. 

Therefore, given the axiom: 

holds at {ij) , ti) <— 
happens {a : to) A 

initiates{a : (p,if,to) A 
to < ti 
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we can state how institutional facts are initiated or terminated. The domain- 
independent axiom above states that </> holds at time ti, if agent a performs 
action <f> at time to, </> initiates ip, and based on some ordering of time points, to 
is before (earlier than) t\. In the cases in which we are interested, p initiates ip 
if the corresponding institutional power holds, i.e.: 

initiates {a : p,ip,to) <— 
holdsat(sPow aP, to) 

Correspondingly, we can terminate institutional facts: 

holds at {-<ip,ti) <— 
happens {a : p, to) A 
terminates{a : p,p,to) A 
to < ti 



given: 



terminates{a : p,p,to) <— 
holdsat{sPoWaP , to) 

where here the institutional power p' is specified as: 

sPoWap' = £aP =>S £s~’P 

5 Research Programme 

5.1 Research Plan 

The norm-governed approach to specifying open agent societies therefore pro- 
vides: 

— mechanisms for automated self-organization and self-management of compo- 
nents, in particular the introduction of new services; 

— precise, formal specifications of the conditions which allow applications to 
arrange bespoke network services; 

— infrastructure to support ad hoc collaborations between groups of agents, in 
particular for authorizing members of the group; 

— normative concepts that arise when addressing issues of trust and security 
(e.g. from database access control and file sharing to control of service invo- 
cation) . 

Furthermore, while the emphasis is on automation between autonomous compo- 
nents, the appropriate visualisation and explanation of normative and institu- 
tional relations is also a sound basis for human interaction and collaboration. 
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Fig. 3. Research Programme 



From this starting point, we aim to work from the theoretical specification 
of open systems to a physical implementation deployed in practical applica- 
tions. It is our plan to seek a route from theory to practice founded on an 
innovative combination of scientific and engineering methodologies as outlined 
in Section 4. We propose to specify and design open agent societies using the 
theoretical framework, appropriately enriched to analyse further normative re- 
lations required for a particular agent community; to implement this framework 
in agents programmed in Go!, organise the secure distribution of such agents 
using the KODAMA framework, and test the resulting system through the im- 
plementation, deployment and evaluation of practical instantiations of the agent 
community as a VPC. 

Figure 3 presents an illustration of our overall research programme: an Anglo- 
Japanese collaboration involving the fusion of a number of base platforms and 
technologies based on which we aim to develop application scenarios of the kind 
identified in section 3. In particular, we take a vertical slice through the ‘levels’ 
of R&D: foundations, technologies, platforms and applications, and seek to in- 
tegrate them as outlined above. Imperial College London are developing the sci- 
entific foundations for open agent societies, Fujitsu Laboratories of America are 
leading development of the technology (the programming language Gol), Kyushu 
University are developing the platform (KODAMA), and Fujitsu Kawasaki Lab- 
oratories are leading development of the applications. 
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5.2 An Example 

In this final subsection, we consider, by way of an example, how the integration 
of the technologies described in section 4, following the research plan above, 
serves to: 

— contribute to mass user and society services; 

— address issues raised in the discussion of the scenarios in section 3; and 

— provide mass users’ utility over mere personal information services. 

For our example, consider a music (file) sharing community S. Essentially, 
we can use some form of role-assignment protocol which can be used to allocate 
to certain agents a role they will occupy in a certain Virtual Private Community. 
For example, following [2], each of these roles will be associated with a set of 
preconditions which the agent must satisfy in order to occupy that role, and 
a set of constraints that describe the behaviour of the agent while occupying 
that role (with respect to what is ‘meaningful’, ’valid’ or ’legal’). 

So, following the original example of [17], let us assume three levels of mem- 
bership, Iq for non-member, l\ for trial member, and I 2 for full member. A non- 
member may apply to become a trial member, and a trial member can apply 
for full membership. A non-member has no permission (right) to play any of the 
music files, a trial member can play samples, and a full member has unlimited 
playing rights. A membership secretary is responsible for processing applications 
and assigning member levels. All of these are in a sense roles in the community, 
and confer certain institutional powers. Assume communicative acts apply, assign 
and revoke: let j and k be specific agents (and A be a variable over agents) and 
let e.g. j : assign(fc, 4>) denote agent j communicating to k the message assign 
with content (p. Then we can specify the institutional powers associated with the 
roles as follows, where the act counts as, according to the rules of community S, 
initiating and terminating new institutional facts, from which we can infer new 
powers, permissions and obligations. 

There are three powers in this simple example, pi, p 2 and pa, specified by: 

sPowfcpi(A, T) ffcassign(A,L) 

£srnember{A, L, S) 

dsf 

sPowkP 2 {A,L) = 5ferevoke(A, L) 

£s^member{A, L, S) 

sPowAPsiL) £A3Pp\y(k, L, S) 

£ s application {A, L, S) 

The aim here is to give agent k the power to assign and revoke membership 
‘levels’, where different levels of membership will provide different permissions 
(here k is the membership secretary). However, this power is not total: we would 
not want k arbitrarily assigning membership to all and sundry. Therefore this 
power will only be enabled by an application, specifically to fc, and that is the 
third power. 
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This analysis is codified as axioms: 

initiates{k : assign(A, L), me?n&er(A, T), i) <— 
holdsat{sPowkPi,t) 

terminates{k : revoke(A, L), me?7i&er(A, T), i) <— 
holdsat (5PoWfc/r?2 , t) 

initiates{A : app\y{A, L, S)^ application{A, L),t) 
holdsat{s^avf aP 3 , t) 



We then require the following implications which hold at all time points t: 

holdsat {{application{A, L, S) sPoWkPi{A, L)),t) 
holdsat{{{ci{A, L) A ... A c„(A,i)) ^ 5 Perfepi(A, A)), t) 
holdsat((member(A,li, S) — > Asample-play)A) 

holdsat{{member{A,l2, S) Afull-play),t) 

holdsat{{sPerAP3{h)),t) 
holdsat{{member{A,li, S) sP^T^APsih))^) 



The first formula ensures that an application by any agent gives k the power 
to assign that agent to the requested level. Note that while k may have the power, 
it may may not have the permission to exercise that power unless A also satisfies 
the conditions ci, . . . , c„. If an agent becomes a member at level h, then it has 
sample playing permission, and at level I 2 it has full playing permission. Every 
agent has the power to apply for membership at level l\; becoming a member at 
this level then gives the power to make applications at the higher level. 

Finally, we have not yet said anything about k's power of revocation. Again, 
this is not a power which k should have at all times: k should only be empowered 
to revoke membership if an agent has done something ‘wrong’, as it were. We 
will say that an agent is sanctioned in such case. One possible sanction could 
be caused by an agent attempting a full play without permission (i.e. it is only 
a level h member). Then k may have the power to revoke A’s membership, which 
will be terminated. Thus we have: 



initiates{A : full-play , sanctioned{A)A) 
-^holdsat(sP^^Afull-play, t) 
holds at {{sanctioned {A) 5Powfcpi(A, Zi)), t) 



We have now specified a (simple) system of norm-governed interaction. This 
could be used in either the Society Visualiser developed in [2], using Event 
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Calculus implementations directly, or by using an alternative action description 
language such as C/C+ ([12] and corresponding tool CCalc [23, 20]), or even 
by developing new action languages altogether [29]. In either of these cases, our 
next step is to encode such specifications in Go!, either using Prolog features 
of the language itself, or by using other tools (e.g. CCalc) as separate services. 
These Go! agents can then be incorporated as components in the KODAMA 
agent platform and architecture, as indicated above, which in turn is used to 
implement Virtual Private Communities. 

It is our conjecture - which remains to be validated by further research and 
development - that this approach provides the foundations for developing and 
deploying open-ended applications, where content-production and right manage- 
ment are completely decentralised (as per the scenario described in section 3.4). 

Furthermore, this approach to digital right managements addresses other 
issues raised with respect to this scenario, in particular the issue of information 
trading. Social constraints, formalised in electronic societies and represented 
by deontic concepts and/or normative positions of the kind described above, 
can be used to implement socially-organized, norm- governed, open distributed 
multi-agent systems. It is then our second conjecture, that this will be the basis 
for other system properties that, in other research, we have referred to as supra- 
functional requirements (i.e. system requirements that are not functional or non- 
functional, for example, in our case, to “create loyalty” [32]). In information 
trading applications, we are now thinking in terms of user trust and satisfaction, 
based on qualities like privacy, accountability and respect for rights; and other 
benefits of emergent behaviour stemming from recommendation and reputation 
systems. It is this outcome, if realised, that contributes to mass user or society 
support, by maximising the mass of the users’ utility, profit or expectation, and 
of the society as a whole, way beyond that which could be derived by mere 
personal information services. 

6 Summary & Conclusions 

We detect considerable technology push and application pull in what is coming to 
be called pervasive computing. The technology push is provided by a combination 
of advances in high bandwidth wireless networks, low power high performance 
computing devices, and significant developments in sensor technology. The ap- 
plication pull is coming from tools for ‘professional’ digital production of content 
by individuals and bottom-up, community-based sharing of information. These 
applications involve large scale communities of users, and we have argued that 
alongside the decentralisation of production, a decentralisation of digital rights 
management is also required. 

This paper has then identified a set of platforms and technologies whose in- 
tegration is aimed at providing support for large scale electronic communities 
through individual digital rights management. This localisation of rights with 
content and the use of agent technology to individually manage those rights 
is fully in keeping with the ‘intelligence at the edge’ paradigm of peer-to-peer 
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computing, and, we believe, lays the foundations for mass user support in perva- 
sive computing applications which involve information trading economies within 
societies of agents. 

We have outlined a research programme developing, integrating and applying 
these technologies. However, it should be clear that we are at the first stages of 
this programme: the intention of the current article is primarily to articulate 
a position statement which stimulates discussion within and enables feedback 
from the community. 
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Abstract. Information recommendation in E-commerce applications often uses 
a social filtering method to cluster similar users based on their profiles, 
characteristics or attitudes on specific subjects. This paper describes Fairy 
Wing: a distributed information service system, which utilizes Radio Frequency 
Identification (RFID) tags as portable media for user-computer interaction with 
inexperienced users. The characteristics of the proposed system are summarized 
as follows: (1) The system is installed on small PCs with a reasonable RFID 
reader/writer and works with/without computer networks (2) It is effective in 
distributed computer environments even for a small number of users. (3) It 
gradually accumulates users' profiles from individual behaviors then generates 
recommendations and advice for each user. A prototype system has been 
implemented and validated on user navigation in a shopping mall. 



1 Introduction 

Social filtering is a way of clustering similar users based on profiles, characteristics or 
attitudes on specific subjects [1]. The techniques are often used in E-eommeree 
applieations to recommend appropriate consumer goods to a specified groups of 
customers [2]. The teehniques involve recommendation of items liked by other 
similar users. Thus, to implement the methods, we analyze ratings of items by users to 
classify the users into groups, so that users in a partieular group share similar 
interests. Then, a user is reeommended items whieh similar users have rated highly 
and he/she has not looked at. 

Examples of Collaborative-filtering reeommendation are found in the systems: 
GroupLends [3] and Firefly [4]. Soeial filtering deals with any kind of eontents, 
beeause the system need not analyze eontents to generate recommendations. There 
are, however, shortcomings which are summarized in [2]; we need to have enough 
users and enough rating information compared with the number of items[5]. When the 
number of users is small, reeommended items will become only a small part of the 
total items [6]. 

To utilize the benefits and to overeome the diffieulty, this paper deseribes a 
PC-based distributed agent system [7]. The system utilizes Radio Frequency 
Identification (RFID) tags and/or smart IC cards [8] as portable media for 
user-eomputer interaetion and data assistants for inexperienced users. 
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The perfonnance of recent RFID tags and/or smart IC cards is equal to the 
performance of micro-computer kits about twenty years ago, thus, we use RFID tags 
and/or IC cards as a medium for human-computer interaction to implement a social 
filtering system [9]. The idea is implemented in Fairy Wing, another mobile 
computing system for community computing in a digital city [10]. The system aims at 
supporting personal information management and information services [1 1]. 

This paper describes a simplified version of Fairy Wing for practical use and the 
implementation of the prototype information service system in a shopping mall. 

2 Background 

In this section, we will describe the background, motivation, and objectives of our 
work from the viewpoint of social requirements, RFID Tags and/or smart IC cards, 
and software technology on agent-based systems. 

2.1 Social Requirement 

In a shopping mall or tourist area customers often require up-to-date information and 
shop managers would like to establish good relationships with customers. To cope 
with these problems, we examine the following three issues: 

Issue 1: The first issue is the user skills needed and the cost of computer equipment. 
Even recently available small personal data assistants are too difficult and too 
expensive for people who are not familiar with PCs. Although the virtual space of the 
WWW means we have no logical boundaries to limit us, we have physical and mental 
restrictions among people and cities. Barriers are much greater than those in physical 
towns because we cannot directly touch, speak, or hear other people who are not 
connected with computers and networks. Skills and money are required for computers 
to fulfill their function. 

Issue 2: The second issue is the management of a large amount of infomiation on 
people and the town. In order to make things run smoothly, large databases must be 
maintained. There are two categories of database. The first one covers city resources; 
this must be frequently updated as new things are introduced. Of course, catalog and 
logistical information on commercial goods must also be kept up to date. The second 
category covers personal information which must be provided, collected and 
managed. The cost of maintaining information will become too high, even if it is 
controlled by local government. 

Issue 3: The third issue is the problem of security and privacy. It is repeatedly 
reported that companies participating in electronic commerce pay a high cost to 
maintain customer databases, however, security holes still occur. As stated in [12], 
there is a delicate balance between protecting the privacy of citizens and facilitating 
the sharing of information. Therefore, for a good community to develop in a city [13], 
some kind of user-centered information control mechanism is essential. 
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Fig. 1. Various Kinds of RFIDs and IC Cards 

In summary, systems to support communities must cope with: (1) cost and 
ease-of-use, (2) information management, and (3) security and privacy. To meet the 
requirements, it is desirable to develop distributed cooperative systems [14] to support 
personal infonnation management, information services, and dynamic social fdtering. 

2.2 RFIDs and Smart IC Cards 

To date, it is reported that over one billion smart cards have been issued. Recently, 
RFID tags have also shown the capacity to maintain a limited amount of information. 
The main purposes of such new devices have been limited to e-cash, including 
advanced credit card or debit card systems, storing personal information such as 
health care, e-tickets for traveling in everyday life, and address tags for mailing. 
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However, research and development work is too concentrated on security issues and 
has not attempted to focus on utilizing the potential of the devices as computers, when 
they have the same capacity as the micro computers of twenty years ago. 

The current costs of the IC card and/or RFID tags and the reader/writer are 
respectively about 10-20 US$ and 100-200 US$. Thus, from both computational and 
cost-based viewpoints, the performance of the small devices is between that of 
conventional magnetic cards and conventional personal data assistants. It is 
reasonable to deploy these devices for inexperienced users and to use PCs with the 
reader/writers. 

Fig. 1 shows the devices we used to implement the prototype system. 

2.3 Field of Application 

The main conventional applications of RFID and Smart IC Card cover such areas: 1) 
use as an electronic commuter pass in transportation such as trains and buses, 2) use 
as a sophisticated financial card instead of a usual electromagnetic card as ATM cards 
of banks and credit cards in financial markets, 3) use as an electronic expense sheet 
instead of paper expense sheet used in business transaction, 4) use as an electronic tag 
to guarantee the quality of a product by clarifying its marketing channel. 

Research and development of RFIDs and Smart IC Cards have depended on their 
applications. The device to deal with pecuniary exchange such as electronic money 
requires an advanced security function. The device used as electronic money is 
generally expensive since it is equipped with such a security function. On the other 
hand, when a security function is unnecessary and when the memory installed in the 
device is small, the device will become low cost. The application utilizing such a 
cheap device has an advantage for both sides who operate the application and who 
eventually utilize the application. Low-price and low-end device without a security 
function will be widely used due to the increase of the memory capacity and the 
further price-reduction in the future. For example, Hitachi Inc. has presented a new 
tag with less than 10 yen cost per device in December, 2003. 

A practical Suica system East Japan Railway Company, which possesses both 
functions as a commuter pass and electronic money [15], has gained two million users 
in approximately two months from the beginning of its service in November, 2001 in 
Tokyo, and the number of the users has been increasing since then. 

The device with an electronic money function such as Suica is equipped with the 
firewall feature and excels at security. However, the device does not have flexibility, 
and the application design has restrictions. On the other hand, a cheap device is 
inferior in terms of its security, but it has lesser restrictions in using the device. Thus, 
a flexible application can be designed. If the device without a security function were 
equipped with an electronic money function, it would be required to develop 
strategies, so that a crime, an operational error, a trouble of the system would not 
cause the change in the value of the electronic money. Since the strategies inevitably 
become large-scale, the flexibility which inheres in the device would be lost. 

Both expensive and cheap devices have different application areas to utilize their 
unique characteristics. 
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2.4 Coping with the Issues of Information Services via Small Devices 

Using the functions of the small devices, we can overcome the issues discussed 
above. The system consists of personal information in the small devices, information 
services in PCs with and/or without networks, and pointers to the resources of a city. 
We assume that there exist ubiquitous information terminals in the physical towns and 
that sufficient information for daily life is available [16]. 

About Issue I: our approach is that (1) we provide the target place with holders' 
personal information within the small devices, and (2) fully distributed systems are 
developed to compensate for the defects of current PDAs and information terminals 
by integrating both personal and public information. Current PDAs are more flexible 
than PCs, because they are fully personalized for the holders. On the other hand, 
information terminals in a city can have much more powerful user interfaces than 
those of current PDAs with a small display and narrow communication channels. 
Using the personal information in the small devices, according to the context, 
situation and wishes of the users, we can manage the functions of the information 
services. 

About Issue 2: our systems will work without central personal information 
databases and any specific information control mechanisms in the center. End users 
are responsible for their personal information and usages. Fairies contain sufficient 
personal information to access the services of the digital cities. Thus, users or 
device-holders can actively control the availability or privacy of their personal 
information. For example, users mask any personal information depending on the 
features of target applications [17]. Fairies will also contain footprints or recent access 
records to the applications. This footprint information can be used as bookmarks to 
get corresponding information services. The information can be used as the key to 
directly access the desired information on stand-alone type information terminals. 
This reduces the development cost of information services. For example, users can 
access the appropriate information while moving around the targeted place. 

About Issue 3: our policy is that holder centered control mechanisms are essential. 
Fairies containing personal information are fully distributed. Thus, compared with 
centralized personal database systems, complex management tasks for personal 
information are avoided. Users must be responsible for their own information. It 
would be a desirable feature for the activities to be governed in a bottom-up manner. 
As the personal information is contained in Fairies, under the holders' control, it can 
be dynamically integrated into the information terminals. This enables users to 
support community formation tasks via social fdtering. Conventional fdtering 
algorithms usually assume that very large amounts of data are available in the analysis 
and, therefore, the algorithm must be kept simple in order to handle the large amount 
of data in a reasonable time. As Fairy-based systems will dynamically analyze small 
amounts of the data on user access information, we can implement sophisticated 
algorithms. 

3 Fairy Wing: Yet Another Mobile Computing System 

This section describes the architecture of Fairy Wing and the feasibility of the 
systems. 
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3.1 System Components and How They Work 

The proposed system eonsists of (1) Smart Cards and/or RFIDs with Fairies for 
storing and managing personal information, (2) Ubiquitous information terminals 
with deviee readers/writers, and (3) Distributed information spaee [18], whieh does 
not neeessarily assume the existenee of eentralized data warehouses or 
eommunieation networks. Fig. 2 shows the eoneeptual arehiteeture of Fairy Wing. In 
subsequent seetions, we will deseribe the features of eaeh eomponent. 
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Fig. 2. General Architecture of the Fairy Wing System 



3.1.1 Fairy Wing Devices 

Fairy Wing Cards or RFIDs are flexible, easy-to-use, and eheap mobile terminals 
eorresponding to eonventional PDAs. The small deviees eontain (1) the seeurity 
information, or the pin number of the holder, (2) personal information, whieh ean be 
masked per data item by users in order to eoneeal or reveal individual information, (3) 
the user's footprints whieh maintain past reeords of aetivities in a digital eity, and (4) 
loeal information, whieh must be transferred among information terminals. 

If neeessary, eaeh Fairy ean transfer information to eonventional personal data 
assistant systems or to a user's own PC. Furthermore, the design of the equipment 
with Fairies ean be in any shape or form; for example, it ean be like a notebook page, 
a leaflet, a button, and/or any wearable style. All information in the eards is under 
eontrol of the deviee holder, thus, he or she must be responsible for managing and 
maintaining it. When a deviee-holder loses his or her deviee, immediately he or she 
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can distribute the information that the device is no longer valid for the applications. 
This is easily done by accessing the ubiquitous information terminals. All the user 
need do is to give the information about the specific card ID to the applications. Then 
the information will immediately be widely distributed. 

3.1.2 Information Terminals 

Users interact with the ubiquitous information terminals, which should be equipped 
with easy-to-use and look-and-feel interfaces for inexperienced users (for example, 
toueh sereens and voiee information guidanee are desirable). The terminals have a 
reader/writer for the devices. Users start the session by inserting their devices in the 
reader/writer. When Fairy Wings are inserted into the terminals, the terminal will 
show the most appropriate information to the user based on the stored information in 
the terminal and the footprints on the Fairy Wing. 

The information tenninals are basically client systems connected with total 
infonnation servers in the targeted area. Flowever, they are not necessarily networked, 
if the terminals have enough information for the current users. This is because the 
Fairies contain footprint information, so that the information providing task can be 
performed in stand-alone type terminals. This capability will reduce the cost of 
system deployment. 

3.1.3 Information Space 

Users of Fairy-Wing connect to the information services based on the information of 
Fairies and information terminals. Fairy Wings are used both in virtual and physieal 
information spaces. For example, in the virtual space shown in a private PC, users ean 
explore digital city malls based on personal information and can buy favorite things, 
based on the concepts of relationship marketing. They also unite the user community 
based on the fdtering mechanisms [19]. On the other hand, in the physieal space, the 
user will have appropriate information or recommendations from the digital city via 
information terminals and/or private PCs, based on the footprint information. 

3.2 Discussion on the Applicability of Fairy Wing 

The unique eharaeteristics of Fairy Wing he in the fact that all private information is 
contained only in users' own Fairies and not in eentral control and maintenance 
meehanisms. In summary, the development of Fairy Wing will benefit users in the 
following ways: 

(1) Users are responsible for their own privacy, thus, they can be active in 
concealing and revealing private information. 

(2) The target plaee provides citizens with appropriate information based on 
content and context. As the information controls depend on the information 
of Fairies, the recommendation information can be available even if the 
information terminals are not connected with computer networks. 

(3) The application systems at each information terminal can be developed 
separately, because Fairies can maintain both static and dynamic personal 
information. 
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(4) Complex user management systems are not neeessary in the eentral server 
systems, thus, system development and maintenanee will beeome easier. 

(5) Collaborating filtering systems can be supplied in each information terminal; 
therefore, interfacing with a specific terminal, users can form communities 
with the same interests or subjects. 

4 A Prototype Information Service 

To assess the feasibility of Fairy Wing, we have developed a prototype system to 
navigate visitors in a shopping mall of a Japanese city. For rapid and simpler 
implementation, we decided to remove the organizational learning mechanism [20] 
among users from the previous version described in [21]. However, as described 
above, the system is intended to realize (1) cost-effective and ease-of-use 
environments, (2) distributed information management, and (3) holder-centered 
security and privacy controls. 

The hardware devices used in the prototype are shown is Fig. 3. The system 
consists of (1) a few PCs for user registration, which are used to issue and initialize 
the devices with personal information, and (2) an adequate number of PCs for 
information terminals at shops in the mall with an IC card reader/writer. 




Fig. 3. Hardware Devices for the Prototype (from left to right: coin type RFID, stand-alone 
PCs, servers, network) 



4.1 Issues of the Task Domain 

Hitherto, in the field of city planning, the slumism of old towns is a serious issue. 
There are several reasons for the slumism; one of the reasons is that, as the 
commercial district of the old town has lost its customers, because most of them go to 
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the shopping center in the suburb area convenient for car drivers, and as a result, the 
number of people who visit the old town has decreased. This has caused the loss of 
the vitality. 

Ibusuki City, Kagoshima Prefecture, is the experimental location for the proposed 
application. Ibusuki is a sightseeing spot with three million tourists every year. 
However, the tourists' purpose is to go to hot spring resorts outside the old town, and 
they do not visit there. Thus, we will consider the information service to facilitate the 
vitalization of the commercial district of the old town. 

Using RFID tags, we have developed a system to facilitate consumer purchasing in 
the commercial district of the old town. This system is characterized by the function 
as an electronic coupon to enhance buying motivation, and consumers will 
accumulate rewards with each purchase. The accumulated rewards are exchanged, as 
regional currency, for delivery of the products, nursing service, and other services 
within the commercial district of the old town. Moreover, it is possible to flexibly 
give preferential treatment to the consumers who make a number of purchases in a 
short term by giving bonus rewards in order to encourage them to purchase. 

Regarding the scale of the system, it is assumed that total ten thousand RFID tags 
are distributed and that ten thousand people utilize them in a particular area. To carry 
outfirst step experiments, we have focused on the event related to the training camp of 
the France team for the World Cup Soccer 2002 in Ibusuki City. The event was held 
in June 2002. The prototype information service system with electronic coupons has 
been implemented for the purpose. 

Fig. 4 shows a demonstration displays. 

The prototype was designed to demonstrate the performance of such information 
services at a shopping mall in Ibusuki City, Japan, during the 2002, Soccer World 
Cup. The duration from initial design and demonstration was only two months. Using 
the system architecture of the previous version, implementation was successful. 

End user interfaces are implemented as additional functions of a current web 
browser, therefore, if users are familiar with web surfing, they can easily enjoy the 
prototype system. 




Fig. 4. Prototype Demonstration at a Shopping Mall 
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4.2 Contents of Information Service Carried Ont in Old Town 

Fig. 5 indicates the geographic information of the old town which is the experimental 
location. This is the area with a radius of approximately three kilometers with a large 
park in the center and the seashore on the right of the map. Since this area is flat, 
people can move a place to another in the map within approximately 45 minutes at the 
longest. 

The Central Park functions as the event site in commemoration of the World Cup 
Soccer and has the head office in June 2002. The system operates the information 
service for the vitalization of the commercial district in the old town. That is, it is an 
electronic coupon system, issues coupons at the administration head office located in 
the Central Park, and distributes the coupons to the users. For the duration of the 
event, if users purchase in the commercial establishment located within the area 
indicated in Fig. 5, the rewards depending on the amount of the purchase are 
accumulated on this electronic coupon. When the number of the rewards reaches to a 
certain number, the user can exchange for other multiple services operated in the 
particular commercial district. Fig. 6 indicates the system administration model of the 
electronic coupons. 

4.3 The Electronic Coupon System to Operate the Information Service 

The electronic coupons are used in the area with a radius of three kilometers indicated 
in Fig. 5. We assume that the people who possess the electronic coupons make their 
way only on foot in the area. The system is designed to satisfy the following purposes. 

1) When recording the number of rewards on the electronic coupons at the 
purchase, the recommended information as a place to visit next is presented, 
and the information to encourages the purchaser to move to another place is 
provided. 

2) This information includes the one which directly and/or indirectly 
encourages consumers to make another purchase at another location. 

At the purchase in an outlet, the consumers who possess the electronic coupons 
place the RFID which is, in fact, the electronic coupon, onto the RFID Reader and 
Writer indicated in Fig.3. The system communieates with this device, adds the 
rewards, and shows the following information on the TFT display. 

1) The number of rewards after the accumulation and the reminder of the 
service which can be exchanged for the number of the rewards. 

2) The information which encourages to consumers to move. 

Fig. 7 shows information terminal of this system. 

The purpose to encourage the consumers to move is important for the following 
reasons. The area indicated in Fig. 5 is thinly populated potentially. In order to vitalize 
this area utilizing this small population effectively, the encouragement of the 
movement of the consumers plays an important role. The movement and eventual 
interaction between people can vitalize the region and eventually vitalize the 
commercial activities. The system actively delivers and allows the TFT display to 
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show not only the information which directly or indirectly leads the consumers to a 
purchase, but also the local information which is unrelated to a purchase. 




Fig. 5. Geographic Information of the Old Town 
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Fig. 6. Abstraction of Electronic Coupon System 
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Fig. 7. Information Terminal of Electronic Coupon System 

We cogitated about the rewards added. The accumulated rewards can be exchanged 
for the service provided in the area. However, the rewards are not the official 
currency. Rather, since they have characteristics as local currency, the rewards are not 
only added in a fixed rule all the time; Entertainment-like fascinating aspect such as 
bonus rewards which are added during a particular period and probabilistic 
uncertainty is considered. 

4.4 Inference Methods for Showing the Information 

This time, since the system must immediately be developed and delivered, we do not 
use the organizational learning mechanism in [21]. We only implement the inference 
method to recommend the next place to visit to the users utilizing their footprint in 
order to encourage them to continue moving. 

The system possesses the fundamental information such as the one in Fig. 5. This is 
geographic information and that of the place of outlets. In addition, this is able to 
utilize the footprint of the users of the electronic coupons. The system provides the 
information about which outlet the consumers visited and added rewards to the 
coupons and about what types of information the system showed as recommendation 
in the past. This information is stored on the RFID the users possess. The system 
reading this information makes it possible to obtain the information in the individual 
level. When the types of the recommended information can be recognized as the only 
ID, the system can figure out which spot on the geographic information in Fig. 5 the 
recommended information is about. That is, the recommended information can be 
utilized as the geographic information. 

The RFID memory space is small, only 112 bytes. Thus, it is required to infer and 
generate the recommendation information for the RFID holders utilizing the limited 
infonuation. As the whole fundamental information the system has, all outlets are 
indicated with green nodes as in Fig. 8. As the information in the individual levels, the 
outlets are connected with the directed lines following the sequences in which the 
rewards are added. Moreover, the red nodes indicate the outlets related to the 
recommended place provided as the recommendation in the past. The system assumes 
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that the individuals already know the loeations indieated with the red nodes or those 
whieh are eonneeted with the direeted lines. That is, sueh loeations are exeluded from 
the sites the system reeommends in the future. 

The eleetronie eoupon system set at eaeh outlet possesses a unique ID for the 
maehine. Utilizing the ID and the geographie information in Fig. 5 makes it possible to 
figure out the loeation of the maehine itself The geographie information of eaeh 
outlet in the Fig. 5 is eonverted to sueh information as in Fig.8 and stored on the RFID 
individuals possess. As deseribed above, the loeations the individuals already know 
are excluded, and those which they do not know are recommended. The locations to 
recommend here should satisfy the following: 

1) The closest location from the current position. 

2) The locations which the individual does not know. 

The following operation is needed to search the locations which satisfy these 
conditions. 

a) In order to hold the distance information, grid which is interchangeable with 
the geographic information in Fig. 5 is formed on the RFID memory, and the 
nodes which indicate outlets are placed on the grid [22]. 

b) The users can obtain the geographic information of the candidate site 
utilizing beam search [23] at the current position. 

Although multiple candidate sites might be obtained, the one firstly found is 
designated as the end of the search, because the electronic coupon system does not 
possess sufficient information to choose one from the multiple candidate site as a best 
recommendation. 

4.5 Electronic Coupon System and Data Mining 

It is necessary to understand the present conditions of the whole region in order to 
vitalize the commercial district of the old town. When the users eventually exchange 
the accumulated rewards for service, the system provides the method to retrieve the 
users' footprint from the RFID and store it on the system as their log. When issuing an 
electronic coupon, creating an ID which can recognize the individual in the user's 
RFID enables the system to learn how the identified user has moved within the area 
and what recommended information the user has received [24]. 

Fig. 9 indicates an example of the user's footprint information stored on the RFID. 
It consists of the user's ID, time when the rewards are added, outlet ID, and 
recommended information ID. If the footprint for each user is indicated in one line of 
the tabular data, it is possible to show the all users' footprint with one table. Such data 
can be acquired with the method as in [25]. Utilizing the ID of the outlet at which the 
user purchases and the recommended information ID provided as the next candidate 
site makes it possible to learn whether the user follows the electronic coupon system's 
recommendation. Based on the geographic information, the present electronic coupon 
system recommends the closest spot from the current place as the next candidate site. 
When a pattern in the users' movement is found through the method in [25], it is 
possible to generate an increasingly appropriate recommendation based on the pattern. 
The system generating the next recommendation based on the infonnation which the 
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system has recommended and the movement which the user has actually taken 
enhances the appropriateness of the inference of the system. Moreover, since the 
global picture of the commercial district in the old town becomes clearer, it will 
become possible to contrive a scheme for the vitalization. 
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Fig. 8. User's Geographic Footprint (up) and its Stored Memory Reside on RFID (112byte 
memory space) (down) 
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Fig. 9. User's Footprint for Data Mining 
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4.6 Discussion 

The proposed Fairy Wing arehiteeture is applieable to various task domains, whieh 
feature user-eentered partieipants, user-eentered information management, 
user-eentered information navigation, advaneed information serviees and 
easy-to-maintain distribution [26], Candidates for this applieation inelude relationship 
marketing support inter-eommunities/eompanies, visitor information assistanee at 
exhibition eenters, healtheare information serviees, and eollaborative edueation 
support. 

The implementation teehniques are at a reasonable level for rapid development and 
easy maintenanee. The assumptions we have made are not demanding; they are 
summarized as follows: (1) the existence of ubiquitous information terminals, (2) 
users' continuing interest in the infonuation services, (3) a small amount of personal 
information required to run the system, and (4) an adequate number of participants 
entering the system at the same time. 

5 Concluding Remarks 

This paper has proposed Fairy Wing: another mobile computing system for 
community computing in a digital city. The system is characterized by the concept of 
smart IC cards and aims at supporting personal information management, information 
services, and dynamic collaborative fdtering. We have discussed the advantages of 
the system and architectural issues. We believe the proposed system architecture is 
effective in various applications, which will provide wide coverage physically, 
virtually, and temporally. We also think the Fairy concept will lead to the 
development of a popular device for expanding advanced agent systems. 
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Abstract. One of the fundamental issues of Ubiquitous Computing is 
concerned with the coordination gaps between devices, services, and users. 
When numerous devices, various information services, and users who have 
different intentions are physically co-located in a environment, how can we 
coordinate the services and devices to assist a particular user in receiving a 
particular service so as to maximize the user's' satisfaction there? In order to 
solve this human-centered service coordination issue, we have been developing 
a multiagent architecture for Ubiquitous Computing, called CONSORTS 
(Coordination System of Real world Transaction Services). In this paper, we 
first outline some coordination gaps in Ubiquitous Computing, and describe 
three design concepts of the CONSORTS to bridge the gaps: physically- 
grounding, cognitive resource managements, and location-mediated service 
coordination. Then, we show the outline of CONSORTS architecture, and two 
applications of CONSORTS, context-aware information assist systems in 
museums and wireless-LAN based location system on AgentCities Networks. 



1 Introduction 

Recently, a computing framework that mainly concentrates handling real world 
information and physical objects, such as Ubiquitous Computing [1], Intelligent 
Room [2], and Ambient Intelligence [3], have been received much interest in both 
research and application. 

Ubiquitous Computing, which we focus on in this paper, enables computers to 
provide various information assists by using real world information. In the 
framework, numbers of sensor devices and computers are invisibly integrated in 
environments. The sensor devices may also include tiny, portable devices carried or 
worn by the users. The computers interact with the users by the sensor devices, not by 
conventional human interface devices such as keyboards and mice. For example, 
context-aware information assist systems, a typical application of the Ubiquitous 
Computing, aim to recognize users' contexts (e.g. locations, profdes and current 
activities), based on the sensor data, and provide proper information according to the 
users' context. 
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Although the Ubiquitous Computing is a promising framework of the intelligent 
services like context-aware information assists, it is still has many research issues. 
One of the fundamental issues is concerned with coordination among devices, 
services, and users. When numerous devices (e.g. terminals, RF-IDs, cameras, 
infonuation appliances etc.), various information services that use the devices (e.g. 
navigations, guides, information retrievals, controlling devices, etc.), and users who 
have different intentions are physically co-located in a Ubiquitous Computing 
environment, how can we coordinate the services and devices to assist a particular 
user in receiving a particular service so as to maximize the user's satisfaction? In 
other words, how can we dynamically coordinate the surrounding heterogeneous 
services and devices to be integrated into a consistent human-centered service 
according to a user's intention? 

In this research, to solve this human-centered coordination issue in Ubiquitous 
Computing, we focus on a research activity on the Internet, the Semantic Web [4]. 
The research goal of Semantic Web is to establish the methodology to manage a rich 
diversity of web-contents that explode on the Internet by adding “meta-data”, meta- 
information of the web-contents. RDF (Resource Description Framework) [5] and 
RDFS (RDF Schema) [6] are such meta-data developed on top of XML. The 
RDF/RDFS can represent semantic networks which stand for an ontology [12] that 
defines concepts in a domain. Since the meta-data have well-defined meanings based 
on the ontology, “Semantic Web agents”, autonomous computer programs that read 
the meta-data, can understand logical meanings of web-contents with meta-data. For 
example, the agents semantically infer identification between “my father's father” and 
“my grand father” based on ontology about family. Thus, with the deep 
understanding of the web-contents. Semantic Web agents choose proper contents out 
of numerous contents on the Internet behalf of users, coordinate the contents for the 
users, and assist the users in accessing the contents. 

Inspired by this ability of the Semantic Web agents that handle the meaning of the 
resources on the Internet, we have been developing a multiagent architecture called 
CONSORTS (Coordination ^stem of Realworld Transaction Services) [7][8][9]. 
Although we have developed some variations of CONSORTS according to their 
application domains, we describe first version of CONSORTS, called CONSORTS 
ver.l, in this paper. The main feature of CONSORTS ver.l is handling the meaning 
of the resources in Ubiquitous Computing environments. Using standardized agent 
communication language, called FIPA-ACL [10], and standard ontology for 
Ubiquitous Computing environments, CONSORTS agents can manage devices, 
services, and users in Ubiquitous Computing, and coordinate the services and the 
devices so as to assist the users in human-centered manner. 

In this paper, we first outline some research issues related to the human-centered 
coordination in Ubiquitous Computing. Secondly, we describe three essential 
requirements for the agents to solve the issues. Thirdly, we propose a multiagent 
architecture, called CONSORTS ver.l, which satisfy the above requirements. The 
CONSORTS agents use standardized agent communication and ontological 
description of Ubiquitous Computing environments to understand the meanings of the 
resources. Finally, we show two different applications of CONSORTS ver.l, context- 
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aware information assist systems in museums and wireless-LAN based loeation 
systems on AgentCities Networks [1 1], and eonfirm the flexibility of the arehiteeture. 

2 Human-Centered Coordination in Ubiquitous Computing 

In the chapter 1, we have addressed a question: how can we dynamically coordinate 
the surrounding heterogeneous services and devices to be integrated into a consistent 
human-centered service according to a user's intention? In order to answer the 
question, in this chapter, we address two coordination gaps in Ubiquitous Computing, 
gaps between services and gaps between user intentions and services, 

2.1 Gaps between Services 

There exist some cooperation gaps between the independent services. Most of current 
Ubiquitous Computing researches do not take care about cooperation between 
services, and ignore knowledge sharing among the services. Each of isolated services 
has ad hoc original data representation cannot shared with other services. In addition, 
the data of the services are not accessible to other services; there are no standard 
communication protocol and data format, such as HTTP and HTML on the Internet. 
Thus, it is difficult to share the data with other services. If the data could be sharable, 
numerous cooperative services are possible. For example, if cooking assist service 
can know what the user purchased at a supermarket today, the service can suggest a 
reasonable menu based on the purchased ingredients. For another example, if 
information search service at home knows paintings that the user looked at in a 
museum today, the user can search the information about the paintings without 
knowing titles of the paintings. 

Similarly, most of Ubiquitous Computing services are designed for a specific 
device, which has a certain communication speed, memory capacity and sensing 
accuracy. Thus, it is difficult to share the data in the services that presuppose different 
devices. For example, the location service that presupposes RF-ID-sensor-data cannot 
be applied the location service that presupposes Infra-red sensor data or GPS-data. 
There exist representation gaps between the device-oriented services so as to realize 
human-centered service coordination. 

2.2 Gaps between User Intentions and Services 

The Ubiquitous Computing services decide which service should be provided to a 
user according to the user's intention. However it is difficult to capture correct users' 
intentions because intentions are inner statuses in human beings. Thus, there exist 
gaps between captured user intentions and services provided. 

In addition, if the user's intentions are correctly captured, the services may not be 
easily accessible from the users because appropriate services must be chose out of 
various information services (e.g. navigations, guides, information retrievals, 
controlling devices, etc.) physically co-located there. Thus, there exist gaps between 
users' intentions and choosing matched services. 
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3 A Multiagent Architecture that Bridge the Gaps in Ubiquitous 
Computing 

In order to realize the multiagent arehiteeture that bridges the eoordination gaps in 
Ubiquitous Computing whieh we have addressed in ehapter 2, we propose three 
design eoneepts to realize the arehiteeture, that is, ^"physically-grounding” , ""cognitive 
resource managements”, and ""location-mediated coordination.” In this ehapter, we 
argue that these eoneepts are important to bridge the eoordination gaps in the 
Ubiquitous Computing, and deseribe how the eoneepts bridge the gaps. 

3.1 Bridging Gaps between Services 

The key to bridge the gap between serviees is “knowledge sharing.” To share 
knowledge between serviees, we need a eommon deseription of knowledge and a 
eommunieation protoeol between serviees. The diversity of the aeeess methods to the 
serviees and the deviees should be wrapped by sueh a deseription and a protoeol so 
that eaeh of serviees ean freely aeeess other serviees, deviees, and legaey 
applieations. 

For sueh a sharing meehanism, we propose a multiagent approaeh that the serviees 
eonsist of various kinds of autonomous agents so as to share the knowledge eaeh 
other. Eaeh agent knows about their own serviees, sueh as a serviee agent knowing 
about exhibitions in a museum, and eommunieates with other agents based on a 
eommon format of the knowledge deseription like FIFA Agent Communieation 
Language [10]. FIFA Agent Communieation Language (FIFA-ACL) is a eurrent 
standard of the agent eommunieation language. Using sueh standardized 
eommunieation format, knowledge sharing between serviees ean be realized. 

In addition, a diversity of the aeeess interfaces of the devices is eliminated by the 
standardized multiagent architecture. By wrapping the service AFIs by the agent 
commutation languages like FIFA-ACL, the AFIs can be standardized. Thus 
standardized multiagent architecture can make possible to knowledge sharing 
between heterogeneous services and devices, and bridge the cooperation gap between 
various services. 

3.2 Bridging Gaps between User Intentions and Services 

The keys to bridging gaps between user intentions and services are “capturing user 
intentions”, “describing user intentions” and “choosing matched services.” In this 
research, we propose new concepts to capturing user contexts, called physically- 
grounding [8] [9] and cognitive resource managements, and another new concept to 
choosing matched services, called location-mediated coordination. 

The physically-grounding is a design concept of the multiagent architecture that 
aims to be tightly coupled with the physical world. Through the various agents that 
can access the real world, such as device wrapper agents, the physically-grounding 
agents are aware of user status and environmental status in the real world that 
requires capturing the user intention correctly. 
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However, in order to eapture the user eontext in human-eentered manner, the 
agents must reeognize eognitive meaning of the real world, not only physieal 
information, beeause human beings eognitively interpret the real world as resourees 
of their daily aetivities. To handle this kind of eognitive meaning of the world, all 
information should be deseribed by Ontologies [12]. We eall this kind of ontology- 
based information managements in the real world cognitive resource managements 
and apply them to the issue. 

In order to resolve another issue: ehoosing matehed serviees in Ubiquitous 
Computing, we propose location-mediated coordination, a natural extension of 
middle-agent based serviee eoordination framework on the Internet [I7][I8][I9]. In 
eontrast with middle agents on the Internet, physieal eonstraints of the real world are 
eritieal for quality of ehoosing matehed serviees in Ubiquitous Computing 
environment. We suppose the most of user's eurrent intention is relate to the user's 
physieal loeation. For example, museum guide systems provide guide information of 
an exhibition to a user who loeated near the exhibition beeause the most of users 
require the guide information of the nearest exhibition. Thus, by eonsidering the 
physieal plaees where serviee providers and the serviee requesters are loeated, the 
middle agents ehoose matehed serviees. If a serviee is semantieally matehed to a 
request but the serviee resouree is far removed from the requesting user, the serviee 
should not be provided in the eontext of Ubiquitous Computing; the nearer serviee 
resouree to the user is often better than any other serviees. The loeation-mediated 
eoordination framework ean solve this kind of matehmaking issues based on the 
semanties of the loeations. 



4 Design Concepts of Multiagent Architecture in Ubiquitous 
Computing 

In this ehapter, we deseribe three design eoneepts physieally-grounding, eognitive 
resouree managements, and loeation-mediated eoordination to realize the multiagent 
arehiteeture that bridges the eoordination gaps in Ubiquitous Computing. 

4.1 Physically-Grounding 

Most of software agent researehes foeus on the problem how the system effeetively 
serves the user who operates a eomputer terminal eonneeted to the Internet [I3][I4]. 
They usually interaet with the user by explieit symbolie information. However, in the 
Ubiquitous Computing environment, there are no eonventional human interfaee 
deviees, sueh as keyboard and mouse, in the ubiquitous environment. In order to 
provide the user with proper information in the eurrent situation, the agents should 
foeus on not only explieit information of the user interaetion, but also on implieit 
eontext information in the real world (user loeation, aetivity, and physieal state of 
environment, ete.). For example, the agents must notiee subtle behavior of the user or 
slight ehanges of the environmental states to understand the user's intention. In other 
words, the agents in a digital world should be aware of sueh eontext information in 
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the real world. We call the awareness of (and control if possible) the physical 
environment by the agents “physically-grounding.” 




Fig. 1. Physically-Grounding Mechanism of Agents 

In this research, we propose a multiagent architecture with “spatio-temporal 
reasoners” and “device wrapper agents” as the system architecture of the physically- 
grounding agents. A spatio-temporal reasoner manages “spatio-temporal inference 
engine” and “spatial information repository”. The repository manages the device- 
oriented raw geometric information of the ubiquitous computing environments, such 
as location of users and raw data from sensor devices. Device wrapper agents manage 
and control devices, such as sensors and information appliances, in the environment. 
We illustrate the concept of physically-grounding in Fig. 1. The spatio-temporal 
reasoner receives physical information from the device wrapper agents, manages the 
spatiotemporal model, and sends consistent physical information to the other agents 
that request the information. As the requested agents are aware of some aspects of 
physical environments based on the messages from the spatio-temporal reasoners, the 
physical information can be shared by all agents on the architecture. In addition, as 
the devices can be controlled by device wrapper agents according to the other agents' 
requests, the function of devices can be shared by all agents on the architecture. Thus, 
the physically-grounding agents are realized on multiagent architecture with spatio- 
temporal reasoners. 
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4.2 Cognitive Resource Managements 

Physically-grounding agents can virtually share physical information of the 
Ubiquitous Computing environments. However, in order to realize human-centered 
coordination, they must recognize cognitive meaning of the world because human 
beings cognitively interpret the real world as resources of their daily activities. For 
example, to provide some information supports based on the user's location, the 
agents should understand user's location like “the user is in a museum now”, rather 
than “the user is at Longitude: 140.38.54 E, Latitude: 35.77.44 N at Mon Jan 13 
12:47:06 2003 JST”. If the agents also understand the meanings of “museum,” the 
agents can provide information services related to the museum. 

To realize these kinds of cognitive modeling of the world, all information should 
be described by ontologies by the agents. In this research, the meaning of Ontology is 
a specification of a conceptualization [12]. Ontology for the Ubiquitous Computing is 
a description of the concepts and relationships that relate to the Ubiquitous 
Computing (e.g. Sensor Ontology, Spatial Ontology, and Service Ontology, etc.). We 
call such ontology-based information management in the real world “cognitive 
resource managements.” 

In this research, we apply this concept to the spatial information repository of the 
spatio-temporal reasoner. We have described that the repository manages the device- 
oriented raw geometric information of the ubiquitous computing environments. In 
addition to the device-oriented geometric information, the repository also manages 
cognitive tree-representation of the environment; In short, spatio-temporal reasoner 
can manage both the tree-representation and the device-oriented geometric 
representation, and translate from the geometric representation into the tree- 
representation, and vice versa. (See Fig. 2.) Tentatively, .the translation is a 
deterministic mapping process between raw representations and ontological 
representation that we have defined beforehand. 

The ontological tree -based representation is based on the human understanding of 
spatial concept generally called mereological thinking [15], reasoning about part-of 
relation. The representation consists of part-of relations among 3-dimentional spatial 
regions in the real world. Although we formularize the ubiquitous computing 
environments as a tree-structure of spatio-temporal regions based on Bittner [16], in 
this paper, we only deal with a tree-structure of spatial regions. A tree structure of 
spatial regions is denoted by G : G = (7?,c) where RfreR) denotes a set of 
spatio-temporal regions, C denotes a part-of relation between two regions. The 
regions in G have following natures. 

1) 3 : r- E r. 

2) 3 , r j : r. c a r j c r- r j = r. 

3 ) 3r., Vj , : r. c Tj a Tj c ^ r. c 



where r. , rj , is a region. 
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Ontological Tree-Representation 



Fig. 2. Data representations of Spatio-Temporal Reasoner 




Fig. 3. An Example of Ontological Tree-Representation (A Description of a Museum) 



Based on the above formalization, we define the relation of spatial regions, and 
their property in the spatial ontology whieh we have developed to deseribe the 
Ubiquitous Computing environments as a tree-representation. An example of 
ontologieal tree-representation (a stmeture of a museum) whieh we have developed is 
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shown in Fig. 3. Space:inculdes relations in the figure are the relations denoted by C 
in above logieal expressions. Flandling spatial data on this representation, the spatio- 
temporal reasoner realizes eognitive resouree managements and physieally 
grounding. 

4.3 Location-Mediated Service Coordination 

In a Ubiquitous Computing environment, a lot of serviee agents are usually eo- 
loeated beeause a serviee agent must be speeialized for a serviee (e.g. navigation, 
guide, advertising, information retrieval, eontrolling deviees, ete.) in order to keep 
their funetional independenee. Therefore, as we enrieh the environment with various 
serviees, serviee agents will inerease. When more than one serviee agent ean 
simultaneously provide serviees to a user, the agents must eoordinate eaeh other to 
appropriately provide the serviee for the user then and there. Flow ean the software 
agents eoordinate with eaeh other in order to realize sueh human-eentered serviee 
eoordination? 

One possible answer is that the serviee agents should be orehestrated by middle 
agents [17][18][19]. In general, middle agent matehes serviee provider agent to 
serviee requester agent, initiates their eommunieation, and mediates the flow of 
information between them. Flowever, eonventional middle agent frameworks do not 
deal with the information of loeation where serviee provider agent and serviee 
requester agent eommunieate with eaeh other. As we deseribed before, the plaee of 
interaetion is important in the eontext of Ubiquitous Computing. If the serviee and 
request is eompletely matehed and physieal distanee between the requesting user and 
the serviee resouree is long, the mateh making serviee is nonsense. In the eontext of 
Ubiquitous Computing, the middle agent must be aware of the plaee of the 
interaetion. 

In order to realize the serviee eoordination being aware of the physieal loeations of 
the interaetion, we introduee location-aware middle agent into the multiagent 
arehiteeture with spatio-temporal reasoner. While spatio-temporal reasoner manage 
the loeation information, and exeeute reasoning about spatio-temporal relation, the 
loeation-aware middle agents eoneentrate the matehing proeess,. Using the faeility of 
the spatio-temporal reasoner, the middle agents extend the internet-based 
eoordination framework to the loeation-mediated eoordination framework for 
Ubiquitous Computing. 

Beeause the deseriptions of loeations are separately managed in the spatio- 
temporal reasoner, no modifieation to serviee eontents is required if the loeation of 
the serviee is ehanged. Content developers ean eoneentrate the eontents of serviee 
without eonsidering the serviee loeations; Serviee manager in the venue, sueh as 
museums, manage the loeation information related to the services contents. 

4.4 Outline of the Location-Mediated Service Coordination 

In order to realize the location-mediated service coordination, we have introduced a 
new type of agents, location-aware middle agents. Using the spatio-temporal 
reasoner and location-aware middle agents, we extend the conventional middle agent 



CONSORTS 199 



framework to realize the loeation-mediated eoordination in the Ubiquitous 

Computing. The location-mediated coordination process consists of following agents: 

• Service Provider Agent (Service Agents): the agent that provides some 
types of service, such as problem solving, mediating Semantic Web services; 

• Service Requester Agent (Personal Agents): the agent that needs provider 
agents to perform some services for them; 

• Location-Aware Middle Agent: the agent that helps locate other agents 
along with Spatio-Temporal Reasoner; 

• Spatio-Temporal Reasoner: the agent that manages physical locations of 
Service Providers and Service Requesters, and reason about their spatial 
relation in cognitive way. 

The coordination is as follows (See Fig. 4): 

1) provider agents advertise their capabilities and physical service areas to 
middle agents; 

2) middle agents store these advertisements, and inform their service areas to 
spatio-temporal reasoners; 

3) spatio-temporal reasoners store these service areas; 

4) a requester asks some middle agents whether they know providers with 
desired capabilities; 

5) the middle agents ask some spatio-temporal reasoners whether the stored 
service areas cover the requester's location or not, and get the results, a 
subset of the stored service areas; 

6) taking account of the results, the middle agent matches the request with the 
stored advertisements, and returns the result, a subset of the stored 
advertisements. 



This process is a natural extension of matching process proposed by Sycara et al. 
[17]. By integrating above agents with ordinal web agents on the Internet, we can 
extend application areas of Web agents (and Web Services) to Ubiquitous Computing 
environment. Various mechanisms to determine a matched service can be 
implemented in the location-aware middle agents. In this research, as a first version 
of location-based matching process, we adopt a simple calculation mechanism, 
calculating matching degree by part-of relations, which we will describe in chapter 5. 
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Fig. 5. Outline of CONSORTS Architecture (Ver.l) 
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5 CONSORTS Architecture 

Under the three design eoneepts: physieally-grounding; eognitive resouree 
managements; loeation-mediated eoordination, we have been developing a multiagent 
arehiteeture ealled CONSORTS ver.l (Coordination System of Realworld 
Transaetion Serviees) so as to realize the human-eentered eoordination in Ubiquitous 
Computing. Using standardized agent eommunieation language, ealled FIPA-ACL 
[10], and standard ontology framework of the Semantie Web, This version of 
CONSORTS agents ean manage deviees, serviees, and users in Ubiquitous 
Computing, and eoordinate the serviees and the deviees so as to assist the users in 
human-eentered manner. 

In this ehapter, we deseribe how the three eoneepts are realized within the 
CONSORTS arehiteeture. We first deseribe the outline of the whole system 
arehiteeture of the CONSORTS arehiteeture. 

5.1 Outline of the CONSORTS Architecture 

Fig. 5 shows an outline of CONSORTS Arehiteeture that eonsists of following type 
of agents. 

Services Agents. Service agents provide services, such as tour guide, navigation, and 
infonuation presentation. Services agents realize the flexible service by using 
semantic information through the content servers. The content servers are resources 
on the Internet, especially Semantic Web and Web Services. 

Personal Agents. Personal agents request service behalf of a user. The agents 
communicate with Device wrapper agents, and manage them as user interface 
devices. 

Location-Aware Middle Agents. Location-aware Middle Agents manage to 
interaction to mediate between agents and a user. The agent sends the request to the 
middle agents, and controls the interaction between service agents and the user. 

Spatio-Temporal Reasoners. Spatio-Temporal Reasoners manage physical locations 
of users, services, agents, and objects. STR reasons about their spatial relation in 
cognitive way. The agents manage both device-oriented physical information in the 
real world and cognitively comprehensive information in the digital world. 
Physically-grounding and cognitive resource managements are realized by the Spatio- 
Temporal Reasoners 

Device Wrapper Agents. Device Wrapper Agents hide the diversity of physical 
device and legacy application from other agents. For example. Device Wrapper 
Agents wrap the raw information, which is derived from legacy devices, with the 
standardized agent communication language. 
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5.2 Implementations of CONSORTS 

We have implemented the CONSORTS (Ver. 1) using Java (JDK 1.4) and JADE 
3.0[20]. JADE is a software framework to develop the agent system that conforms to 
FIFA specifications. FIFA Agent Communication Language (ACL) is a current 
standard of the agent communication language. Thus, CONSORTS agents can freely 
communicate with other FIFA-agents developed by other researchers on the 
AgentCities network [11]. AgentCities network is an open research test bed for the 
experiments for world-wide agent networks. We adopt FIFA-ACL to make the 
CONSORTS work on such world- wide agent networks. Using such standardized 
communication language and global agent networks that are open to the Internet 
resources, the CONSORTS can mediate the agents handling the information in the 
Ubiquitous Computing and the agents handling the information on the Semantic Web 
(see Fig. 6). 




Fig. 6. Implementations Layers of CONSORTS 



List 1. An Example of FIPA-ACL Messages 

(inform 

: sender device-wrapper-agentl 

: receiver spatio-temporal -reasonerl 
: content (located 

John (Location (x 120) (y 100))) 
:in-reply-to messagel 
: 1 anguage fipa -si 

: ontology carc-locationl 

) 



5.3 Agent Communications 

All messages of the agent communication are described with FIFA-ACL (Foundation 
for Intelligent Fhysical Agents Agent Communication Language) [10]. Artificial 
intelligence researchers have already proposed some Agent Communication 
Languages (ACL), such as Foundation for Intelligent Fhysical Agent ACL (FIFA- 





CONSORTS 203 



ACL) and Knowledge Query Manipulation Language (KQML) [21]. In this research, 
considering interoperability of agent communication, we adopt FIPA-ACL as 
communication language of the agents. FIPA-ACL is one of standard agent 
communication language, which is based on speech-act theory. A lot of agent 
communication software and tools for FIPA-ACL have been developed. A FIPA 
ACL message consists of a header, the "’communicative act” (e.g. “inform”, 
“request”, “propose”, etc.). 

The message content is described with FIPA-SL. List 1 shows a message which 
represents “Personal Agent request to Museum Service Agent to provide the service 
named Mona Lisa (showing information about the painting of the Mona Lisa).” This 
message flows at arrow-line [6] in Fig. 9. Although we have already implemented 
RDF (Resource Description Framework) based descriptions as a content part of the 
message, we adopt FIPA-SL as the content language in current implementation 
because of FIPA-SL's excellent interoperability with other agent platform. 

FIPA-ACL can choose a content language and ontology in the message, such as 
fipa-sl (Semantic Language) and carc-locationl in List 1. For example, the 
meaning of John is defined in the ontology named care - locat ionlin List 1. It 
may be defined as the name of a man. Since the agent can use the definition, the agent 
may also infer that “A man is located on (120, 100)”. This kind of inference 
mechanism enables the agents to share the meaning of context information with each 
other. 

5.4 Ontology of CONSORTS 

The message content is described with FIPA-SL. We adopt FIPA-SL as the content 
language in current implementation. The meanings of the content part are defined by 
JADE ontologies, a set of concepts, their relationships and their attributes. The JADE 
parser can convert a content part into a set of Java objects predefined as JADE 
ontology classes. Using JADE ontologies, JADE agents use the same words in the 
content with the same meaning. Although we have already implemented RDF 
(Resource Description Framework) based descriptions as a content part of the 
message, we adopt JADE ontology in current implementation because of its excellent 
interoperability. Using Protege [22], an ontology editor that can handle various 
formats of ontology, and Bean Generator [23], a plug-in to of Protege, we can create 
JADE ontology classes by conversions of RDF/RDFS. 

5.5 Location-Mediated Matching Process Based on Part-of Relations 

Various mechanisms to determine a matched service can be implemented in the 
location-aware middle agents. In this research, as a first version of location-based 
matching process, we adopt a simple calculation mechanism, calculating matching 
degree by part-of relations. A combination between the service provider and the 
requester that has the highest matching degree is a matched service for the request. 

The matching process calculates the matching degrees based on part-of relations of 
the tree. An environment is represented by tree representation. Each of services has a 
service area associated to a node of the tree. At first, the agent identifies the all node 
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of the tree the requester is loeated at. Then, the agent pieks up all serviees assoeiated 
to the nodes, and ealculates matehing degrees of the service. 

The matching degrees of the service areas are discrete values corresponding to the 
path lengths from root node to the nodes of the service areas on a part-of relation tree. 
In the tree representation in Fig. 3, if the user is located at ^"Entrance”, the matching 
degree is 2. In other words matching degree of narrower region has high value (e.g. 
g{Room A) >g{Ground Floor) in Fig. 3). 

6 Applications 

Two prototype application systems of the CONSORTS are shown in this chapter. To 
show the relevance of the CONSORTS, the applications are claimed in the 
interoperation of Web-based information and physical (or the real world's) 
information. In the following two applications, we try to show the three significant 
roles of CONSORTS agents: 

A) connecting agents each other based on ACLs, 

B) interacting heterogeneous agents mutually based on ontologies, 

C) and coordinating with sensory information and web resources on the 
Internet. 

6.1 Context-Aware Information Assist Systems in Mnsenms 

Based on the CONSORTS architecture, we have implemented context-aware 
information assist systems in museums. In this system, the agents are aware of the 
spatial relations between users and paintings in a museum, and provide some services 
to the users based on the relations. For example, when a user is located near a 
painting, the user can receive the information of the painting via the user's portable 
display device from the agents. If the user needs more information of the painting, the 
user should push the “tell me” button of the portable device. The CONSORTS agents 
notice the user's request, make a search query about the painting with the necessary 
information they've already had, e.g. the painting's name and user's preference, and 
access the Web Services [24] on the Internet, e.g. Google Web Services [25], behalf 
of the user. 

This service is implemented on the procedure of matching degrees by part-of 
relation. The agent identifies the locations where the users are located, and pick up all 
services associated to the locations, and determine the best service for the user. In this 
application, we provide two services: a) providing nearest painting's information 
which is available near paintings, and b) providing user's own location in the room. 
Thus, if the user is near a painting, service a) should be provided, otherwise 
service b). 
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Fig. 7. A Snapshot of the Context-aware Information Assist Systems in Museums 



C:¥ WIN DO WS¥Systeffl32¥c md.exe 



Agent informed the results of my request. 3 

(INFORM 

: sender ( agent- i dent if ier :name Museumitokyo.agentcit ies.net : addresses (seq 
uence lOR: 000000000000001 1 49444C3A46495041 2F4D54533A31 2E300000000000000001 000000 
0000000064000102000000000D3139322E3136382E302E32330000073600000019AFABCB00000000 
02F5CD44040000000800000000000000000A00000000000001000000010000002000000000000100 
01000000020501000100010020000101090000000100010100 )) 

: rece i ve r (set ( agent - i dent i f i e r : name DummyAgent 1 Ijit okyo . agent cities, net : ad 
dresses (sequence IOR;000000000000001 149444C3A464950412F4D54533A312E300000000000 
000001000000000000006400010200000000003139322E3136382E302E32330000073600000019AF 
ABCB0000000002F5CD44040000000800000000000000000A00000000000001000000010000002000 
00000000010001000000020501000100010020000101090000000100010100 )) ( agent- identi 
f i e r : name DummyAgent 1 @t okyo . agent c i t i es . net ) ) 

:content "((provide (caption :content ¥"VAN GOGH, Vincent, 

Fourteen Sunflowers in a Vase, 

1888, Oi I on canvas, 93 x 73 cm. 

National Gallery, LondonV" language English) (service :name SunF lower : provider 
Museum) ) ) " 

: reply-with DummyAgent lijitokyo.agentcit ies.net 1073570783087 
:in-reply-to R25563270_0 1 

: language FIPA-SL 
: ont o I ogy I ocat i on_ont o I ogy 



: conve rsat i on- i d MuseumSe rv i ceRequest 2 

) 






Fig. 8. A Snapshot of the Monitor Window of the Agents' Communications 
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Fig. 9. Message Flows in the Assist Systems in Museums 

Fig. 7 shows a snapshot of the monitor display of the system. This applieation is 
aceessible on our website (http://consorts.carc.jp/). In the figure, you can see a 
museum map in a main window in lower right side of the figure, two information 
windows with a picture in left side of the figure. In the map, human icons represent 
current locations of the users; each zone surrounding a picture represents service 
zones of the museum service agents; each line after the users represents users' 
trajectories. The information windows correspond to the screen of users' portable 
devices. In this demonstration, the users randomly roam in the museum. If a user 
enters the service zone, an information window with a "tell me" button in pops up. 
When the user push the "tell me" button, the user can see the picture's information 
resulting from the Internet search service in a new window. In this program, we use 
Google Web service API for the Internet search service. Currently, users, users' 
behaviors, and a museum in the system are simulated. 

Fig. 8 shows a snapshot of the monitor window of the agents' communications. 
The messages in the window are FIPA-ACL messages. The museum agent tells some 
information about a requested picture. 

The cordination process is as follows. Fig. 9 outlines the agent communication in the 
museum system. 
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List 2. A MessageA message at [1] in Fig. 9 



(REQUEST 
: sender 
: receiver 
: content 



: language 
: ontology 

) 



MuseumAgent 
RoomAMiddleAgent 
" ( (associate 

(service :name Monalisa 

: provider MuseumAgent) 
(region :name MonalisaArea 
:x0 4 :y0 0 :xl 13 

FIPA-SL 

carc-locationl 



:yl 8) ) ) " 



List 3. A MessageA message at [3] in Fig. 9 



( INFORM 
: sender 
: receiver 
: content 



: language 
: ontology 

) 



RoomADevice Wrapper 

RoomAMiddleAgent 

" ( (located 

(person marne PersonalAgentl) 
(location :x 1 :y 8) ) ) " 
FIPA-SL 

location_ontology 



List 4. A MessageA message at [6] in Fig. 9 



(REQUEST 
: sender 
: receiver 
: content 



: language 
: ontology 



PersonalAgent 

MuseumAgent 

" ( (action (agent-identifier 

: name MuseumAgent) 



(provide 

(person :name PersonalAgent) 

(service :name Monalisa 

: provider MuseumAgent ) ) ) " 

fipa-sl 

carc-locationl 
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List 5. A Message at [7] in Fig. 9 

(INFORM 

: sender MuseumAgent 
: receiver PersonalAgent 
: content "((provide 

(caption 

: content "Leonardo da Vinci, 

Mona Lisa, 1503-1506" 
: language English) 

(service 

:name Monalisa 
: provider MuseumAgent) ) ) " 

: language fipa-sl 
: ontology location- ontology 1 

) 



List 6. A Request Message to the GoogleAgent 



(REQUEST 



sender 

receiver 

content 



PersonalAgent 
GoogleAgent 
" ( {action 

(agent -identifier 



:name GoogleAgent) 
(search : keyword monalisa 
: account xxxxxxxxxxxxxxxx ) ) ) " 
language fipa-sl 
ontology google-api-ontology 
protocol fipa-request 
conversation- id GoogleReqO 



List 7. A Message from the GoogleAgent 

(INFORM 

: sender GoogleAgent 

: receiver PersonalAgent 

: content "((googled (sequence 

(result 

;title \"DaVinci Leonardo,... \" 
;url http://foo.bar.com/Artists/ 
; snippet \"... \" 

; summary \ " \ " ) 

(result ... . ) 46) ) " 
:reply-with PersonalAgent 
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:in-reply-to R12750007_0 
: language fipa-sl 
: ontology google -api- ontology 
: protocol fipa-request 
: conversation- id GoogleReqO 

) 

1) First, the service agent requests the middle agent to continuously infer 
whether users are located on a service region associated with a service name 
([1] in Fig. 9). List 2 shows a message from a museum service agent to a 
middle agent. The meaning of message includes a definition of the service 
area: a rectangle region described by (xO, yO, xl, yl) on the 2D sensor space; 
named MonalisaArea. 

2) The middle agent requests the Spatio-Temporal Reasoner to register a 
service region described in the rule, and to request to inform when users are 
located on the area ([2] in Fig. 9). 

3) On the other hand, the device wrapper agent infonus the spatio-temporal 
reasoner where a user with unique id is located ([3] in Fig. 9). List 3 shows 
an example of such a message between a sensor wrapper agent and a spatio- 
temporal reasoner in “Room A”. The message shows A user with “Personal 
Agent 1” is located at (1, 6) on the sensor space. In this application, we 
assume service areas and user's locations are described using the same 
coordinate space. 

4) When the spatio-temporal reasoner notice a user is located on a service 
region, the reasoner informs the middle agent of the user id and the name of 
the area ([4] in Fig. 9). 

5) The middle agents tell the personal agents of the user available service name 
([5] in Fig. 9). 

6) Then, the personal agent requests a service based on the name, and receive a 
service content from the service agent ([6] [7] in Fig. 9). List 4 and List 5 
show messages between a museum service agent and a personal agent at 
such a request and inform interaction. 

7) Finally, the personal agent requests the device wrapper agent to show the 
service content on a user's portable display device ([8] in Fig. 9). 

8) Additionally, if a user needs more information about the received contents, 
the personal agent behalf of the user can request “Google Web Service 
Agenf’ to search the resources on the Internet by using the keyword of the 
received contents (see List 6 and List 7). 

Fig. 10 is a summary of the ontologies that we have defined to represents the 

messages between the agents in this application. We have defined Sconcepts 

describing objects in museums and 6 predicates for describing relations between 

objects. List 8 shows some example programs of concept definitions for this 

application ( Person, Region, and Service ) . 
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• 5 Concepts 

- Person, Location, Rule, Service, Caption 



Service 




Rule 


name <String> 




xO <integer> 


yO 


<integer> 


provider < Provider > 




xl <integer> 


yi 


<integer> 



6 Predicates 

-Associate, Located, Available, NotAvailable, 
Consume, Provide, 



Associate 



service <Service> 
Rule < Rule > 



Located 


Available 


location <Location> 
person < Person > 


person <Person> 
service < Service > 



• Except for Google Search Ontology 



Fig. 10. Ontology for the Infomiation Assist Systems in Museums 

List 8. Example Programs of Concept Definitions using JADE Ontology 

ConceptSchema personSchema 
= new ConceptSchema(PERSON); 

personSchema . add (NAME , stringSchema) ; 
add (personSchema, Person . class) ; 
add (placeSchema, Place.class); 
add (locationSchema, Location . class) ; 

ConceptSchema regionSchema 
= new ConceptSchema(REGION); 

regionSchema . add (NAME , stringSchema) ; 
regionSchema . add (XO , integerSchema) ; 
regionSchema . add (YO , integerSchema) ; 
regionSchema . add (XI , integerSchema) ; 
regionSchema . add (Y1 , integerSchema) ; 
add (regionSchema, Region . class) ,- 

ConceptSchema serviceSchema 

= new ConceptSchema(SERVICE); 

serviceSchema . add (NAME , stringSchema) ,- 
serviceSchema . add ( PROVIDER, stringSchema) ,- 
add (serviceSchema, Service . class) ; 
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In the system, we have eonfirmed the simplest framework of the loeation-mediated 
eoordination by applying the CONSORTS agents to the context-aware information 
systems. Using the agent-based coordination framework, we have built the context- 
aware information systems very rapidly. If you define new service agents and its 
ontology, you can add new services to the system by defining the service agents and 
their ontologies. 




Fig. 11. Outline of Wireless-LAN based Location System 

6.2 Wireless-LAN Based Location Systems 

To implement “real” application in the Ubiquitous Computing, we need physical 
devices to detect users' locations. Because we design the device wrapper agent to hide 
the diversity of the devices API, we can easily integrate the physical devices into the 
system on the CONSORTS. 

Based on the CONSORTS ver. 1 architecture, we have implemented Wireless-LAN 
(IEEE 802.11b) based location system. In the system, the agents are aware of users' 
locations by watching the status of the wireless-LAN stations. When a note PC or 
PDA with a user connects with one of the stations, the system detects the connected 
WiFi card, and stores a MAC address of the card with a physical location of the 
station. Because a MAC address is globally unique, the system can track the location 
of the card (with the user) globally. 

Fig. 1 1 shows an outline of the location system. In the system, Web services, which 
provide location information like sensor devices, are integrated with a FIPA-Agent 
platform, and the information is shared with FIPA-agents. In the system, WiFi- 
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wrapper agents aeeess WiFi aeeess points, and eolleet information of eonneeted WiFi 
eards. Colleeted infonnation is managed by spatio-temporal reasoner in the system. 

Fig. 12 is a summary of the ontologies that we have defined to represents the 
messages between the agents in this applieation. We have defined deoneepts 
deseribing objeets of the location system and 2 predicates for describing operations of 
the system. 

We have confirmed the functionality with real wireless-LAN stations that located 
on various cities (e.g. Barcelona, Tokyo, etc.) in the world using AgentCities 
Network. Fig. 13 shows a snapshot of the monitor window of the location system in 
that experiment. 

In this experiment, we have shown the potential of the CONSORTS agents to the 
field where the system needs to access and unify the device-oriented information 
services covering all over the world. 



• 4 Concepts 

— Wifi Location, Location, Station, Card 




Card 

MAC addres <String> 



Station 


name 


<String> 


url 


<URL> 


Card-list 


< Card-list > 



• 2 Predicates 

— Register, ChkRegistered 

Register/ ChkRegistered 

WifiLocation < WifiLocation > 



Fig. 12. Ontology for the Wireless-LAN based Location System 




Fig. 13. Snapshot of the Monitor Wrapper Agent 
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7 Related Work 

Numbers of researches on context-aware information assists [26][27][28][29] have 
been proposed under the vision of Ubiquitous Computing. The Olivetti Active Badge 
[27] system transmits a unique infrared signal to inform the user's current location 
every 10 seconds. Based on the information, the system allows the user to re-route 
incoming calls to the phone nearby. Active Badge is a primitive example of location- 
based information assist. Xerox PARCTAB [28] system consists of palm-sized 
mobile computers that can access local area network through infrared transceivers 
and can inform current location using a unique id. Since these systems are device- 
oriented prototype systems, they lack the flexible adaptability to the contents and the 
service domain. Cyberguide [29] is a collection of intelligent tour guides that provide 
information with tourists based on knowledge of their position and orientation. 
Because it cannot manage the personal information, it has difficulty to deal with 
sophisticated user interaction. 

Some researchers have applied agent technology to the context-aware information 
assist services. Using the agent technology, they achieve the flexibility and more 
sophisticated interaction with users. C-Map [30] is a tour guidance system which 
provides information to visitors at exhibitions based on location and individual 
interests. The interface agents manage personal information and realize natural 
interaction with the user. Agent Augmented Reality [31] is an attempt to use agent 
technologies for the augmentation of our real world environment. The research 
realizes personal information assist using mobile agent technology. These systems 
realize the context-aware information assist by simple cooperation of the agents. 
However, they seem to have difficulty in sharing the context information among 
various kinds of services because the context information lacks the basis of well- 
defined ontological meanings. Thus, it is difficult for them to achieve dynamic 
intelligent cooperation among the agents based on deep understanding of the context 
information. 

CoolAgent [32] is a context-aware software agent system. The agents can share the 
context information described by RDF that can be an ontology description framework 
for the Semantic Web. However, CoolAgent system does not provide the 
implementations framework of ubiquitous agents, such as location-aware middle 
agent. In this paper, we formally describe the design pattern of the coordination of 
ubiquitous agents. 

Finally, there exist some researches for middle agents [17][18][19]. As we 
described before, the work in this paper is extension of their works in Ubiquitous 
Computing. Hence, their results, such as integration of DAML-S [33], must be useful 
for our future research. 

8 Future Work 

In Chapter 2, we have addressed the gaps between users' intentions and services in 
the Ubiquitous Computing. However we have presupposed that a user's intentions and 
behaviors do not affect other users' intentions and behaviors. As we design the 
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services not for a single user but for multi users, we confront another gap about user 
intentions, that is, a gap between mass users' intentions and limited service resources. 
In order to maintain the performance of the whole system under the limited service 
resources, the system must consider the way of providing information to users 
because serious conflict among users about the resource allocation may happen. In 
that situation, the whole service performance will decrease. In other words, intentions 
of each user may cause serious conflicts of accessing the limited service resources. 
For example, navigation systems for emergency evacuation by a fire must consider 
the strategy of telling evacuees how to evacuate the building safely. If the systems 
simultaneously tell all users about physically shorted path to the exit, they may flood 
into the path, and get caught in the crush. 

In order to bridge the gaps between mass users' intentions and limited service 
resources. We are planning to introduce the concept of “Social Coordination” [7][9]. 
“Social Coordination” aim to resolve the conflict with multi users' requirements and 
to implicitly modify the providing information for each user in order to maintain the 
performance of the whole system. We are implementing the facility using market 
mechanism, called “user intention market” [34]. 

9 Conclusion 

We have shown a multiagent architecture called CONSORTS that aims to realize the 
human-centered coordination in Ubiquitous Computing. Using standardized agent 
communication language, called FIPA-ACL, and standard ontology for Ubiquitous 
Computing, CONSORTS agents can manage devices, services, and users in 
Ubiquitous Computing, and coordinate the services and the devices based on the 
locations. In contrast with the Semantic Web agents understand meanings of web- 
resources on the Internet, the CONSORTS agents focus on understanding cognitive 
meanings of real-world resources in the Ubiquitous Computing environments. 

We have shown two applications of CONSORTS, intelligent information assist 
systems in museums and wireless-LAN based location systems. Based on the 
standardized open agent systems that can access and unify the real world information 
covering all over the world, we can make world-wide applications, and create new 
application by revising the cooperation scheme of the agents. These applications have 
shown the potential of the CONSORTS agents that bridge the coordination gaps in 
the Ubiquitous Computing. 
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